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MATERIAL: Zinc Die Cast 
FINISH: Vibratory

APPLICATIONS:

ZEC-50 ZECI-50 1/2" 50 500 7
ZEC-75 ZECI-75 3/4" 25 250 10
ZEC-100 ZECI-100 1" 50 250 15

and IMC conduit

ZEC-125 ZECI-125 1-1/4" - 25 29
ZEC-150 ZECI-150 1-1/2" - 25 40
ZEC-200 ZECI-200 2" - 20 54
ZEC-250 ZECI-250 2-1/2" - 12 83
ZEC-300 ZECI-300 3" - 12 100
ZEC-350 ZECI-350 3-1/2" - 6 128

FEATURES:

ZEC-400 ZECI-400 4" - 6 156

NOMINAL DIMENSIONS (Inches):

1/2" 1.157 1.196 0.382 0.421 0.933
3/4" 1.378 1.417 0.366 0.405 1.169
1" 1.504 1.543 0.500 0.539 1.421

COMPLIANCE:

1-1/4" 1.969 2.008 1.535 1.574 1.823
1-1/2" 2.260 2.299 1.768 1.807 2.067

2" 2.563 2.602 2.260 2.267 2.524
2-1/2" 3.090 3.149 1.047 1.106 3.295

3" 3.374 3.433 1.059 1.118 3.909
3-1/2" 3.460 3.519 1.059 1.118 4.460

4" 3.759 3.818 1.110 1.169 4.881

Wt (lbs) / 
100pcs

screws applicable with Phillips, Slotted, or Square-Recess
screwdrivers

C

EMT Connectors
TYPE:  Set Screw

enclosures, or load centers

Pcs/   
Ship Ctn

B
Standard  Insulated  

Trade 
Size

Trade  
Size

Pcs/  
Unit Ctn

Part No.       
Standard  Insulated  

A       
Standard  Insulated   

E.M.T. Conduit Fittings
Zinc Die Cast 

1/2"- 1" 2-1/2" -4" 1-1/4" -2" 

1.
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2-1/2"-4" 1/2"-1" 1-1/4"-2" 

TYPE:  Set Screw
MATERIAL: Zinc Die Cast
FINISH: Vibratory

EMT Couplings

APPLICATIONS:

 RIGID and IMC conduit

Phillips, Slotted, or Square-Recess screwdrivers

ZEP-50 1/2" 50 500 7
ZEP-75 3/4" 25 250 10
ZEP-100 1" 50 200 14
ZEP-125 1-1/4" - 25 29
ZEP-150 1-1/2" - 25 39
ZEP-200 2" - 20 57
ZEP-250 2-1/2" - 12 76
ZEP-300 3" - 12 103
ZEP-350 3-1/2" - 6 123
ZEP-400 4" - 6 161

Wt(lbs)/ 
100pcs

Pcs/  
Ship Ctn

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

NOMINAL DIMENSIONS (Inches):

1/2" 1.488 0.905
3/4" 1.944 1.177
1" 2.275 1.413

1-1/4" 2.618 1.822
1-1/2" 2.909 2.039

2" 3.476 2.515
2-1/2" 4.011 3.303

3" 4.460 3.913
3-1/2" 4.850 4.520

4" 5.248 4.909

BTrade  
Size A

COMPLIANCE:

FEATURES:

(2)



E.M.T. Conduit Fittings
Zinc Die Cast 
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MATERIAL: Zinc Die Cast 
FINISH: Vibratory
APPLICATIONS:

 and IMC conduit

 may used for wet and dry locations

FEATURES:

enclosures, or load centers

EMT Connectors
TYPE:  Compression

ZECC-50 ZECCI-50 1/2" 50 500 11
ZECC-75 ZECCI-75 3/4" 25 250 16
ZECC-100 ZECCI-100 1" 50 250 25
ZECC-125 ZECCI-125 1-1/4" - 25 43
ZECC-150 ZECCI-150 1-1/2" - 25 54
ZECC-200 ZECCI-200 2" - 15 76
ZECC-250 ZECCI-250 2-1/2" - 12 190
ZECC-300 ZECCI-300 3" - 12 300
ZECC-350 ZECCI-350 3-1/2" - 10 330
ZECC-400 ZECCI-400 4" - 6 360

Part No.       
Standard  Insulated  

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

1/2" 1.256 1.315 0.965 0.433 0.492
3/4" 1.209 1.268 1.264 0.433 0.492
1" 1.575 1.643 1.516 0.547 0.606

1-1/4" 1.618 1.697 1.906 0.575 0.654
1-1/2" 1.874 1.953 2.276 0.622 0.701

2" 2.146 2.225 2.610 0.765 0.835
2-1/2" 2.610 2.689 3.311 1.004 1.083

3" 2.790 2.869 4.21 1.004 1.083
3-1/2" 2.770 2.849 5.060 0.940 1.019

4" 2.839 2.918 5.350 1.087 1.166

Trade 
Size

A       
Standard  Insulated  

B C
Standard  Insulated  

COMPLIANCE:

TYPE:  Compression
MATERIAL: Zinc Die Cast
FINISH: Vibratory

APPLICATIONS:

 RIGID and IMC conduit

 and may be used for wet and dry locations

FEATURES:

COMPLIANCE:

EMT Couplings

ZECCP-50 1/2" 50 500 12
ZECCP-75 3/4" 25 250 18
ZECCP-100 1" 50 200 27
ZECCP-125 1-1/4" - 25 46
ZECCP-150 1-1/2" - 20 63
ZECCP-200 2" - 15 92
ZECCP-250 2-1/2" - 12 250
ZECCP-300 3" - 12 410
ZECCP-350 3-1/2" - 10 390
ZECCP-400 4" - 6 485

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Pcs/  
Unit Ctn

Part  
No 

Trade  
Size

NOMINAL DIMENSIONS (Inches):

1/2" 1.531 0.965
3/4" 1.579 1.264
1" 1.870 1.516

1-1/4" 2.248 1.906
1-1/2" 3.181 2.276

2" 2.437 2.610
2-1/2" 3.362 3.311

3" 3.349 4.210
3-1/2" 3.510 5.060

4" 3.573 5.350

B         
(Flats)ATrade  

Size

2.



LIQUID TIGHT Fittings  
Zinc Die Cast 
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MATERIAL: Zinc Die Cast
FINISH: Vibratory

APPLICATIONS:

to a box or enclosure

FEATURES:

Connectors
TYPE:  Liquid Tight, Straight

Conduit or Type B Flexible Non-Metallic Conduit

3/8" 25 250 20
1/2" 25 250 17
3/4" 10 100 25
1" 5 50 44

LTSC-125 1-1/4" 5 50 67
LTSC-150 1-1/2" - 10 92

2" - 5 140
2 1/2" - 1 221
3" - 1 284

LTSC-350 3-1/2" - 1 360
4" - 1 411

*1/2" K.O.

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

LTSC-38
LTSC-50
LTSC-75
LTSC-100

LTSC-200
LTSC-250
LTSC-300

LTSC-400

NOMINAL DIMENSIONS (Inches):

3/8" 1.06 1.45 0.50 14
1/2" 1.06 1.47 0.50 14
3/4" 1.41 1.48 0.56 14
1" 1.70 1.80 0.59 11-1/2

1-1/4" 2.19 1.88 0.67 11-1/2
1-1/2" 2.41 2.17 0.73 11-1/2

2" 3.03 2.28 0.66 11-1/2
2 1/2" 3.63 3.31 1.00 8

3" 3.38 3.50 1.05 8
3-1/2" 3.97 3.63 1.13 8

4" 5.55 3.63 1.16 8

CA  B Thread 
Spec NPT

Trade  
Size

COMPLIANCE:

MATERIAL: Zinc Die Cast
FINISH: Vibratory

APPLICATIONS:

to a box or enclosure

FEATURES:

Connectors
TYPE:

Conduit or Type B Flexible Non-Metallic Conduit

3/8" 10 100 20
1/2" 10 100 17
3/4" 10 100 25
1" 5 50 44

LTC90-125 1-1/4" - 10 67
LTC90-150 1-1/2" - 10 92

2" - 5 140
2 1/2" - 1 221
3" - 1 284

LTC90-350 3-1/2" - 1 360
4" - 1 411

*1/2" K.O.

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

LTC90-200
LTC90-120

LTC90-75
LTC90-100

LTC90-38
LTC90-50

LTC90-300

LTC90-400

NOMINAL DIMENSIONS (Inches):

1/2" 1.44 1.38 0.55 14
3/4" 1.63 1.41 0.56 14
1" 1.88 1.63 0.58 14

1-1/4" 2.13 1.94 0.64 11-1/2
1-1/2" 2.25 2.02 0.66 11-1/2

2" 2.63 2.25 0.77 11-1/2
2-1/2" 3.00 2.47 0.75 11-1/2

3" 5.00 3.34 1.03 8
3-1/2" 4.44 4.78 1.06 8

4" 6.00 5.23 1.19 8

Trade  
Size A  B        C Thread 

Spec NPT

COMPLIANCE:

3
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MATERIAL: Zinc Die Cast with Aluminum Cover

FINISH: Vibratory

APPLICATIONS:

FEATURES:

Pull Elbows 
EMT(Set Screw) to Box Connectors

       and Neoprene Gasket 

Slotted or Square-Recess screwdrivers

gasket, and (2) Slotted cover screws

ZEB-50 1/2" 10 100 22
ZEB-75 3/4" 5 50 35
ZEB-100 1" - 25 62
ZEB-125 1-1/4" - 20 91

NOMINAL DIMENSIONS (Inches):

1/2" 1.311 0.961
3/4" 1.385 1.230
1" 1.961 1.516

1-1/4" 2.303 1.890

Trade 
Size A B

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Part  
No 

COMPLIANCE:

TYPE:
MATERIAL: Zinc Die Cast with Aluminum Cover

FINISH: Vibratory
APPLICATIONS:

FEATURES:

       and Neoprene Gasket 

cover screws

Pull Elbows 
EMT(Set Screw) to EMT(Set Screw) 
Couplings

 Phillips, Slotted, and Square-Recess screwdrivers

ZEE-50 1/2" 10 100 24
ZEE-75 3/4" 5 50 37
ZEE-100 1" - 25 68
ZEE-125 1-1/4" - 25 102

NOMINAL DIMENSIONS (Inches):

1/2" 1.311 0.961
3/4" 1.385 1.230
1" 1.961 1.516

1-1/4" 2.303 1.890

Part  
No 

Trade 
Size

Trade  
Size

A B

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

COMPLIANCE:

Conduit Fittings 

Zinc Die Cast 

4.

TYPE:
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RIGID & IMC Conduit Fittings 
Zinc Die Cast 

 

TYPE:
MATERIAL: Zinc Die Cast with Aluminum Cover

FINISH: Vibratory
APPLICATIONS:

conduit not feasible

FEATURES:

(2) Slotted cover screws

Pull Elbows 
Rigid/IMC to Box Connectors 

       and Neoprene Gasket

ZRB-50 1/2" 10 100 31
ZRB-75 3/4" 5 50 37
ZRB-100 1" - 25 62
ZRB-125 1-1/4" - 25 91

NOMINAL DIMENSIONS (Inches):

1/2" 1.311 0.992
3/4" 1.385 1.260
1" 1.961 1.516

1-1/4" 2.302 1.900

Trade 
Size A B

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

COMPLIANCE:

TYPE:
MATERIAL: Zinc Die Cast with Aluminum Cover and

       Neoprene Gasket
FINISH: Vibratory
APPLICATIONS:

conduit is not feasible

FEATURES:

  Neopr

Pull Elbow 
RIGID/IMC to RIGID/IMC

ZRR-50 1/2" 10 100 28
ZRR-75 3/4" 5 50 33
ZRR-100 1" - 25 62
ZRR-125 1-1/4" - 25 91

NOMINAL DIMENSIONS (Inches):

1/2" 1.311 0.992
3/4" 1.385 1.260
1" 1.961 1.516

1-1/4" 2.303 1.900

Trade 
Size A B

Wt(lbs)/ 
100pcs

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

COMPLIANCE:

5



E.M.T. Conduit Fittings
Zinc Die Cast 
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TYPE:
MATERIAL: Zinc Die Cast
FINISH: Vibratory
APPLICATIONS:

bending conduit is not feasible

FEATURES:

Slotted, and Square-Recess screwdrivers

Pull Elbows 
EMT(Set Screw) to EMT(Set Screw) 
Couplings 

s
and (2) cover screws applicable with Phillips,

ICPE-50 1/2" 10 100 20
ICPE-75 3/4" 5 50 30

NOMINAL DIMENSIONS (Inches):

1/2" 2.295 0.933
3/4" 2.61 1.122

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Trade 
Size A B

COMPLIANCE:

TYPE:  Set Screw to Clamp
MATERIAL: Zinc Die Cast 
FINISH: Vibratory
APPLICATIONS:

and Non-Metallic Cable

FEATURES: 

and Square-Recess screwdrivers

Combination Couplings 
EMT to FMC & NM Cable 

)
screw and (2) clamp screws applicable with Phillips, Slotted,

EFNC-50 1/2" 3/8" 25 250 8

NOMINAL DIMENSIONS (Inches):

Min. Max.
EFNC-50 0.17 0.63 1.318 1.173

Part  
No 

EMT  
Size

Cable                     
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Part  
No

A
B C

COMPLIANCE:

6.



AC-MC-FMC Fittings 
Zinc Die Cast 
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TYPE: Straight-Squeeze
FOR:  Flexible Metal Conduit, Armored & Metal Clad Cable
MATERIAL: Zinc Die Cast 
FINISH: Vibratory

APPLICATIONS:

Standard Insulated

 Armored or Metal Clad Cable to a box or enclosure

1/2" 25 250 10

 Metal Clad Cable

3/4" 25 250 13
1" 10 100 20

SCS-125    SCSI-125 1-1/4" 10 100 29
1-1/2" 5 50 39

FEATURES:

2" 10 50 46
2-1/2" - 10 84

3" - 10 147

applicable with Slotted, Square-Recess, and Phillips

3-1/2" - 1 488

screwdrivers

4 " - 1 660

screws applicable with Slotted, Square-Recess, and
Phillips screwdrivers

Standard Insulated

COMPLIANCE:

3/8" 1.146 1.206 0.512 1.141
1/2" 1.437 1.497 0.492 1.370
3/4" 1.575 1.635 0.476 1.574
1" 1.760 1.820 0.571 1.866

1-1/4" 1.874 1.954 0.587 2.145
1-1/2" 2.008 2.934 0.610 2.519

2" 2.087 2.167 0.606 3.011
2-1/2" 2.854 2.954 0.866 3.866

3" 2.236 0.336 0.866 4.354
3-1/2" 3.840 3.940 0.902 4.788

4 " 4.055 4.155 0.902 5.303

NOMINAL DIMENSIONS (Inches):

Trade  
Size

A
B C

Connectors

SCS-38 SCSI-38 3/8"  
(1/2" KO) 50 500

Part No.       Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

7

Sizes 3/8"- 2" 
Sizes 2-1/2" - 4" 

SCS-50      SCSI-50
SCS-75      SCSI-75
SCS-100    SCSI-100

SCS-150    SCSI-150
SCS-200    SCSI-200
SCS-250    SCSI-250
SCS-300    SCSI-300
SCS-350    SCSI-350
SCS-400    SCSI-400

TYPE:
FOR:  Flexible Metal Conduit, Armored & Metal Clad Cable
MATERIAL: Zinc Die Cast
FINISH: Vibratory
STRAP MATERIAL: Zinc Plated Steel

APPLICATIONS:

Standard Insulated
SC90-38    SCI90-38 3/8" 50 500 9

knockout in a steel box, load center, or other metal

1/2" 25 250 14
3/4" 10 100 20
1" 5 50 38

SC90-125  SCI90-125 1-1/4" 10 50 51
SC90-150  SCI90-150 1-1/2" - 10 113

FEATURES:

2" - 5 123
SC90-250  SCI90-250 2-1/2" - 5 400

3 " - 2 500

set screws applicable with Phillips, Slotted, or

SC90-350 SCI90-350 3-1/2" - 1 1300

Square-Recess screwdrivers

4 " - 1 1900

NOMINAL DIMENSIONS (Inches):

Min Max Standard Insulated
3/8" 1.752 0.43 0.72 0.35 0.409
1/2" 2.122 0.64 1.03 0.35 0.409
3/4" 2.346 0.76 1.15 0.44 0.499
1" 2.768 1.09 1.73 0.543 0.602

1-1/4" 3.890 1.34 1.97 0.594 0.674
1-1/2" 6.008 1.65 2.61 0.689 0.769

2" 6.008 1.54 2.54 0.701 0.781
2-1/2" 6.795 2.45 2.98 0.843 0.923

3 " 7.886 2.93 3.45 0.827 0.907
3-1/2" 9.400 3.28 3.95 0.941 1.021

4 " 9.783 3.68 4.43 0.941 1.021

Wt(lbs)/ 
100pcs

B C

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Connectors

Trade  
Size A

Cable or Metal Clad Cable through a 3/8" or 1/2"

Trade  
Size

Part No. 

SC90-50    SCI90-50
SC90-75    SCI90-75
SC90-100  SCI90-100

SC90-200  SCI90-200

SC90-300  SCI90-300

SC90-400  SCI90-400

COMPLIANCE:

7



AC-MC-FMC Fittings 
Zinc Die Cast 
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TYPE:  Two Screw Clamp
FOR:  Flexible Metal Conduit, Armored & Metal Clad, 

       & Non-Metallic Sheathed Cable
MATERIAL: Zinc Die Cast
FINISH: Vibratory

APPLICATIONS:

Cable through a 1/2" knockout in a steel box, load
center or other metal enclosure

NOMINAL DIMENSIONS (Inches):

FEATURES:

applicable with Phillips, Slotted, or Square-Recess
screwdrivers

COMPLIANCE:

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

1000 6

Combination Connectors 

Cable, Metal Clad Cable, or Non-Metallic Sheathed

Part  
No. A B

TSCC-38 0.783 0.354

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

TSCC-38 3/8"  
(1/2" KO) 100

       & Service Entrance Round Cable
MATERIAL: Zinc Die Cast
FINISH: Vibratory

APPLICATIONS:

5 50 34
2 " - 10 45

FEATURES:

NOMINAL DIMENSIONS (Inches):

applicable with Phillips, Slotted, or Square-Recess
screwdrivers

0.78 0.35
0.93 0.41
1.09 0.50
1.25 0.60
1.44 0.61
1.58 0.77

1000 5

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Part  
No A B

Cable Connectors

3/8"  
(1/2" KO) 100

Used   to connect Non-Metallic Sheathed Cable to a 
steel box, load center, or other metal enclosure
Used to connect Non-Metallic Sheathed Cable or 
Service Entrance Round Cable to a steel box,
load center, or enclosure

TYPE:  Two Screw Clamp
FOR:  Non-Metallic Sheathed Cable 

RCC-38

 RCC-75      3/4" 50 500 10
1 " 25 250 15

1 1/2"
1 1/4" 10 100 24

 RCC-100    
 RCC-125      
 RCC-150    
 RCC-200     

RCC-38
 RCC-75      
 RCC-100    
 RCC-125      
 RCC-150    
 RCC-200     

Used to connect Flexible Metal Conduit, Armored

COMPLIANCE:

8



E.M.T. Conduit Fittings
Zinc Die Cast 
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TYPE:  Set Screw to Clamp
MATERIAL: Zinc Die Cast 
FINISH: Vibratory

APPLICATIONS:

EFCC-50 1/2" 1/2" 25 250 10
EFCC-75 3/4" 3/4" 20 200 14

FEATURES: 

NOMINAL DIMENSIONS (Inches):

Min. Max.
EFCC-50 0.75 0.95 1.471 1.646
EFCC-75 0.91 1.11 1.547 1.972

COMPLIANCE:

Wt(lbs)/ 
100pcs

Part  
No B C

Part  
No 

EMT  
Size

Cable                     
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

(1) clamp screw applicable with Philllips, Slotted, and

Combination Couplings 
EMT to FMC 

Square-Recess screwdrivers

TYPE: One Screw, Saddle
FOR:  Flexible Metal Conduit, Reduced Wall Flexible 

 Metal Conduit, Armored & Metal Clad Cable,
       MCI, & MCI-A

MATERIAL: Zinc Die Cast 
FINISH: Vibratory
APPLICATIONS:

or Metal Clad Cable to a 1/2" knockout to a box or
enclosure

1/2" 25 250 13

Cable and Aluminum MCC and MCI-A Cable to a box

3/4" 20 200 20

or enclosure (Armored Cable bushing required for FMC)

1" 10 100 29

FEATURES:

with Slotted, Square-Recess, and Phillips screwdrivers

NOMINAL DIMENSIONS (Inches):

strap

0.93 0.400 0.500
SSC2-38 0.93 0.400 0.500
SSC-50 1.38 0.660 0.990
SSC-75 1.5 0.700 1.150

1.642 1.100 1.40

Wt(lbs)/ 
100pcs

SSC-38

9

3/8"  
(1/2" KO) 50 500 8

  With Steel Band  

Part No.  A B           
(Min)

B           
(Max)

Connectors

SSC-38
3/8"  

(1/2" KO) 50 500

Part No.  Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

SSC2SSC

SSC-38

SSC-100

SSC-50
SSC-75
SSC-100

COMPLIANCE:

9
 



AC-MC-FMC Fittings 
Zinc Die Cast 

 

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

TYPE: Set Screw 
FOR:  Armored & Metal Clad Cable
MATERIAL: Zinc Die Cast 
FINISH: Vibratory

APPLICATIONS:

to a 1/2" knock-out in a steel box, load center or other
metal enclosure

FEATURES:

with Slotted, Phillips, and Square-Recess screwdrivers

COMPLIANCE:

BXC-38 3/8"  
(1/2" KO) 100

Wt(lbs)/ 
100pcs

Connectors

1000 5

BXC-38 0.877 0.780 0.386

Pcs/  
Ship Ctn

NOMINAL DIMENSIONS (Inches):

Part  
No A B C

Part  
No

Trade 
Size

Pcs/  
Unit Ctn

TYPE: Set Screw 
FOR:  Flexible Metal Conduit, Armored &

       Metal Clad Cable 
MATERIAL: Zinc Die Cast with Steel Band 
FINISH: Vibratory

APPLICATIONS:

NOMINAL DIMENSIONS (Inches):

Metal Clad Cable to a steel box, load center or other
metal enclosure

FEATURES:

CABLE SPECIFICATIONS:

applicable with Phillips, Slotted, and Square-Recess
screwdrivers

COMPLIANCE:

Snap-In & You're Connected!

Wt(lbs)/ 
100pcs

BXCC-38 3/8"  
(1/2" KO) 100 1000 5

Part  
No

Trade 
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Steel  
AC Cable Range 

(Nominal OD)

Steel  
MCI Cable Range 

(Nominal OD)

14-2 to 10-2 14-2 to 10-3
0.460 - 0.598

Connectors

A B C

1.47 0.829 0.935

0.469 - 0.600

Insert wires &  
FMC into fitting. 

Snap fitting 
into box. 
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RIGID & IMC Conduit Fittings 
Zinc Die Cast 

 

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

TYPE:  Insulated
MATERIAL: Zinc Die Cast 

APPLICATIONS:

1/2" 100 1000 20

enclosure or load center requiring a water-tight joint at

3/4" 100 1000 30

knockouts or slip-fit holes

1" 50 500 40
1-1/4" 25 250 52
1-1/2" 25 250 70

2" 25 250 95

FEATURES:

2-1/2" - 50 190
3" - 25 240

3-1/2" - 25 300
4" - 10 340

vibration free application and positive grounding

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 1.406 1.406
3/4" 1.661 1.539
1" 1.949 1.752

1-1/4" 2.409 1.689
1-1/2" 2.693 1.713

2" 3.201 1.831
2-1/2" 3.685 2.594

3" 4.385 2.614
3-1/2" 4.880 2.440

4" 5.437 2.559

Trade  
Size A B

Water-Tight Hubs 

FINISH: Vibratory

Wt(lbs)/ 
100pcsPart No.  Trade  

Size
Pcs/  

Unit Ctn
Pcs/  

Ship Ctn

WTH-50
WTH-75
WTH-100
WTH-125
WTH-150
WTH-200
WTH-250
WTH-300
WTH-350
WTH-400

TYPE:  Insulated
MATERIAL: Zinc Die Cast 

APPLICATIONS:

enclosure or load center requiring a water-tight joint at

WGH-50 1/2" 100 1000 13

knockouts or slip-fit holes

WGH-75 3/4" 100 1000 17
WGH-100 1" 50 500 25
WGH-125 1-1/4" 25 250 36
WGH-150 1-1/2" 25 250 48

FEATURES:

WGH-200 2" 25 250 65
WGH-250 2-1/2" - 50 85
WGH-300 3" - 25 136
WGH-350 3-1/2" - 25 179
WGH-400 4" - 10 207

rain-tight seal

NOMINAL DIMENSIONS (Inches):

providing a vibration free application and positive

1/2" 1.406 1.406
3/4" 1.661 1.539

COMPLIANCE:

1" 1.949 1.752
1-1/4" 2.409 1.689
1-1/2" 2.693 1.713

2" 3.201 1.831
2-1/2" 3.685 2.594

3" 4.385 2.614
3-1/2" 4.880 2.440

4" 5.437 2.559

Water-Tight Hubs      
with Bonding Screw

grounding

with Phillips, Slotted or Square-Recess screwdrivers

FINISH: Vibratory

Trade  
Size A B

stripping

Wt(lbs)/ 
100pcsPart No.  Trade  

Size
Pcs/  

Unit Ctn
Pcs/  

Ship Ctn

11



AC-MC-FMC Fittings 
Zinc Die Cast 

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

MATERIAL: Zinc Die Cast 
FINISH: Vibratory

APPLICATIONS:

SIC-50 1/2" 25 250 4
SIC-75 3/4" 25 250 6
SIC-100 1 " 10 100 11
SIC-125 1-1/4" 10 100 22
SIC-150 1-1/2" 5 50 34
SIC-200 2 " 5 50 67

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 1.811 0.906 0.540
3/4" 2.051 1.197 0.738
1 " 2.413 1.350 0.920

1-1/4" 2.756 1.752 1.169
1-1/2" 3.094 2.106 1.400

2 " 3.276 2.657 1.885

Wt(lbs)/ 
100pcs

Pcs/  
Unit Ctn

Trade  
Size A B C

FEATURES:

Part  
No 

Trade  
Size

Couplings

Pcs/  
Ship Ctn

TYPE:  Screw-In
FOR: Flexible Metal Conduit TYPE: Compression to Screw-In 

MATERIAL: Zinc Die Cast 
FINISH: Vibratory

APPLICATIONS:

EECC-50 1/2" 1/2" 25 250 7

 Aluminum Flexible Metal conduit to EMT

EECC-75 3/4" 3/4" 25 250 10
EECC-100 1" 1" 10 100 36

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

EECC-50 1.681 0.976 0.630
EECC-75 1.795 1.224 0.818
EECC-100 2.190 1.514 1.000

Combination Couplings 
EMT to FMC

Part  
No

EMT  
Size

FMC  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Part  
No CA B

12



AC-MC-FMC Fittings 
Zinc Die Cast 

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

MATERIAL: Zinc Die Cast 
FINISH: Vibratory

APPLICATIONS:

Standard Insulated
CSI-38       CSII-38 3/8" (1/2" KO) 50 500 5

load centers or other metal enclosures

    1/2" 25 250 5
          3/4" 25 250 9

1 " 10 100 15
1-1/4" 10 100 24

FEATURES:

1-1/2" 5 50 32

2 " 5 50 59

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

Standard Insulated
3/8" 1.303 1.363 0.906
1/2" 1.366 1.426 0.913
3/4" 1.614 1.674 1.126
1 " 1.925 1.985 1.366

1-1/4" 2.142 2.222 1.744
1-1/2" 2.413 2.493 2.098

2 " 2.559 2.639 2.650

Connectors
TYPE:  Screw-In

Trade 
Size

A       
B

Part No.       Trade  
Size

Pcs/  
Unit Ctn

FOR: Flexible Metal Conduit 

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

CSI-50       CSII-50
CSI-75       CSII-75
CSI-75       CSII-75
CSI-125     CSII-125
CSI-150     CSII-150
CSI-200    CSII-200

Standard Insulated

MATERIAL: Zinc Die Cast with Steel Band 
FINISH: Vibratory
APPLICATIONS:

boxes, load centers or other metal enclosures

3/8" 1.19 1.05
1/2" 1.26 1.05

FEATURES:

COMPLIANCE:

Connectors

250 5

Trade  
Size

Pcs/  
Unit Ctn

Pcs/   
Ship Ctn

Wt (lbs )/ 
100pcs

50 500 5

TYPE:  Screw-In
FOR: Flexible Metal Conduit 

Part No.       

3/8"  
(1/2" KO)

Trade  
Size A

1/2"

B

NOMINAL DIMENSIONS (Inches):

25

Insert wires 
into fitting 

Screw-In conduit 
into FMC. 

Snap fitting 
into Box 
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AC-MC-FMC Fittings 
Zinc Die Cast 

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

TYPE:  Duplex, 1 Screw Clamp & 2 Screw Clamp
FOR:  Flexible Metal Conduit, Armored Cable, 

MATERIAL: Zinc Die Cast
FINISH: Vibratory

APPLICATIONS:

Cable through a 1/2" knockout of a steel box, load center,
or other metal enclosure

FEATURES:

NOMINAL DIMENSIONS (Inches):

set screw applicable with Phillips, Slotted, or
Square-Recess screwdrivers

MIN MAX

 set screws applicable with Phillips, Slotted, or 

1.57 0.13 0.65

 Square-Recess screwdrivers

1.86 0.24 0.63

COMPLIANCE:

12

Part  
No. A

B         

DCC2-38 3/8"  
(1/2" KO) 25 250

Connectors

25 250 13

2 Screw Clamp Type

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

1 Screw Clamp Type

DCC-38 3/8"  
(1/2" KO)

   Metal Clad Cable, & Non-Metallic Sheathed Cable

 Armored Cable, Metal Clad Cable, or Non-Metallic Sheathed

DCC

DCC DCC2

DCC2

DCC-38
DCC2-38

TYPE:  3/4" Offset
MATERIAL: Zinc Die Cast 
FINISH: Vibratory

APPLICATIONS:

ZON-50 1/2" 25 250 12
ZON-75 3/4" 20 200 16

and/or bending conduit is not feasible or convenient

ZON-100 1" 10 100 22
ZON-125 1-1/4" 10 100 34
ZON-150 1-1/2" 5 50 46
ZON-200 2" 2 20 66

FEATURES:

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 2.440 2.558 0.915 0.705
3/4" 2.602 2.720 1.125 0.635
1" 2.720 2.800 1.398 0.717

1-1/4" 2.920 3.078 1.835 0.780
1-1/2" 3.020 3.100 2.047 0.780

2" 3.120 3.278 2.590 0.75

Trade  
Size

Pcs/  
Unit Ctn

Pcs/   
Ship Ctn

Part No.       
Standard  Insulated  

Trade  
Size

A       
Standard  Insulated  B        C

an offset connection when knockouts are not aligned

Offset Nipples

Wt (lbs) / 
100pcs

ZION-50
ZION-75
ZION-100
ZION-125
ZION-150
ZION-200

14



Conduit Fittings 
Zinc Die Cast 

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

TYPE: Metallic with or without Insulated Liner 
MATERIAL: Zinc Die Cast 

APPLICATIONS:

ZCB-50 1/2" 100 1000 3

threaded connectors to protect wires and cables

ZCB-75 3/4" 100 1000 5
ZCB-100 1" 50 500 6
ZCB-125 1-1/4" 25 250 10

FEATURES:

ZCB-150 1-1/2" 25 250 15
ZCB-200 2" 25 250 17
ZCB-250 2-1/2" - 50 36
ZCB-300 3" - 25 47

 surface prevents wire/cable damage during installation

ZCB-350 3-1/2" - 10 61
ZCB-400 4" - 10 80

COMPLIANCE:

NOMINAL DIMENSIONS (Inches):

1/2" 1.059 0.409
3/4" 1.276 0.409
1" 1.535 0.496

1-1/4" 1.888 0.539
1-1/2" 2.122 0.618

2" 2.636 0.512
2-1/2" 3.228 0.622

3" 3.823 0.827
3-1/2" 4.359 0.846

4" 4.945 0.846

Conduit Bushings

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

FINISH: Vibratory

B

Wt(lbs)/ 
100pcs

Part No.       
Standard  Insulated  

Trade  
Size A

ZICB-50
ZICB-75
ZICB-100
ZICB-125
ZICB-150
ZICB-200
ZICB-250
ZICB-300
ZICB-350
ZICB-400

TYPE:  Insulated, Metallic with "Lay-in-Lug"
MATERIAL: Zinc Die Cast Body, Aluminum Lug, 
Steel Screw & Plastic Liner 
FINISH: Vibratory
APPLICATIONS:

Min. Max.

to a cabinet or enclosure

ZIGB-50 1/2" #14 #4 50 500 6
ZIGB-75 3/4" #14 #4 50 500 7

threaded connectors providing a smooth, rounded

ZIGB-100 1" #14 #4 50 500 9

surface protecting wires/cables during installation

ZIGB-125 1-1/4" #14 #4 25 250 13
ZIGB-125 1-1/4" #14 #1/0 25 250 13
ZIGB-150 1-1/2" #14 #2 25 250 16
ZIGB-150 1-1/2" #14 #1/0 25 250 16
ZIGB-200 2" #14 #2 10 100 21

FEATURES:

ZIGB-200 2" #14 #1/0 10 100 21
ZIGB-250 2-1/2" #14 #1/0 - 50 39
ZIGB-300 3" #14 #1/0 - 50 58
ZIGB-350 3-1/2" #14 #1/0 - 25 70

 aluminum and copper grounding conductors

ZIGB-400 4" #14 #1/0 - 10 80

r
prevents wire and cable damage to wires and cables

NOMINAL DIMENSIONS:

1/2" 1.039 0.5 0.547
3/4" 1.268 0.5 0.732
1" 1.535 0.591 0.953

1-1/4" 1.866 0.606 1.323
1-1/4" 1.866 0.606 1.323
1-1/2" 2.165 0.606 1.512
1-1/2" 2.165 0.606 1.512

2" 2.665 0.591 1.89
2" 2.665 0.591 1.89

2-1/2" 3.22 0.827 2.315
3" 3.85 0.827 2.917

3-1/2" 4.37 0.827 3.406
4" 4.843 0.827 3.862

Grounding Bushings 

Part  
No 

Trade  
Size

Grounding Lug        
Wire Size-Range Pcs/  

Ship Ctn
Wt(lbs)/ 
100pcs

Part  
No 

Trade  
Size A B C

Pcs/  
Unit Ctn

ZIGB-50
ZIGB-75
ZIGB-100
ZIGB-125
ZIGB-125
ZIGB-150
ZIGB-150
ZIGB-200
ZIGB-200
ZIGB-250
ZIGB-300
ZIGB-350
ZIGB-400

COMPLIANCE:
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RIGID & IMC Conduit Fittings 
Zinc Die Cast 

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

MATERIAL: Zinc Die Cast
FINISH: Vibratory

APPLICATIONS:

ZCN-50 1/2" 100 1000 4

outlet box or metal enclosure where space is limited

ZCN-75 3/4" 50 500 5
ZCN-100 1" 100 500 10

boxes or enclosures

ZCN-125 1-1/4" 25 250 11
ZCN-150 1-1/2" 25 250 20
ZCN-200 2" - 25 30
ZCN-250 2-1/2" - 10 40

FEATURES:

ZCN-300 3" - 10 49
ZCN-350 3-1/2" - 10 68
ZCN-400 4" - 5 70

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 0.585 0.644 0.936
3/4" 0.710 0.770 1.175
1" 0.848 0.910 1.395

1-1/4" 0.865 0.945 1.743
1-1/2" 0.905 0.985 2.117

2" 0.941 1.050 2.519
2-1/2" 1.417 1.517 3.224

3" 1.472 1.572 3.827
3-1/2" 1.437 1.537 4.272

4" 1.441 1.541 4.8030

Chase Nipples

Trade  
Size

A       
Standard  Insulated B

Part No.       
Standard  Insulated 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

ZICN-50
ZICN-75
ZICN-100
ZICN-125
ZICN-150
ZICN-200
ZICN-250
ZICN-300
ZICN-350
ZICN-400

TYPE: Strap, (1) Screw 
FOR:  Felxible Metal Conduit, Armored & 

       Metal Clad Cable 
MATERIAL: Zinc Die Cast Body with Steel Strap 
FINISH: Vibratory

APPLICATIONS:

Cable, or Metal Clad Cable to a steel box, load
center or other metal enclosure

FEATURES:

Slotted, Square-Recess, and Phillips screwdrivers

MIN MAX

COMPLIANCE:

Connectors

Part  
No

Trade 
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

1/2" 25 250 8

NOMINAL DIMENSIONS (Inches):

Part  
No A B

C

1.60 0.535 0.400 0.950

16



AC-MC-FMC Fittings 
Zinc Die Cast 

FOR:  Flexible Metal Conduit, Armored & Metal Clad, 
 & Non-Metallic Sheathed, & Round Service 

       Entrance Cable
MATERIAL: Zinc Die Cast
FINISH: Vibratory

APPLICATIONS:

1/2" 25 250 7

Sheathed, and Round Service Entrance Cable to

3/4" 20 200 10

a box, load center or other metal enclosure

1 " 10 100 14
1-1/4" 10 100 21
1-1/2" 5 50 28

2 " 5 50 38

FEATURES:

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

MIN. MAX
0.680 0.850

  0.940 1.080
1.150 1.250
1.340 1.450
1.700 1.845
2.070 2.18

Part No.  
A  

Cable Dia.

Connectors

TYPE:  Take-All

Part No.  Trade 
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

TYPE: Set Screw 
FOR:  Flexible Metal Conduit 
MATERIAL: Zinc Die Cast 
FINISH: Vibratory

APPLICATIONS:

1/2" 25 250 8

Flexible Metal Conduit to a 1/2" knock-out in a steel box,

3/4" 25 250 10

load center, or other metal enclosure

FEATURES:

with Slotted, Phillips, and Square-Recess screwdrivers

1.50 0.40 0.95
1.55 0.49 1.15

COMPLIANCE:

Connectors

Part  
No

Trade 
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Part  
No A B C

NOMINAL DIMENSIONS (Inches):

17 
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RIGID & IMC Conduit Fittings 
Zinc Die Cast 

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

MATERIAL: Zinc Die Cast 

APPLICATIONS:

or metal enclosures

ZBS-50 1/2" 50 500 40
ZBS-75 3/4" 25 250 24

enclosures either back to back or side to side

FEATURES:

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 1.118 0.905
3/4" 1.118 1.177

Trade  
Size A B

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

BOX SPACERS

FINISH: Vibratory

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

TYPE: Set Screw 
MATERIAL: Zinc Die Cast 
FINISH: Natural

APPLICATIONS:

ERCP-50 1/2" 1/2" 50 500 9
ERCP-75 3/4" 3/4" 25 250 13
ERCP-100 1" 1" 10 100 18

NOMINAL DIMENSIONS (Inches):

FEATURES:

1.67 1.07
1.98 1.29

COMPLIANCE:

2.15 1.58

Part  
No A B

Combination Couplings 
EM  to Rigid/IMC

with Phillips, Slotted or Square-Recess screwdrivers

Part  
No

EMT  
Size

RIGID      
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

ERCP-50
ERCP-75
ERCP-100

18



E.M.T. Conduit Fittings
Zinc Die Cast 

TYPE:
MATERIAL: Zinc Die Cast
FINISH: Virbratory

APPLICATIONS:

EBC-50       1/2" 10 100 22

where a close radius is required

EBC-75       3/4" 5 50 34

NOMINAL DIMENSIONS (Inches):

FEATURES:

1/2" 1.693 0.945 0.535
3/4" 1.967 1.165 0.535

applicable with Phillips, Slotted, and Square-Recess
screw

COMPLIANCE:

B C

EMT(Set Screw) to Box Connectors

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Trade 
Size A

TYPE:
MATERIAL: Zinc Die Cast
FINISH: Virbratory

APPLICATIONS:

where a large radius is required

EBC-50 1/2" 25 250 20
EBC-75 3/4" 20 200 26

FEATURES:

NOMINAL DIMENSIONS (Inches):

1/2" 1.750 0.83 0.530

COMPLIANCE:

3/4" 1.860 0.95 0.530

Wt(lbs)/ 
100pcs

EMT(Compression) to Box Connectors

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Trade 
Size A B C

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 
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RIGID & IMC Conduit Fittings 
Zinc Die Cast 

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

TYPE:
MATERIAL: Zinc Die Cast
FINISH: Vibratory 

APPLICATIONS:

1/2" 25 250 8

where a close radius is needed and bending conduit

3/4" 25 250 10

is not feasible

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 1.842 1.472 0.535
3/4" 2.072 1.677 0.543

Trade  
Size A B C

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

RBE-50
RBE-75

TYPE: Set Screw
MATERIAL: Zinc Die Cast
FINISH: Vibratory

APPLICATIONS:

r
enclosure where offset is required

EBOC-50 1/2" 20 100 11
EBOC-75 3/4" 10 100 19

FEATURES:

1/2" 2.067 0.925 0.406
3/4" 3.024 1.114 0.465

COMPLIANCE:

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

Offset Connectors 
EMT(Set Screw) to Box

C

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

head set screw applicable with Phillips, Slotted, and

Trade 
Size A B

Square-Recess screwdrivers

20



TYPE: Compression 
MATERIAL: Zinc Die Cast
FINISH: Vibratory

APPLICATIONS:

EBCC-50 1/2" 20 100 11 where an offset is required
EBCC-75 3/4" 10 100 18

FEATURES:

1/2" 2.130 1.000 0.406
3/4" 2.900 1.190 0.465

COMPLIANCE:

Trade 
Size A B C

Offset Connectors 
EMT (Compression) to Box

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

E.M.T. Conduit Fittings
Steel 

 
Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 
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E.M.T. Conduit Fittings
Steel 

 
Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

MATERIAL: Steel
FINISH: Zinc Electro Plated

APPLICATIONS:

ESK-50 1/2" 50 500 10

 IMC conduit

ESK-75 3/4" 25 250 14
ESK-100 1" 25 100 23
ESK-125 1-1/4" 5 25 40
ESK-150 1-1/2" - 20 53
ESK-200 2" - 20 80
ESK-250 2-1/2" - 10 138

FEATURES:

ESK-300 3" - 10 183
ESK-350 3-1/2" - 10 250
ESK-400 4" - 10 275

set screws applicable with Phillips, Slotted, and

head set screws applicable with Phillips, Slotted, and

1/2" 1.693 0.726
3/4" 1.940 0.942
1" 2.450 1.183

COMPLIANCE:
1-1/4" 3.250 1.530
1-1/2" 3.300 1.760

2" 3.390 2.217
2-1/2" 4.250 2.910

3" 4.510 3.540
3-1/2" 4.760 4.045

4" 5.090 4.545

EMT Couplings
TYPE:  Set Screw

B

Trade  
Size

Pcs/  
Unit Ctn

Square-Recess screwdrivers

Square-Recess screwdrivers

applicable with Phillips, Slotted, and Square-Recess
screwdrivers or wrench installation and tightening

Wt(lbs)/ 
100pcs

Pcs/  
Ship Ctn

Part  
No

Trade  
Size A

NOMINAL DIMENSIONS (Inches):

1-1/4" - 2" 1/2" - 1" 2-1/2" - 4" 

TYPE:  Set Screw
MATERIAL: Steel
FINISH: Zinc Electro Plated
APPLICATIONS:

ESC-50 ESCI-50 1/2" 50 500 10
ESC-75 ESCI-75 3/4" 25 250 15

IMC conduit

ESC-100 ESCI-100 1" 25 100 24
ESC-125 ESCI-125 1-1/4" - 20 45
ESC-150 ESCI-150 1-1/2" - 20 65
ESC-200 ESCI-200 2" - 20 85
ESC-250 ESCI-250 2-1/2" - 10 162
ESC-300 ESCI-300 3" - 10 216

FEATURES:

ESC-350 ESCI-350 3-1/2" - 10 250
ESC-400 ESCI-400 4" - 10 275

1/2" 0.726 1.459 0.375
3/4" 0.942 1.485 0.375
1" 1.183 1.635 0.440

COMPLIANCE:

1-1/4" 1.530 2.325 0.500
1-1/2" 1.760 2.500 0.562

2" 2.217 2.850 0.625
2-1/2" 2.910 3.205 0.769

3" 3.540 3.750 0.915
3-1/2" 4.045 4.000 0.902

4" 4.545 4.250 1.021

EMT Connectors

with Phillips, Slotted or Square-Recess screwdrivers

A       
Standard  Insulated  

Trade  
Size A B C

NOMINAL DIMENSIONS (Inches):

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt  
(lbs) 

/100pcs

1/2" - 1" 1-1/4 - 4" 
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MATERIAL: Steel
FINISH: Zinc Electro Plated

APPLICATIONS:

ECK-50 1/2" 50 500 12

 and IMC conduit

ECK-75 3/4" 25 250 18
ECK-100 1" 25 100 27
ECK-125 1-1/4" 5 25 46

 for wet locations

ECK-150 1-1/2" - 20 63
ECK-200 2" - 20 92
ECK-250 2-1/2" - 10 250
ECK-300 3" - 10 410

COMPLIANCE:

ECK-350 3-1/2" - 10 390
ECK-400 4" - 10 485

1/2" 1.968 0.724
3/4" 2.047 0.945
1" 2.165 1.181

1-1/4" 3.150 1.530
1-1/2" 3.150 1.758

2" 3.150 2.215
2-1/2" 4.252 2.905

3" 4.488 3.545
3-1/2" 4.961 4.350

4" 5.236 4.535

Trade  
Size A B

EMT Couplings
TYPE:  Compression 

NOMINAL DIMENSIONS (Inches):

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

MATERIAL: Steel
FINISH: Zinc Electro Plated
APPLICATIONS:

ECC-50 ECCI-50 1/2" 50 500 11
ECC-75 ECCI-75 3/4" 25 250 16

IMC conduit

ECC-100 ECCI-100 1" 25 100 25
ECC-125 ECCI-125 1-1/4" 5 25 43
ECC-150 ECCI-150 1-1/2" - 20 54

 locations

ECC-200 ECCI-200 2" - 20 76
ECC-250 ECCI-250 2-1/2" - 10 190
ECC-300 ECCI-300 3" - 10 300
ECC-350 ECCI-350 3-1/2" - 10 330

FEATURES:

ECC-400 ECCI-400 4" - 10 360

COMPLIANCE:

1/2" 1.772 0.375 0.724
3/4" 1.811 0.375 0.945
1" 2.047 0.440 1.181

1-1/4" 2.480 0.500 1.530
1-1/2" 2.953 0.562 1.758

2" 3.150 0.625 2.215
2-1/2" 3.640 0.769 2.905

3" 4.140 0.915 3.545
3-1/2" 4.380 0.902 4.035

4" 4.640 1.021 4.535

EMT Connectors
TYPE:  Compression 

Trade  
Size

Pcs/  
Unit Ctn

Wt(lbs)/ 
100pcs

B C

NOMINAL DIMENSIONS (Inches):

Pcs/  
Ship Ctn

Trade  
Size A

A       
Standard  Insulated  
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MATERIAL: Steel
FINISH: Zinc Electro Plated

APPLICATIONS:

ECK-50 1/2" 50 500 12

and IMC conduit

ECK-75 3/4" 25 250 18
ECK-100 1" 25 100 27
ECK-125 1-1/4" 5 25 46
ECK-150 1-1/2" - 20 63
ECK-200 2" - 20 92

FEATURES:

ECK-250 2-1/2" - 10 250
ECK-300 3" - 10 410
ECK-350 3-1/2" - 10 390

applic

ECK-400 4" - 10 485

COMPLIANCE:

1/2" 1.625 1.125
3/4" 1.750 1.375
1" 1.875 1.687

1-1/4" 2.250 2.062
1-1/2" 2.250 2.25

2" 2.375 2.75
2-1/2" 3.875 3.625

3" 4 4.25
3-1/2" 4.687 4.687

4" 4.937 5.187

Trade  
Size A B

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

EMT Rain-tight Couplings
TYPE:  Compression 

MATERIAL: Steel
FINISH: Zinc Electro Plated

APPLICATIONS:

     ECC-50      ECCI-50 1/2 5 500 11
ECC-75 ECCI-75    3/4"  25 250 16

IMC conduit

ECC-100     ECCI-100 1 25 100 25
ECC-125 ECCI-125 1-1/4" 5 25 43
ECC-150   ECCI-150 1-1/2" - 20 54
ECC-200 ECCI-200 2" - 20 76
ECC-250   ECCI-250 2-1/2" - 10 190

FEATURES:

ECC-300 ECCI-300 3" - 10 300
ECC-350   ECCI-350 3-1/2" - 10 330
ECC-400 ECCI-400 4" - 10 360

 application

COMPLIANCE:

1/2" 0.689 0.500 1.125
3/4" 0.750 0.500 1.375
1" 0.846 0.562 1.687

1-1/4" 1.687 1.012 2.062
1-1/2" 1.717 1.062 2.25

2" 1.875 1.125 2.75
2-1/2" 1.968 1.562 3.625

3" 2.689 1.562 4.25
3-1/2" 2.812 1.812 4.687

4" 2.812 1.812 5.187

CTrade  
Size A B

NOMINAL DIMENSIONS (Inches):

A       
Standard  Insulated  

EMT Rain-tight Connectors
TYPE:  Compression 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs
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TYPE:  Set Screw
MATERIAL: Steel
APPLICATIONS:

conduit

ERSP-50 1/2" 14
ERSP-75 3/4" 23

- 25
- 25

 

FEATURES:

screwdriver

ERSP-50 2.203 0.859 0.718
ERSP-75 2.656 1.620 0.921

COMPLIANCE:

Wt(lbs)/ 
100pcs

Combination Couplings 
EMT to RIGID/IMC

NOMINAL DIMENSIONS (Inches):

s

Part  
No A B

applicable with Phillips, Slotted or Square-Recess

C

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

1/2" & 3/4" 1" 

MATERIAL: Malleable Iron & Steel
FINISH: Zinc Electro Plated
APPLICATIONS:

Steel Malleable

conduit that cannot be turned/rotated

TPCP-50 1/2" 25 100 13 26
TPCP-75 3/4" 25 100 17 37
TPCP-100 1" 10 100 29 55

COMPLIANCE:

TPCP-125 1-1/4" 5 50 51 111
TPCP-150 1-1/2" - 20 64 172
TPCP-200 2" - 20 89 202
TPCP-250 2-1/2" - 4 203 327
TPCP-300 3" - 4 590 442
TPCP-350 3-1/2" - 2 592 607
TPCP-400 4" - 2 922 718
TPCP-500 5" - 1 1255 1050
TPCP-600 6" - 1 1342 1250

NOMINAL DIMENSIONS (Inches):

A B A B
1/2" 1.43 1.36 1.31 1.38
3/4" 1.63 1.58 1.56 1.56
1" 1.81 1.89 1.63 1.88

1-1/4" 2.19 2.38 2.13 2.38
1-1/2" 2.31 2.83 2.38 2.81

2" 2.44 3.29 2.63 3.31
2-1/2" 2.52 4.03 3.13 4.06

3" 2.58 4.62 3.19 4.69
3-1/2" 2.65 5.35 3.56 5.06

4" 3.42 5.87 4.00 5.75
5" 4.31 7.00 4.00 7.25
6" 4.38 8.23 3.88 8.31

Trade  
Size

Steel Malleable

RIGID/IMC Three Piece Couplings

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 100pcs

1/2" - 2" Steel  2-1/2" - 6" Malleable Iron

Steel  Malleable Iron  
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TYPE:  Threaded-Compression
MATERIAL: Steel

APPLICATIONS:

ERTP-50 1/2" - 25 12
ERTP-75 3/4" - 25 17
ERTP-100 1" - 25 24

FEATURES:

COMPLIANCE:

ERTP-50 1.437 1.156
ERTP-75 1.531 1.375
ERTP-100 1.625 1.656

Combination Couplings 
EMT to RIGID/IMC

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

Part  
No A B

MATERIAL: Zinc Die Cast
FINISH: Vibratory

APPLICATIONS:

FEATURES:

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 1.56 1.25 0.56

Wt(lbs)/ 
100pcs

17

Pcs/  
Unit Ctn

1/2" (K.O.)  2-#14, 
2-#12 25 100

Part  
No 

Trade  
Size

TYPE:  U.F., Straight, Compression/Threaded

Liquid Tight Connectors 
Underground Feed to Box

Trade  
Size A  

Pcs/  
Ship Ctn

waterproof box/enclosure or threaded hub

Wire 
Sizes

B        C
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RIGID & IMC Conduit Fittings 
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MATERIAL: Steel/Malleable Iron
FINISH: Zinc Electro Plated

APPLICATIONS & FEATURES:

RICP-50 1/2" 100 1000 19
RICP-75 3/4" 100 1000 29

outlet boxes or metal enclosures

RICP-100 1" 100 1000 38
RICP-125 1-1/4" 50 500 60
RICP-150 1-1/2" 25 250 90
RICP-200 2" 25 250 98

FEATURES:

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 1.83 1.22
3/4" 1.97 1.46
1" 2.11 1.72

1-1/4" 2.39 2.15
1-1/2" 2.52 2.36

2" 2.40 2.89

RIGID/IMC Couplings
TYPE:  Compression 

Trade  
Size A B

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

MATERIAL: Steel
FINISH: Zinc Electro Plated

APPLICATIONS:

RIC-50 1/2" 100 1000 12
RIC-75 3/4" 100 1000 20
RIC-100 1" 100 1000 30
RIC-125 1-1/4" 50 500 48
RIC-150 1-1/2" 25 250 70
RIC-200 2" 25 250 78

FEATURES:

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 1.37 1.22
3/4" 1.44 1.46
1" 1.72 1.72

1-1/4" 1.93 2.15
1-1/2" 2.03 2.36

2" 2.02 2.89

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

A BTrade  
Size

RIGID/IMC Connectors
TYPE:  Compression 

boxes or enclosures

Pcs/  
Unit Ctn

Part No.       
Standard  Insulated  

Trade  
Size

RICI-50
RICI-75
RICI-100
RICI-125
RICI-150
RICI-200
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       Insulated Throat Liner
MATERIAL: Steel & Malleable
FINISH: Zinc Electro Plated

APPLICATIONS:

Standard Insualted
3/8" 25 250 20

to a box or enclosure

1/2" 25 250 17
3/4" 10 100 25
1" 5 50 44

1-1/4" 5 50 67

FEATURES:

1-1/2" - 10 92
2" - 5 140
2 1/2" - 1 221
3" - 1 284

3-1/2" - 1 360
4" - 1 411

COMPLIANCE:

NOMINAL DIMENSIONS (Inches):

3/8" 1.06 1.45 0.50 14
1/2" 1.06 1.47 0.50 14
3/4" 1.41 1.48 0.56 14
1" 1.70 1.80 0.59 11-1/2

1-1/4" 2.19 1.88 0.67 11-1/2
1-1/2" 2.41 2.17 0.73 11-1/2

2" 3.03 2.28 0.66 11-1/2
2 1/2" 3.63 3.31 1.00 8

3" 3.38 3.50 1.05 8
3-1/2" 3.97 3.63 1.13 8

4" 5.55 3.63 1.16 8

Wt(lbs)/ 
100pcs

Trade  
Size A  B C

Connectors
TYPE:  Liquid Tight, Straight with or without 

Trade  
Size

Thread 
Spec NPT

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Conduit or Type B Flexible Non-Metallic Conduit

Part        No 

MLCS-38     MLCSI-38 
MLCS-50     MLCSI-50 
MLCS-75     MLCSI-75 
MLCS-100   MLCSI-100 
MLCS-125   MLCSI-125 
MLCS-150   MLCSI-150 
MLCS-200   MLCSI-200 
MLCS-250   MLCSI-250 
MLCS-300   MLCSI-300 
MLCS-350   MLCSI-350 
MLCS-400   MLCSI-400 

       with or without Insulated Throat Liner
MATERIAL: Steel & Malleable
FINISH: Zinc Electro Plated

APPLICATIONS:

Standard Insualted
MLC90-38 MILC90-38 3/8" 25 100 20
MLC90-50 MILC90-50 1/2" 25 100 17

to a box or enclosure

MLC90-75 MILC90-75 3/4" 25 100 25

s

MLC90-100 MILC90-100 1" - 10 44
MLC90-125 MILC90-125 1-1/4" - 10 67
MLC90-150 MILC90-150 1-1/2" - 5 92

FEATURES:

MLC90-200 MILC90-200 2" - 5 140
MLC90-250 MILC90-250 2-1/2" - 1 221
MLC90-300 MILC90-300 3" - 1 284
MLC90-350 MILC90-350 3-1/2" - 1 360
MLC90-400 MILC90-400 4" - 1 411

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 1.44 1.38 0.55 14
3/4" 1.63 1.41 0.56 14
1" 1.88 1.63 0.58 14

1-1/4" 2.13 1.94 0.64 11-1/2
1-1/2" 2.25 2.02 0.66 11-1/2

2" 2.63 2.25 0.77 11-1/2
2-1/2" 3.00 2.47 0.75 11-1/2

3" 5.00 3.34 1.03 8
3-1/2" 4.44 4.78 1.06 8

4" 6.00 5.23 1.19 8

Part        No Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Connectors
TYPE:

Conduit or Type B Flexible Non-Metallic Conduit

Trade  
Size A  B        C Thread 

Spec NPT
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       Throat Liner
MATERIAL: Steel & Malleable
FINISH: Zinc Electro Plated
APPLICATIONS:

Standard Insualted
MLC45-038 3/8" 25 100 20
MLC45-050 1/2" 25 100 17

to a box or enclosure

MLC45-075 3/4" 25 100 25
MLC45-100 1" - 10 44
MLC45-125 1-1/4" - 10 67
MLC45-150 1-1/2" - 5 92

FEATURES:

MLC45-200 2" - 5 140
MLC45-250 2-1/2" - 1 221

NOMINAL DIMENSIONS (Inches):

1/2" 1.03 1.38 0.531 14

COMPLIANCE:

3/4" 1.06 1.25 0.563 14
1" 1.19 1.66 0.594 14

1-1/4" 1.41 1.66 0.625 11-1/2
1-1/2" 1.50 1.81 0.719 11-1/2

2" 1.56 2.00 0.734 11-1/2
2-1/2" 1.75 2.38 0.766 11-1/2

Part    No Wt(lbs)/ 
100pcs

Conduit or Type B Flexible Non-Metallic Conduit

Trade  
Size A  B        C Thread 

Spec NPT

Connectors
TYPE:

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

MILC45-038
MILC45-050
MILC45-075
MILC45-100
MILC45-125
MILC45-150
MILC45-200
MILC45-250

MATERIAL: Steel & Malleable Iron
FINISH: Zinc Electro Plated
APPLICATIONS:

3/8" 50 200 17
1/2" 50 200 19

bonding jumper is required

3/4" 25 100 30
1 " - 10 41

GMLC-125 1-1/4" - 10 57
GMLC-150 1-1/2" - 5 72

FEATURES:

2" - 5 101
GMLC-250 2-1/2 " - 1 372

3" - 1 465
GMLC-350 3-1/2" - 1 685

4" - 1 806

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

3/8" 1.06 1.45 0.50 0.781 14
1/2" 1.06 1.47 0.50 0.781 14
3/4" 1.41 1.48 0.56 0.781 14
1" 1.70 1.80 0.59 0.781 11-1/2

1-1/4" 2.19 1.88 0.67 0.781 11-1/2
1-1/2" 2.41 2.17 0.73 0.781 11-1/2

2" 3.03 2.28 0.66 0.781 11-1/2
2 1/2" 3.63 3.31 1.00 1.17 8

3" 3.38 3.50 1.05 1.17 8
3-1/2" 3.97 3.63 1.13 1.81 8

4" 5.55 3.63 1.16 1.81 8

when installation of a Copper or Aluminum external

Trade  
Size A  B C D Thread 

Spec NPT

Connectors
TYPE:  Straight, Insulated, with Ground Lug

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

GMLC-38
GMLC-50
GMLC-75
GMLC-100

GMLC-200

GMLC-300

GMLC-400
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MATERIAL: Steel & Malleable Iron
FINISH: Zinc Electro Plated
APPLICATIONS:

3/8" 25 100 27

bonding jumper is required

1/2" 25 100 31
3/4" 25 100 46
1 " - 10 76

FEATURES:

GLC90-125 1-1/4" - 10 98
GLC90-150 1-1/2" - 5 123

2" - 5 178
GLC90-250 2-1/2 " - 1 846

3" - 1 1243
GLC90-350 3-1/2" - 1 1913

4" - 1 2398

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 1.44 1.38 0.55 14
3/4" 1.63 1.41 0.56 14
1" 1.88 1.63 0.58 14

1-1/4" 2.13 1.94 0.64 11-1/2
1-1/2" 2.25 2.02 0.66 11-1/2

2" 2.63 2.25 0.77 11-1/2
2-1/2" 3.00 2.47 0.75 11-1/2

3" 5.00 3.34 1.03 8
3-1/2" 4.44 4.78 1.06 8

4" 6.00 5.23 1.19 8

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

when installation of a Copper or Aluminum external

Pcs/  
Unit Ctn

Trade  
Size A  B        C Thread 

Spec NPT

Liquid Tight Connectors
TYPE:

Part  
No 

Trade  
Size

GLC90-125
GLC90-150
GLC90-125
GLC90-150

GLC90-150

GLC90-150

GLC90-150

MATERIAL: Steel & Malleable Iron
FINISH: Zinc Electro Plated
APPLICATIONS:

3/8" 25 100 29
1/2" 25 100 29
3/4" 25 100 42
1 " - 10 66

GLC45-125 1-1/4" - 10 90

FEATURES:

GLC45-150 1-1/2" - 5 113
2" - 5 180

GLC45-250 2-1/2 " - 1 587

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 1.03 1.38 0.531 14
3/4" 1.06 1.25 0.563 14
1" 1.19 1.66 0.594 14

1-1/4" 1.41 1.66 0.625 11-1/2
1-1/2" 1.50 1.81 0.719 11-1/2

2" 1.56 2.00 0.734 11-1/2
2-1/2" 1.75 2.38 0.766 11-1/2

Trade  
Size A  B        C Thread 

Spec NPT

Liquid Tight Connectors
TYPE:

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

GLC45-38
GLC45-50
GLC45-75
GLC45-100

GLC45-200

Type B flexible non-metallic conduit to a box or enclosure
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A B
RW-75*50 100 1000 2 1.437 0.866
RW-100*50 100 1000 2 1.744 0.866
RW-100*75 100 1000 2 1.744 1.098
RW-125*50 50 500 3 2.193 0.866
RW-125*75 50 500 3 2.193 1.098
RW-125*100 50 500 2 2.193 1.366
RW-150*50 50 500 4 2.445 0.874

MATERIAL: Steel RW-150*75 50 500 8 2.445 1.106
FINISH: Zinc Electro Plated RW-150*100 50 500 7 2.445 1.366

RW-150*125 50 500 3 2.445 1.728
RW-200*50 25 250 8 3.008 0.874

APPLICATIONS: RW-200*75 25 250 8 3.008 1.106
RW-200*100 25 250 7 3.008 1.366
RW-200*125 25 250 6 3.008 1.728

conduit (female hub to male hub) RW-200*150 25 250 6 3.008 1.976
RW-250*50 - 100 8 3.504 0.874
RW-250*75 - 100 8 3.504 1.106
RW-250*100 - 100 7 3.504 1.366

FEATURES: RW-250*125 - 100 6 3.504 1.728
RW-250*150 - 100 5 3.504 1.976
RW-250*200 - 100 4 3.504 2.46
RW-300*50 - 100 22 4.490 0.87
RW-300*75 - 100 20 4.490 1.06

COMPLIANCE: RW-300*100 - 100 18 4.490 1.36
RW-300*125 - 100 16 4.490 1.75
RW-300*150 - 100 10 4.490 1.995
RW-300*200 - 100 9 4.490 2.4
RW-300*250 - 100 9 4.490 2.94
RW-350*50 - 100 32 5.000 0.87
RW-350*75 - 100 32 5.000 1.06
RW-350*100 - 100 30 5.000 1.38
RW-350*125 - 100 30 5.000 1.71
RW-350*150 - 100 28 5.000 1.98
RW-350*200 - 100 26 5.000 2.345
RW-350*250 - 100 22 5.000 2.92
RW-350*300 - 100 18 5.000 3.56
RW-400*50 - 50 30 5.500 0.87
RW-400*75 - 50 28 5.500 1.06
RW-400*100 - 50 26 5.500 1.38
RW-400*125 - 50 24 5.500 1.715
RW-400*150 - 50 24 5.500 1.97
RW-400*200 - 50 20 5.500 2.435
RW-400*250 - 50 18 5.500 2.92
RW-400*300 - 50 16 5.500 3.56
RW-400*350 - 50 14 5.500 4.05

4 x 3 
4  x  3-1/2

4" x 1"
4" x 1-1/4"
4" x 1-1/2"

4" x 2"
4  x  2-1/2

3-1/2" x 2"
3-1/2" x 2-1/2"

3-1/2" x 3"
4" x 1/2"
4" x 3/4"

3-1/2" x 1/2"
3-1/2" x 3/4"
3-1/2" x 1"

3-1/2" x 1-1/4"
3-1/2" x 1-1/2"

3" X 1"
3" x 1-1/4"
3" x 1-1/2"

3" x 2"
3" x 2-1/2"

2-1/2" X 1-1/4"
2-1/2" X 1-1/2"

2-1/2" X 2"
3' x 1/2"
3" x 3/4"

2" x 1-1/4"
2" x 1-1/2"

2-1/2" X 1/2"
2-1/2" x 3/4"
2-1/2" X 1"

1-1/2" x 1"
1-1/2" x 1-1/4"

2" X 1/2"
2" x 3/4"
2" X 1"

1-1/4" x 1/2"
1-1/4" x 3/4"
1-1/4" x 1"

1-1/2" x 1/2"
1-1/2" x 3/4"

Reducing Washers Nominal  Dimensions 
(in.)

3/4" x 1/2"
1" x 1/2"
1" x 3/4"

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/   
Ship Ctn

Wt (lbs )/ 
100pcs

RIGID & IMC Conduit Fittings 
Steel 

 
Ningbo Wonderful Industries
0086 574  5811 9216
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MATERIAL: Steel
FINISH: Zinc Electro Plated

APPLICATIONS:

  enclosures
RIN50C Close 25 250 6
RIN50-150 1-1/2" 25 250 8   conduit
RIN50-200 2" 25 250 12
RIN50-250 2-1/2" 25 250 15
RIN50-300 3" 25 250 19
RIN50-350 3-1/2" 25 150 22 FEATURES:
RIN50-400 4" 25 150 26
RIN50-500 5" - 25 33
RIN50-550 5-1/2" - 25 34
RIN50-600 6" - 25 40
RIN50-800 8" - 25 46
RIN50-1000 10" - 25 52 COMPLIANCE:
RIN50-1200 12" - 25 58

Close 25 250 9
1-1/2" 25 250 9

2" 25 250 14
2-1/2" 25 150 19

3" 25 150 24
3-1/2" 25 150 28

4" - 25 34
4-1/2" - 25 35

5" - 25 43
5-1/2" - 25 44

6" - 25 52
8" - 25 61
10" - 25 70
12" - 25 89

Additional sizes on next page

RIGID/IMC Nipples

1/2"

3/4"

Part                
No Length Pcs/          

Unit Ctn
Pcs/          

Ship Ctn
Wt (lbs )/ 
100pcs

RIGID & IMC Conduit Fittings 
Steel 

RIN75C
RIN75-150
RIN75-200
RIN75-250
RIN75-300
RIN75-350
RIN75-400

RIN75-500
RIN75-550
RIN75-600
RIN75-800
RIN75-1000
RIN75-1200

RIN75-400

Ningbo Wonderful Industries
0086 574  5811 9216
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RIN100C Close 25 150 16 Close - 10 84
RIN100-200 2" 25 150 22 3" - 10 100
RIN100-250 2-1/2" - 25 28 3-1/2" - 10 120
RIN100-300 3" - 25 36 4" - 10 150
RIN100-350 3-1/2" - 25 43 4-1/2" - 10 197
RIN100-400 4" - 25 49 5" - 10 132
RIN100-450 4-1/2" - 25 50 6" - 10 240
RIN100-500 5" - 25 64 8" - 5 320
RIN100-550 5-1/2" - 25 65 10" - 5 400
RIN100-600 6" - 25 78 12" - 5 480
RIN100-800 8" - 25 88
RIN100-1000 10" - 25 97 Close - 10 118
RIN100-1200 12" - 25 106 3" - 10 125

3-1/2" - 10 190
Close - 25 22 4" - 10 200

2" - 25 28 5" - 10 260
2-1/2" - 25 37 6" - 10 300

3" - 25 47 8" - 5 400
3-1/2" - 25 55 10" - 5 500

4" - 25 66 12" - 5 600
5" - 25 87

5-1/2" - 25 88 Close - 10 160
6" - 25 100 4" - 6 240
8" - 25 115 5" - 6 320
10" - 25 130 6" - 5 373
12" - 25 145 8" - 3 490

10" - 3 610
Close - 25 28 12" - 3 730

2" - 25 34
2-1/2" - 25 44 Close - 10 180

3" - 25 56 4" - 6 285
3-1/2" - 25 68 5" - 6 380

4" - 25 80 6" - 5 440
4-1/2" - 25 81 8" - 3 590

5" - 25 103 10" - 3 740
6" - 25 122 12" - 3 890
8" - 25 162
10" - 25 182 Close - 1 240
12" - 25 202 5" - 1 480

6" - 1 600
Close - 25 44 8" - 1 800
2-1/2" - 25 59 10" - 1 1000

3" - 25 72 12" - 1 1200
3-1/2" - 25 88

4" - 25 103 Close - 1 350
5" - 25 132 5" - 1 660
6" - 25 160 6" - 1 820
8" - 12 215 8" - 1 1120
10" - 10 260 10" - 1 1450
12" - 10 305 12" - 1 1885

Size 6"

Length Pcs/          
Unit Ctn

Pcs/          
Ship Ctn

Wt (lbs )/ 
100pcs

Size 2-1/2"1"

1-1/4"

1-1/2"

2"

Part                
No

Size 3"

Size 3-1/2"

Size 4"

Size 5"

Part                
No Length Pcs/          

Unit Ctn
Pcs/          

Ship Ctn
Wt (lbs )/ 
100pcs

RIGID& IMC Conduit Fittings 
Steel 

RIN125C
RIN125-200
RIN125-250
RIN125-300
RIN125-350
RIN125-400
RIN125-500
RIN125-550
RIN125-600
RIN125-800
RIN125-1000
RIN125-1200

RIN150C
RIN150-200
RIN150-250
RIN150-300
RIN150-350
RIN150-400
RIN150-450
RIN150-500
RIN150-600
RIN150-800
RIN150-1000
RIN150-1200

RIN200-400
RIN200-500
RIN200-600
RIN200-800
RIN200-1000
RIN200-1200

RIN200-250
RIN200-300
RIN200-350

RIN200C

RIN250-300
RIN250-350
RIN250-400
RIN250-450
RIN250-500
RIN250-600
RIN250-800
RIN250-1000
RIN250-1200

RIN250C

RIN300-300
RIN300-350

RIN300C

RIN300-400
RIN300-500
RIN300-600
RIN300-800
RIN300-1000
RIN300-1200

RIN350-400
RIN350-500
RIN350-600
RIN350-800
RIN350-1000
RIN350-1200

RIN400-400
RIN400-500
RIN400-600
RIN400-800
RIN400-1000
RIN400-1200

RIN500C
RIN500-500
RIN500-600
RIN500-800
RIN500-1000
RIN500-1200

RIN350C

RIN400C

RIN600C
RIN600-500
RIN600-600
RIN600-800
RIN600-1000
RIN600-1200
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RIGID & IMC Conduit Fittings 
Steel 

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

MATERIAL: Steel
FINISH: Zinc Electro Plated
APPLICATIONS:

RB-75*50 100 4

conduit (female hub to male hub)
s

RB-100*50 50 12
RB-100*75 50 7

FEATURES:

RB-125*50 50 28
RB-125*75 50 21
RB-125*100 50 13
RB-150*50 50 40

COMPLIANCE:

RB-150*75 50 33
RB-150*100 50 26
RB-150*125 50 10
RB-200*50 25 77
RB-200*75 25 72
RB-200*100 25 64
RB-200*125 25 41
RB-200*150 25 30

0.89 0.630
1.10 0.669
1.10 0.669
1.44 0.709
1.44 0.709
1.44 0.709
1.71 0.709
1.71 0.709
1.71 0.709
1.71 0.709
2.11 0.787
2.11 0.787
2.11 0.787
2.11 0.787
2.11 0.787

1-1/2" x 1/2" 

1-1/2" x 1" 
1-1/2" x 3/4" 

2" x  3/4"

Part  
No A B

2" x  1/2"

2" x  1"
2" x  1-1/4"
2" x 1-1/2"

NOMINAL DIMENSIONS (Inches):

1-1/2" x 1-1/4"

Reducing Bushings

Wt (lbs )/ 
100pcs

1-1/4" x 1"

1" x 3/4"

1-1/4" x 3/4"

Part  
No

Trade  
Size

Pcs/   
Ship Ctn

3/4" x 1/2"
1" x 1/2"

1-1/4" x 1/2"

RB-75*50
RB-100*50
RB-100*75
RB-125*50
RB-125*75
RB-125*100
RB-150*50
RB-150*75
RB-150*100
RB-150*125
RB-200*50
RB-200*75
RB-200*100
RB-200*125
RB-200*150

MATERIAL: Steel
FINISH: Zinc Electro Plated

APPLICATIONS:

RSCP-50 1/2" - 100 12
RSCP-75 3/4" - 50 18
RSCP-100 1" - 30 30
RSCP-125 1-1/4" - 25 37
RSCP-150 1-1/2" - 25 52
RSCP-200 2" - 20 72

COMPLIANCE:

RSCP-250 2-1/2" - 24 170
RSCP-300 3" - 18 210
RSCP-350 3-1/2" - 12 340
RSCP-400 4" - 10 300
RSCP-500 5" - 1 475
RSCP-600 6" - 1 765

NOMINAL DIMENSIONS (Inches):

1/2" 1.63 1.01
3/4" 1.64 1.25
1" 1.97 1.52

1-1/4" 2.03 1.87
1-1/2" 2.06 2.15

2" 2.13 2.65
2-1/2" 3.19 3.25

3" 3.31 3.87
3-1/2" 3.41 4.50

4" 3.52 4.87
5" 3.95 6.03
6" 4.25 7.23

RIGID/IMC Couplings

Trade 
Size A B

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs
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MATERIAL: Aluminum
FINISH: Zinc Electro Plated

APPLICATIONS:

RACP-50 1/2" - 100 6
RACP-75 3/4" - 50 9
RACP-100 1" - 30 13
RACP-125 1-1/4" - 25 19
RACP-150 1-1/2" - 25 23
RACP-200 2" - 20 35 COMPLIANCE:
RACP-250 2-1/2" - 24 68
RACP-300 3" - 16 91
RACP-350 3-1/2" - 12 108
RACP-400 4" - 10 142
RACP-500 5" - 5 242
RACP-600 6" - 3 320

NOMINAL DIMENSIONS (Inches):

1/2" 1.63 1.08
3/4" 1.64 1.33
1" 1.97 1.56

1-1/4" 2.03 1.95
1-1/2" 2.06 2.22

2" 2.13 2.75
2-1/2" 2.19 3.28

3" 3.31 3.81
3-1/2" 3.41 4.44

4" 3.52 5.00
5" 3.95 6.23
6" 4.25 7.32

ALUMINUM RIGID Couplings

Trade 
Size A B

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

RIGID Aluminum Conduit Fittings 
Aluminum 

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

 Aluminum
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MSC-050 1/2" 
MSC-075 3/4" 
MSC-100 1" 
MSC-125 1 1/4" 
MSC-150 1 1/2" 
MSC-200 2" 
MSC-500 5" 
MSC-600 6"

Insulated Throat - 105°C
Catalog Trade 
Number Size 
MSCI-500 5" 
MSCI-600 6"

Catalog Trade 
Number Size 
MSP-050 1/2" 
MSP-075 3/4" 
MSP-100 1" 
MSP-125 1 1/4" 
MSP-150 1 1/2" 
MSP-200 2" 
MSP-500 5" 
MSP-600 6" 

Catalog Trade 
Number Size 
MRC-050 1/2"
MRC-075 3/4"
MRC-100 1"
MRC-125 1 1/4"
MRC-150 1 1/2"
MRC-200 2"
MRC-250 2 1/2"
MRC-300 3"
MRC-350 3 1/2"
MRC-400 4"

Catalog Trade 
Number Size 
MRP-050 1/2"
MRP-075 3/4"
MRP-100 1"
MRP-125 1 1/4"
MRP-150 1 1/2"
MRP-200 2"
MRP-250 2 1/2"
MRP-300 3"
MRP-350 3 1/2"
MRP-400 4"

Catalog Trade 
Number Size 
MB-050 1/2" 
MB-075 3/4" 
MB-100 1" 
MB-125 1 1/4" 
MB-150 1 1/2" 
MB-200 2" 
MB-250 2 1/2" 
MB-300 3" 
MB-350 3 1/2" 
MB-400 4" 
MB-500 5" 
MB-600 6" 

Set Screw Connectors 
For Rigid & IMC Conduit
Set screw type fittings used to join unthreaded rigid 
or IMC conduit to a box or enclosure. Concrete-tight.

Compression Connectors 
For Rigid & IMC Conduit
Compression type connectors used to join 
unthreaded steel rigid or IMC conduit to a 
box or enclosure. Concrete-tight.

Set Screw Couplings 
For Rigid & IMC Conduit
Set screw type fittings used to join two unthreaded 
lengths of rigid or IMC conduit. Concrete-tight.

Compression Couplings 
For Rigid & IMC Conduit
Compression type couplings used to join two 
lengths of unthreaded steel rigid or IMC conduit.

Insulated Bushings 
For Rigid & IMC Conduit
Used to protect conductors inside threaded rigid 
or IMC conduit when entering a box. Plastic liner 
prevents damage to wire insulation. All products rated 
at 150°C except catalog numbers 371 and 372 which 
are rated at 105°C.

Part Trade 
Number Size 

PRODUCTS FOR RIGID CONDUIT

Grounding Bushings 
For Rigid & IMC Conduit
Use with locknut to terminate service conduit to 
cabinet. Aluminum lay-in lug. Plastic liner, rated at 
150°C, prevents damage to wire insulation. 

 Grounding Lug Wire Capacity 
Catalog Min.      Max.  Trade
Number Solid Strand Size
MGB-050 #14 - #4 1/2"
MGB-075 #14 - #4 3/4"
MGB-100 #14 - #4 1"
MGB-125 #14 - #1/0 1 1/4"
MGB-125-14 #14 - #4  1 1/4"
MGB-150 #14 - #1/0 1 1/2"
MGB-150-14 #14 - #4  1 1/2"
MGB-200 #14 - #1/0 2"
MGB-200-14 #14 - #4 2"
MGB-250 #14 - #1/0 2 1/2"
MGB-250-40 #6 - #250 MCM  2 1/2"
MGB-300 #14 - #1/0 3"
MGB-300-40 #6 - #250 MCM  3"
MGB-350 #14 - #1/0 3 1/2"
MGB-350-40 #6 - #250 MCM  3 1/2"
MGB-400 #14 - #1/0 4"
MGB-400-40 #6 - #250 MCM  4"
MGB-500 #6 - #250 MCM  5"
MGB-600 #6 - #250 MCM  6"

Ningbo Wonderful Industries
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RIGID & IMC Conduit Fittings 
Steel 
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MATERIAL: Steel
FINISH: Zinc Electro Plated
APPLICATIONS:

r

SCL-38 3/8" 100 1000 1

threaded connectors to a steel outlet boxes or

SCL-50 1/2" 250 2500 1

metal enclosures

SCL-75 3/4" 100 1000 2

s

SCL-100 1" 100 1000 4
SCL-125 1-1/4" 50 500 5
SCL-150 1-1/2" 50 500 6

FEATURES:

SCL-200 2" 25 250 7
SCL-250 2-1/2" 25 250 13
SCL-300 3" 10 100 19
SCL-350 3-1/2" 25 250 23
SCL-400 4" - 25 27
SCL-500 5" - 10 50
SCL-600 6" - 10 80

NOMINAL DIMENSIONS (Inches):

3/8" 0.875 0.125
1/2" 1.340 0.098
3/4" 1.390 0.1063
1" 1.709 0.1181

1-1/4" 2.059 0.1181
1-1/2" 2.358 0.126

2" 2.858 0.138
2-1/2" 3.429 0.1575

3" 4.110 0.1575
3-1/2" 4.693 0.1575

4" 5.256 0.1575
5" 6.496 0.3839
6" 7.795 0.3839

Trade  
Size

A  
DIAMETER

(in)

B 
THICKNESS

(in)

Conduit Locknuts

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

3/8" Hex 

3/8" Hex 

TYPE: Sealing 
MATERIAL: Steel with PVC Gasket
FINISH: Zinc Electro Plated

APPLICATIONS:

SCSL-50 1/2" 250 2500 1
SCSL-75 3/4" 100 1000 2

connectors to a steel outlet box or metal enclosure

SCSL-100 1" 100 1000 4

where water-proofing is required

SCSL-125 1-1/4" 50 500 4
SCSL-150 1-1/2" 50 500 5
SCSL-200 2" 25 250 8
SCSL-250 2-1/2" 25 250 28

COMPLIANCE:

SCSL-300 3" 10 100 38
SCSL-350 3-1/2" 25 250 46
SCSL-400 4" - 25 52
SCSL-500 5" - 10 125
SCSL-600 6" - 10 140

NOMINAL DIMENSIONS (Inches):

1/2" 1.34 0.098
3/4" 1.39 0.106
1" 1.71 0.118

1-1/4" 2.06 0.118
1-1/2" 2.36 0.126

2" 2.86 0.138
2-1/2" 3.43 0.158

3" 4.11 0.158
3-1/2" 4.69 0.158

4" 5.26 0.158
5" 6.50 0.384
6" 7.80 0.384

Trade  
Size A B

Conduit Sealing Locknuts

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs
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RIGID & IMC Conduit Fittings 
Steel 
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MATERIAL: Steel
FINISH: Zinc Electro Plated
APPLICATIONS:

SGL-50 1/2" 250 2500 2

r

SGL-75 3/4" 100 1000 3

externally threaded connectors to a steel outlet box or

SGL-100 1" 100 1000 5

metal enclosure

SGL-125 1-1/4" 50 500 6
SGL-150 1-1/2" 50 500 9
SGL-200 2" 25 250 14

FEATURES:

SGL-250 2-1/2" 25 250 16
SGL-300 3" 10 100 28
SGL-350 3-1/2" 25 250 37
SGL-400 4" - 25 42
SGL-500 5" - 10 50
SGL-600 6" - 10 80

1/2" 1.34 0.098
3/4" 1.39 0.106
1" 1.71 0.118

1-1/4" 2.06 0.118
1-1/2" 2.36 0.126

2" 2.86 0.138
2-1/2" 3.43 0.158

3" 4.11 0.158
3-1/2" 4.69 0.158

4" 5.26 0.158
5" 6.50 0.384
6" 7.80 0.384

Wt(lbs)/ 
100pcs

Grounding/Bonding Locknuts

NOMINAL DIMENSIONS (Inches):

Trade  
Size A B

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

MATERIAL: Steel, Stamped
FINISH: Zinc Electro Plated

APPLICATIONS:

surfaces

EDS-50 1/2" 100 1000 2
EDS-75 3/4" 100 1000 2
EDS-100 1" 50 500 3

COMPLIANCE:

EDS-50 1.085 1.961
EDS-75 1.282 2.091
EDS-100 1.542 2.185

Part  
No 

Trade 
Size

Wt(lbs)/ 
100pcs

Pcs/  
Ship Ctn

Pcs/  
Unit Ctn

Part  
No A B

NOMINAL DIMENSIONS (Inches):

EMT DRIVE STRAPS
TYPE:  Flat
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Conduit Fittings
Steel 
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MATERIAL: Steel
FINISH: Galvanized
APPLICATIONS:

& FMC conduit and cable to Strut channels

OSSC-50 1/2" 100 10
OSSC-75 3/4" 100 12
OSSC-100 1" 100 14

FEATURES:

OSSC-125 1-1/4" 100 16
OSSC-150 1-1/2" 100 18
OSSC-200 2" 50 21

without damage or disturbing adjacent clamps

OSSC-250 2-1/2" 50 33
OSSC-300 3" 25 38
OSSC-350 3-1/2" 25 41

 applicable with a wrench, screwdriver or nut driver

OSSC-400 4" 25 46

COMPLIANCE:

300
300
300
300
300
300
450
450
450
450

Load 
Rating 

SF3 (lbs)

Cable O.D.  Range 
(in)

0.260 - 0.890
0.670 - 1.090
0.890  -1.450

1.350 - 2.000
1.875 - 2.570
2.500 - 3.060
3.000 - 3.600

4.100 - 4.700

0.426 - 0.791
0.671 - 1.064
0.950 - 1.465

-
-
-
-
-
-
-

3"

1.150 - 1.700

TYPE:  One Piece Saddle Type

3-1/2"
4"

FMC  
Trade Size

Cable & Conduit Pipe 
Strut Clamps

3.600 - 4.100

Part  
No 

EMT 
RIGID 
IMC  
Size

Part    
No

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

AC/MC Cable Range 
(in)

5/16", 3/8", 1/2"
3/4"
1"

1-1/4"
1-1/2"

2"
2-1/2"

OSSC-50
OSSC-75
OSSC-100
OSSC-125
OSSC-150
OSSC-200
OSSC-250
OSSC-300
OSSC-350
OSSC-400

MATERIAL: Steel
FINISH: Galvanized
APPLICATIONS:

side of strut channels.

CCSC-50 5/16"-1/2" 300 100 9
CCSC-75 3/4" 300 100 11

FEATURES:

CCSC-100 1" 300 100 12
CCSC-125 1-1/4" 300 100 14
CCSC-150 1-1/2" 300 100 14

and built-in, internal speed thread minimizes

CCSC-200 2" 300 50 16

less dropped parts and more efficient installation

CCSC-250 2-1/2" 600 50 26
CCSC-300 3" 600 25 31

 screwdriver or nutdriver installations

CCSC-350 3-1/2" 600 25 34
CCSC-400 4" 600 25 37

COMPLIANCE:

TYPE:  Universal Type, One Piece

Cable & Conduit Pipe 
Strut Clamps

Wt(lbs)/ 
100pcs

Pcs/  
Ship Ctn

2.197 - 2.375
2.875

0.706 - 0.804
0.922 - 1.050
1/163 - 1.315
1.510 - 1.660
1.740 - 1.900

Part  
No 

4.000

EMT  
RIGID 
IMC  
Size

O.D. Range (in)

4.500

Load 
Rating 

SF3 (lbs)

3.500

Assembled 

1/2 "- 2" 

2-1/2" - 4" 
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E.M.T. Conduit Fittings
Steel 
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TYPE: One Hole, "Snap-On" (Sizes 1/2" - 2")
MATERIAL: Steel
FINISH: Zinc Electro Plated

APPLICATIONS:

OES-50 1/2" 100 1000 3

pipe or EMT to a surface

OES-75 3/4" 100 1000 4
OES-100 1" 50 500 6

conduit

OES-125 1-1/4" 50 500 8
OES-150 1-1/2" 25 250 12

FEATURES:

OES-200 2" 25 250 17
OES-250 2-1/2" - 50 42
OES-300 3" - 50 49

sy

OES-350 3-1/2" - 25 71
OES-400 4" - 25 78

COMPLIANCE:

1/2" 1.615 0.543
3/4" 1.839 0.622
1" 2.213 0.740

1-1/4" 2.748 0.870
1-1/2" 2.921 0.870

2" 3.650 1.095
2-1/2" 4.882 1.220

3" 5.591 1.220
3-1/2" 6.181 1.220

4" 6.693 1.220

Trade  
Size A B

EMT Straps

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

 positioning during installation before mounting

TYPE: Two Hole, "Snap-On" (Sizes 1/2" - 2")
MATERIAL: Steel
FINISH: Zinc Electro Plated
APPLICATIONS:

pipe or EMT to a surface

TES-50 1/2" 100 1000 2
TES-75 3/4" 100 1000 2

conduit

TES-100 1" 50 500 3
TES-125 1-1/4" 25 250 6
TES-150 1-1/2" 25 250 8

FEATURES:

TES-200 2" 50 200 14
TES-250 2-1/2" - 50 17
TES-300 3" - 50 23

sy

TES-350 3-1/2" - 25 26
TES-400 4" - 25 33

COMPLIANCE:

1/2" 2.165 0.559
3/4" 2.685 0.61
1" 2.933 0.677

1-1/4" 3.700 0.756
1-1/2" 4.252 0.866

2" 4.748 1.000
2-1/2" 5.807 0.992

3" 6.378 0.992
3-1/2" 7.402 0.992

4" 7.992 0.992

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

Trade  
Size A B

EMT Straps

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

 positioning during installation before mounting
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E.M.T. Conduit Fittings
Steel 

 

 
Ningbo Wonderful Industries
0086 574  5811 9216
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TYPE: With Nut & Bolt
MATERIAL: Steel
FINISH: Zinc Electro Plated
APPLICATIONS:

#0 3/8"-1/2" 1/2" 100 5

from over head supports and walls

  #1 3/4" 3/4" 100 7
#2 1" 1" 100 8

CH-125 #2-1/2 1-1/4" 1-1/4" 100 9
#3 1-1/4" 1-1/2" 100 10

FEATURES:

#4 1-1/2" 1-1/2" 100 16
#5 2" 2" 50 20
#6 2-1/2" 2-1/2" 25 22

screwdriver or nut-driver installations

#7 3" 3" 25 24
#8 3-1/2" 3-1/2" 10 36
#9 4" 4" 10 40

COMPLIANCE:

#0 0.78 0.80 1.88 0.72
#1 1.00 0.90 2.13 0.72
#2 1.20 0.98 2.44 0.86

#2-1/2 1.50 0.98 2.85 0.88
#3 1.70 1.15 3.30 1.00
#4 1.90 1.19 3.35 1.00
#5 2.30 1.19 3.88 1.00
#6 2.88 1.23 4.58 1.22
#7 3.50 1.28 5.50 1.22
#8 4.00 1.32 5.84 1.22
#9 4.50 1.32 6.32 1.22

Conduit Hangers 
For EMT, RIGID & IMC

Pcs/  
Ship Ctn

NOMINAL DIMENSIONS (Inches):

Trade  
Size

RIGID 
(HW)

EMT  
(TW)

D

Wt(lbs)/ 
100pcs

Trade  
Size A B C

Part No

CH-50
CH-75
CH-100

CH-150
CH-150R
CH-200
CH-250
CH-300
CH-350
CH-400

TYPE: With Speed Thread and Bolt
MATERIAL: Steel
FINISH: Zinc Electro Plated
APPLICATIONS:

from over head supports and walls

CHW-50       #0 3/8"-1/2" 1/2" 100 5
CHW-75       #1 3/4" 3/4" 100 6
CHW-100     #2 1" 1" 100 7
CHW-125 #2-1/2 1-1/4" 1-1/4" 100 8

FEATURES:

CHW-150     #3 1-1/4" 1-1/2" 100 9
CHW-150     #4 1-1/2" 1-1/2" 100 10
CHW-200     #5 2" 2" 50 16
CHW-250     #6 2-1/2" 2-1/2" 25 22

 or nut driver for installation

CHW-300     #7 3" 3" 25 34
CHW-350     #8 3-1/2" 3-1/2" 10 36
CHW-400     #9 4" 4" 10 37

COMPLIANCE:

#0 0.78 0.80 1.88 0.72
#1 1.00 0.90 2.13 0.72
#2 1.20 0.98 2.44 0.86

#2-1/2 1.50 0.98 2.85 0.88
#3 1.70 1.15 3.30 1.00
#4 1.90 1.19 3.35 1.00
#5 2.30 1.19 3.88 1.00
#6 2.88 1.23 4.58 1.22
#7 3.50 1.28 5.50 1.22
#8 4.00 1.32 5.84 1.22
#9 4.50 1.32 6.32 1.22

Trade  
Size A B C D

NOMINAL DIMENSIONS (Inches):

Conduit Hangers 
For EMT, RIGID & IMC

Part  
No

Trade  
Size

RIGID 
(HW)

EMT  
(TW)

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs
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 Conduit Fittings
Malleable
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MATERIAL: Malleable Iron
FINISH: Zinc Electro Plated
APPLICATIONS:

MICB-50 1/2" 25 250 7

and EMT or RIGID/IMC conduit

MICB-75 3/4" 25 250 9
MICB-100 1" 25 250 13

 or rain build up between conduit and mounting surface

MICB-125 1-1/4" 10 100 19
MICB-150 1-1/2" 10 100 27
MICB-200 2" 5 50 55
MICB-250 2-1/2" - 50 69
MICB-300 3" - 50 88

FEATURES:

MICB-350 3-1/2" - 25 141
MICB-400 4" - 25 170

straps during installation

COMPLIANCE:

1/2" 2.00 1.00 .500
3/4" 2.31 1.06 .500
1" 2.31 1.25 .563

1-1/4" 3.48 1.88 .750
1-1/2" 3.81 1.88 .813

2" 4.75 1.94 1.00
2-1/2" 5.75 2.48 1.00

3" 6.75 2.63 1.00
3-1/2" 7.125 2.88 1.06

4" 8.81 3.06 1.06

Trade  
Size A B C

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Clamp Backs
EMT & RIGID/IMC TYPE: One Hole

MATERIAL: Malleable Iron
FINISH: Zinc Electro Plated
APPLICATIONS:

wood, masonry and like surfaces where heavy load

MICS-50 1/2" 100 1000 4

bearing is required

MICS-75 3/4" 50 500 5
MICS-100 1" 25 250 8

Series 634

MICS-125 1-1/4" 20 200 11
MICS-150 1-1/2" 10 100 17
MICS-200 2" - 25 24
MICS-250 2-1/2" - 25 76
MICS-300 3" - 25 104

FEATURES:

MICS-350 3-1/2" - 10 160
MICS-400 4" - 10 210

COMPLIANCE:

1/2" 1.48 .625 .313
3/4" 1.75 .750 .313
1" 1.88 .875 .375

1-1/4" 2.38 1.00 .438
1-1/2" 2.75 1.25 .438

2" 3.25 1.38 .563
2-1/2" 3.25 1.38 .563

3" 5.19 1.75 .563
3-1/2" 5.50 2.13 .750

4" 6.50 2.25 .750

NOMINAL DIMENSIONS (Inches):

Trade  
Size A B C

Wt(lbs)/ 
100pcs

EMT & RIGID/IMC Straps

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn
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SERVICE ENTRANCE 
Fittings 
Steel 
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TYPE: One Hole, Midget
FOR:  Service Entrance
MATERIAL: Steel
FINISH: Zinc Electro-Plated

APPLICATIONS:

including wood and masonry

MOS-316 3/16" 100 1000 1
MOS-14 1/4" 100 1000 1

COMPLIANCE:

0.700 0.315
0.992 0.504

Part  
No

Trade 
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

Part  
No A  B

Straps

MOS-316
MOS-14

TYPE: One Hole, SE or SEU
FOR:  Service Entrance & Serivce Entrance Unarmored
MATERIAL: Steel
FINISH: Zinc Electro-Plated

APPLICATIONS:

100 1000 2

SE or SEU Cable to a surface including wood and masonry

OSS-2 100 1000 3
OSS-3 25 100 9
OSS-4 25 100 11

FEATURES:

COMPLIANCE:

1.941 0.567 0.587
2.555 1.000 0.894
2.850 1.024 0.980
2.835 0.984 0.984

Straps

Part  
No

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Part  
No A  B C

3#3/0, 3#4/0

NOMINAL DIMENSIONS (Inches):

Wt(lbs)/ 
100pcsTrade Size

3#8, 3#6, 3#4
3#3, 3#2

3#1, 3#0, 3#1/0, 3#2/0

OSS-1

OSS-2
OSS-3
OSS-4

OSS-1
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SERVICE ENTRANCE 
Fittings 
Steel 
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TYPE: One Hole, SE or SEU
FOR:  Service Entrance & Serivce Entrance Unarmored
MATERIAL: Steel
FINISH: Zinc Electro-Plated

APPLICATIONS:

TSS-1 100 1000 3

Type SE or SEU Cable to a surface including wood

TSS-2 100 1000 4

and masonry

TSS-3 25 100 5
TSS-4 25 100 6

FEATURES:

COMPLIANCE:

2.378 0.748 0.445
2.720 0.748 0.610
3.220 0.752 0.752
3.476 0.756 0.917

3#1, 3#0, 3#1/0, 3#2/0
3#3/0, 3#4/0

NOMINAL DIMENSIONS (Inches):

A  B C

Part  
No Trade Size Pcs/  

Unit Ctn
Pcs/  

Ship Ctn
Wt(lbs)/ 
100pcs

3#8, 3#6, 3#4
3#3, 3#2

Straps

TYPE: One Hole

MATERIAL: Steel
FINISH: Zinc Electro Plated

APPLICATIONS:

to a surface

FEATURES:

COMPLIANCE:

2

Straps

BOS-38 3/8" 100 1000

Part  
No

Trade 
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

Part  
No A B

BOS-38 1.23 0.510
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NON-METALLIC SHEATHED CABLE 
Fittings 
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TYPE: One Hole
FOR:  Non-Metallic Sheathed Cable
MATERIAL: Steel
FINISH: Zinc Electro Plated

APPLICATIONS:

Sheathed Cable to a wood or masonry surface

FEATURES:

COMPLIANCE:

1.130 0.504 0.256

Straps

NOMINAL DIMENSIONS (Inches):

Part  
No A B C

Part  
No

Trade 
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

3/8" 500 5000 1

TYPE: 2 Piece-Butterfly, Clamp
FOR:  Non-Metallic Sheathed & Service Entrance Cable
MATERIAL: Steel 
FINISH: Zinc Electro-Plated 
APPLICATIONS:

3/8" - 1/2" 100 1000 5

Entrance Cable to a box, load center, or other metal

3/4" - 1" 50 500 7

enclosure

1-1/4" 25 250 11
1-1/2" 10 100 14

NOMINAL DIMENSIONS (Inches):

FEATURES:

3/8" - 1/2" 1.31 0.64
3/4" - 1" 1.75 0.77
1-1/4" 2.12 0.77

COMPLIANCE:

1-1/2" 2.50 0.78

Trade 
Size A B

Cable Connectors

Part  
No

Trade 
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs
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MALLEABLE IRON  CONDUIT BODIES
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Conduit Bodies For 
Rigid & IMC Conduit
Threaded Bodies allow access for inspection, 
p  ulling and maintenance.

Type C Conduit Bodies 
Catalog Trade 
Number Size 
MC-050 1/2"
MC-075 3/4"
MC-100 1"
MC-125 1 1/4"
MC-150 1 1/2"
MC-200 2"
MC-250 2 1/2"
MC-300 3"
MC-350 3 1/2"  
MC-400 4"  

Type LB Conduit Bodies 
Catalog Trade 
Number Size 
MLB-050 1/2" 
MLB-075 3/4" 
MLB-100 1" 
MLB-125 1 1/4" 
MLB-150 1 1/2" 
MLB-200 2" 
MLB-250 2 1/2" 
MLB-300 3" 
MLB-350 3 1/2" 
MLB-400 4" 

Type LL Conduit Bodies 
Catalog Trade 
Number Size 
MLL-050 1/2" 
MLL-075 3/4" 
MLL-100 1" 
MLL-125 1 1/4" 
MLL-150 1 1/2" 
MLL-200 2" 
MLL-250 2 1/2" 
MLL-300 3" 
MLL-350 3 1/2" 
MLL-400 4"

Type LR Conduit Bodies 

Catalog Trade 
Number Size 
MLR-050 1/2" 
MLR-075 3/4" 
MLR-100 1" 
MLR-125 1 1/4" 
MLR-150 1 1/2" 
MLR-200 2" 
MLR-250 2 1/2" 
MLR-300 3" 
MLR-350 3 1/2" 
MLR-400 4"

Type T Conduit Bodies 

Catalog Trade 
Number Size 
MT-050 1/2" 
MT-075 3/4" 
MT-100 1" 
MT-125 1 1/4" 
MT-150 1 1/2" 
MT-200 2" 
MT-250 2 1/2" 
MT-300 3" 
MT-350 3 1/2" 
MT-400 4" 
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Conduit Fittings
Aluminum 
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BODY MATERIAL: Copper Free Aluminum 
COVER MATERIAL: Aluminum with Neoprene Gasket 
FINISH: Powder Coated
APPLICATIONS:

ALB -50 1/2" 10 100 29

ms

ALB-75 3/4" 10 50 44

s

ALB-100 1 " 5 25 66
ALB-125 1-1/4" 5 20 92
ALB-150 1-1/2" 2 20 114

FEATURES:

ALB-200 2" 1 5 255
ALB-250 2-1/2" - 1 500
ALB-300 3" - 1 600
ALB-400 4" - 1 1000

COMPLIANCE:

NOMINAL DIMENSIONS (Inches

):

1/2" 4.359 1.330 2.150
3/4" 4.972 1.552 2.430
1 " 5.819 1.747 2.765

1-1/4" 7.795 2.491 3.665
1-1/2" 7.807 2.491 3.665

2" 9.850 3.123 4.275
2-1/2" 12.673 4.444 5.437

3" 12.583 4.459 5.675
4" 15.661 5.590 6.922

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

splicing, inspection, and maintenance

Trade  
Size A  B        C

Pcs/  
Unit Ctn

EMT Conduit Bodies 
with Cover & Gasket
TYPE:  LB, Set Screw

Part  
No 

Trade  
Size

BODY MATERIAL: Copper Free Aluminum 
COVER MATERIAL: Aluminum with Neoprene Gasket 
FINISH: Powder Coated

APPLICATIONS:

ACC-50 1/2" 10 100 29

splicing, inspection, and maintenance

ACC-75 3/4" 10 50 44

ms

ACC-100 1 " 5 25 66

s

ACC-125 1-1/4" 2 10 92
ACC-150 1-1/2" 2 10 114
ACC-200 2" 1 5 255

FEATURES:

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 4.825 1.330 1.687
3/4" 5.646 1.552 1.900
1 " 6.467 1.747 2.193

1-1/4" 8.268 2.491 3.008
1-1/2" 8.268 2.491 3.008

2" 10.232 3.123 3.736

Trade  
Size A  B        C

Combination Conduit Bodies       
for EMT & RIGID/IMC with Cover & 
Gasket

TYPE:  C, Threaded for Rigid/IMC, Set Screw for EMT

Part No.  Trade  
Size

Pcs/  
Unit Ctn

Pcs/   
Ship Ctn

Wt (lbs) / 
100pcs

47



Conduit Fittings
Aluminum 
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BODY MATERIAL: Copper Free Aluminum 
COVER MATERIAL: Aluminum with Neoprene Gasket 
FINISH: Powder Coated
APPLICATIONS:

ACLL-50 1/2" 10 100 29

ms

ACLL-75 3/4" 10 50 44

s

ACLL-100 1 " 5 25 66
ACLL-125 1-1/4" 5 20 92
ACLL-150 1-1/2" 2 20 114

FEATURES:

ACLL-200 2" 1 5 255

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 4.359 2.015 1.687
3/4" 4.972 2.299 1.900
1 " 5.819 2.427 2.193

1-1/4" 7.795 3.391 3.008
1-1/2" 7.807 3.412 3.008

2" 9.850 4.082 3.736

Wt(lbs)/ 
100pcs

splicing, inspection, and maintenance

Trade  
Size A  B        C

Pcs/  
Ship Ctn

Combination Conduit Bodies       
for EMT & RIGID/IMC with Cover & 
Gasket
TYPE:  LL, Threaded for Rigid/IMC, Set Screw for EMT

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

BODY MATERIAL: Copper Free Aluminum 
COVER MATERIAL: Aluminum with Neoprene Gasket 
FINISH: Powder Coated

APPLICATIONS:

ACLR-50 1/2" 10 100 29
ACLR-75 3/4" 10 50 44

ms

ACLR-100 1 " 5 25 66

s

ACLR-125 1-1/4" 5 20 92
ACLR-150 1-1/2" 2 20 114
ACLR-200 2" 1 5 255

FEATURES:

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 4.359 2.015 1.412
3/4" 4.972 2.299 1.655
1 " 5.819 2.427 1.894

1-1/4" 7.795 3.391 2.685
1-1/2" 7.807 3.412 2.685

2" 9.850 4.082 3.425

splicing, inspection, and maintenance

Trade  
Size A  B        C

Combination Conduit Bodies       
for EMT & RIGID/IMC with Cover & 
Gasket
TYPE:  LR, Threaded for Rigid/IMC, Set Screw for EMT

Part No.  Trade  
Size

Pcs/  
Unit Ctn

Pcs/   
Ship Ctn

Wt (lbs) / 
100pcs
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Conduit Fittings
Aluminum 
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BODY MATERIAL: Copper Free Aluminum 
COVER MATERIAL: Aluminum with Neoprene Gasket 
FINISH: Powder Coated

APPLICATIONS:

ACT-50 1/2" 10 100 40

ms

ACT-75 3/4" 10 50 44

s

ACT-100 1 " 5 25 41
ACT-125 1-1/4" 2 10 114
ACT-150 1-1/2" 2 10 92

FEATURES:

ACT-200 2" 1 5 233

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 4.825 2.089 1.412
3/4" 5.646 2.241 1.655
1 " 6.467 2.523 1.894

1-1/4" 8.268 3.450 2.685
1-1/2" 8.268 3.460 2.685

2" 10.232 4.089 3.425

Wt(lbs)/ 
100pcs

splicing, inspection, and maintenance

Trade  
Size A  B        C

Pcs/  
Ship Ctn

Combination Conduit Bodies       
for EMT & RIGID/IMC with Cover & 
Gasket
TYPE:  T, Threaded for Rigid/IMC, Set Screw for EMT

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

BODY MATERIAL: Copper Free Aluminum 
COVER MATERIAL: Aluminum with Neoprene Gasket 
FINISH: Powder Coated

APPLICATIONS:

ACLB-50 1/2" 10 100 29

ms

ACLB-75 3/4" 10 50 44

s

ACLB-100 1 " 5 25 66
ACLB-125 1-1/4" 2 10 92
ACLB-150 1-1/2" 2 10 114

FEATURES:

ACLB-200 2" 1 5 255

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1/2" 3.165 1.378 1.620
3/4" 3.585 1.700 1.931
1 " 4.235 1.932 2.139

1-1/4" 5.415 2.426 2.566
1-1/2" 6.105 2.598 2.598

2" 6.635 3.104 3.080

Wt(lbs)/ 
100pcs

splicing, inspection, and maintenance

Trade  
Size A  B        C

Pcs/  
Ship Ctn

Combination Conduit Bodies       
for EMT & RIGID/IMC with Cover & 
Gasket
TYPE:  XLSLB, Threaded for Rigid/IMC, Set Screw for EMT

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn
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MATERIAL: Aluminum MATERIAL: Neoprene 

AC-50 1/2" 25 250 4 NG-50 1/2" 25 250 2
AC-75 3/4" 25 250 5 NG-75 3/4" 25 250 2
AC-100 1" 10 100 7 NG-100 1" 10 100 3

AC-200 2" - 10 25 NG-200 2" - 10 7
- 10 22

COMPLIANCE: COMPLIANCE:

20

14

 AC-350/
       400

3-1/2" 
- 4" - 10 61 NG-350

       400

3-1/2" 
- 4" - 10

 AC-250/
       300

2-1/2" 
- 3" NG-250

       300

2-1/2" 
- 3" - 10

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

 AC-125/
        150

 1-1/4" - 
1-1/2" 10 100 13 NG-125-

        150

 1-1/4" - 
1-1/2" 10 100 5

Covers
for Conduit Bodies

Gasket       
for Conduit Bodies

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Conduit Fittings
Aluminum 

 
Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 
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Conduit Fittings
Steel 

Ningbo Wonderful Industries
0086 574  5811 9216
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MATERIAL: Steel
FINISH: Galvanized 

APPLICATIONS:

1/2" - 50 26

runs and other fittings

3/4" - 50 46
1" - 25 92

E90B-125 1-1/4" - 20 135
E90B-150 1-1/2" - 20 200

2" - 10 280

FEATURES:

E90B-250 2-1/2" - 80 500
3" - 50 750

E90B-350 3-1/2" - 50 1014
4" - 36 1300

COMPLIANCE:

1/2" 1.496 4.015 0.705
3/4" 1.496 4.488 0.922
1" 1.889 5.748 1.162

1-1/4" 2.007 7.244 1.509
1-1/2" 2.007 8.267 1.740

2" 2.007 9.488 2.196
2-1/2" 2.992 10.51 2.875

3" 3.110 12.99 3.500
3-1/2" 3.267 15.00 4.000

4" 3.385 15.98 4.500

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Trade  
Size

NOMINAL DIMENSIONS (Inches):

T  
Tangent 

(Min)

R         
Radius 
(Min)

D           
(Dia.)

E90B-50
E90B-75
E90B-100

E90B-200

E90B-300

E90B-400

E45B-200

E45B-400

MATERIAL: Steel
FINISH: Zinc Electro Plated

APPLICATIONS:

runs and other fittings

1/2" - 50
3/4" - 50
1" - 25

E45B-125 1-1/4" - 20
E45B-150 1-1/2" - 20

FEATURES:

2" - 10
E45B-250 2-1/2" - 80

3" - 50
E45B-350 3-1/2" - 50

4" - 36

COMPLIANCE:

1/2" 1.496 4.015 0.705
3/4" 1.496 4.488 0.922
1" 1.889 5.748 1.162

1-1/4" 2.007 7.244 1.509
1-1/2" 2.007 8.267 1.740

2" 2.007 9.488 2.196
2-1/2" 2.992 10.51 2.875

3" 3.110 12.99 3.500
3-1/2" 3.267 15.00 4.000

4" 3.385 15.98 4.500

750
1014
1300

Trade  
Size

T  
Tangent 

(Min)

R         
Radius 
(Min)

26
46
92

135
200
280
500

D           
(Dia.)

NOMINAL DIMENSIONS (Inches):

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn Wt (lbs )/ 100pcs

E45B-50
E45B-75
E45B-100

E45B-300
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MATERIAL: Hot Dipped Galvanized Steel
APPLICATIONS:

RE90-50 1/2" - 50 70

runs and other fittings

RE90-75 3/4" - 50 112
RE90-100 1" - 25 192
RE90-125 1-1/4" - 20 320
RE90-150 1-1/2" - 15 413
RE90-200 2" - 10 670

FEATURES:

RE90-250 2-1/2" - 80 1200
RE90-300 3" - 50 1900
RE90-350 3-1/2" - 50 2800
RE90-400 4" - 36 3100
RE90-500 5" - 1 6800
RE90-600 6" - 1 11400

COMPLIANCE:

NOMINAL DIMENSIONS (Inches):

1/2" 1.496 4.015
3/4" 1.496 4.488
1" 1.889 5.748

1-1/4" 2.007 7.244
1-1/2" 2.007 8.267

2" 2.007 9.488
2-1/2" 2.992 10.51

3" 3.110 12.99
3-1/2" 3.267 15.00

4" 3.385 15.98
5" 3.625 24.00
6" 3.750 30.00

Trade  
Size

T  
Tangent 

(Min)

R         
Radius 
(Min)

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

MATERIAL: Hot Dipped Galvanized Steel

APPLICATIONS:

runs and other fittings

RE45-50 1/2" - 50 70
RE45--75 3/4" - 50 112
RE45-100 1" - 25 192
RE45-125 1-1/4" - 20 320
RE45-150 1-1/2" - 15 413

FEATURES:

RE45-200 2" - 10 670
RE45-250 2-1/2" - 80 1200
RE45-300 3" - 50 1900
RE45-350 3-1/2" - 50 2800
RE45-400 4" - 36 3100
RE45-500 5" - 1 6800
RE45-600 6" - 1 11400

COMPLIANCE:

1/2" 1.496 4.015
3/4" 1.496 4.488
1" 1.889 5.748

1-1/4" 2.007 7.244
1-1/2" 2.007 8.267

2" 2.007 9.488
2-1/2" 2.992 10.51

3" 3.110 12.99
3-1/2" 3.267 15.00

4" 3.385 15.98
5" 3.625 24.00
6" 3.750 30.00

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/   
Ship Ctn

NOMINAL DIMENSIONS (Inches):

Trade  
Size

T  
Tangent 

(Min)

R         
Radius 
(Min)

Wt (lbs )/ 
100pcs
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TYPE: Set Screw 
MATERIAL: Aluminum
APPLICATIONS:

Entrance and can be mounted on threaded or

1/2" - 50 21

unthreaded Rigid, IMC or EMT Conduit

3/4" - 50 24
1" - 25 41

SEC-125 1-1/4" - 20 49

FEATURES:

SEC-150 1-1/2" - 10 79
2" - 5 123

SEC-250 2-1/2" - 2 400
3" - 1 350

 Entrance conductors, required for overhead 

SEC-350 3-1/2" - 1 711

 applications

4" - 1 645

COMPLIANCE:

2.945 2.591 1.996
3.395 2.783 2.244
3.855 2.972 2.523
4.430 3.295 2.968
5.620 4.110 3.456
7.118 5.858 4.543
10.63 7.027 6.141
10.72 7.244 6.188
13.63 8.720 7.900
13.89 8.720 7.893

Entrance Caps

Part  
No

Trade 
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

Part  
No A  B C

SEC-50
SEC-75
SEC-100

SEC-200

SEC-300

SEC-400

SEC-125
SEC-150

SEC-250

SEC-350

SEC-50
SEC-75
SEC-100

SEC-200

SEC-300

SEC-400

TYPE: Clamp 
MATERIAL: Aluminum with Steel Strap
APPLICATIONS:

1/2" - 25 52

Entrance and can be mounted on threaded or unthreaded

3/4" - 25 63

Rigid, IMC or EMT Conduit

1 " - 25 46
CEC-125 1-1/4" - 25 56
CEC-150 1-1/2" - 10 93

FEATURES:

2 " - 10 160
CEC-250 2-1/2" - 1 450

3 " - 1 700
CEC-350 3-1/2" - 1 650

 conductors, required for overhead applications

4 " - 1 650

COMPLIANCE:

3.362 2.543 1.996
3.746 2.890 2.244
4.180 3.346 2.523
4.772 3.634 2.968
5.938 4.496 3.456
7.811 5.807 4.543
10.453 6.937 6.141
10.846 7.134 6.188
13.925 8.744 7.900
13.925 8.744 7.893

Entrance Caps

Part  
No

Trade 
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

Part  
No A  B C

CEC-50
CEC-75
CEC-100

CEC-200

CEC-300

CEC-400

CEC-125
CEC-150

CEC-250

CEC-350

CEC-50
CEC-75
CEC-100

CEC-200

CEC-300

CEC-400
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TYPE: Threaded 
MATERIAL: Aluminum 

APPLICATIONS:

1/2" - 50 21
3/4" - 50 26

FEATURES: 1 " - 25 38
TEC-125 1-1/4" - 20 72
TEC-150 1-1/2" - 10 72

2 " - 5 126
Service Entrance conductors, required for TEC-250 2-1/2" - 2 360
overhead applications 3 " - 1 600

TEC-350 3-1/2" - 1 630
4 " - 1 630

COMPLIANCE: 5" - 1 1230
6" - 1 1000

2.945 2.346 1.996
3.395 2.504 2.244
3.855 2.972 2.523
4.430 3.358 2.968
5.620 3.972 3.456
7.118 5.106 4.543
10.633 7.142 6.141
10.72 7.181 6.188
13.634 8.799 7.900
13.89 8.850 7.893
12.28 8.77 8.25
12.25 9.76 8.25

NOMINAL DIMENSIONS (Inches):

Part  
No A  B C

Part  
No

Trade 
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Entrance Caps

SERVICE ENTRANCE 
Fittings 
Aluminum 

TEC-50
TEC-75
TEC-100

TEC-200

TEC-300

TEC-400
TEC-500
TEC-600

TEC-125
TEC-150

TEC-250

TEC-350

TEC-50
TEC-75
TEC-100

TEC-200

TEC-300

TEC-400
TEC-500
TEC-600
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MATERIAL: Polyethylene (Thermoplastic)
FINISH: Natural

APPLICATIONS:

NCB-50 1/2" 100 1000 1
NCB-75 3/4" 100 1000 1

a rounded/smooth entrance to raceways

NCB-100 1" 50 500 2
NCB-125 1-1/4" 25 250 3

 conduit to an outlet box

NCB-150 1-1/2" 25 250 3
NCB-200 2" 20 200 6
NCB-250 2-1/2" - 25 11

FEATURES:

NCB-300 3" - 25 14
NCB-350 3-1/2" - 25 22
NCB-400 4" - 25 23
NCB-500 5" - 10 28
NCB-600 6" - 10 34

COMPLIANCE:

NOMINAL DIMENSIONS (Inches)

:

1.050 0.360
1.290 0.400
1.630 0.490
1.930 0.480
2.180 0.480
2.640 0.540
3.250 0.630
3.900 0.680
4.410 0.680
4.930 0.680
5.980 0.770
7.060 0.770

Insulating Bushings 
Non-Metallic

Part  
No A B

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NCB-50
NCB-75
NCB-100
NCB-125
NCB-150
NCB-200
NCB-250
NCB-300
NCB-350
NCB-400
NCB-500
NCB-600

TYPE:  "Press" Fit Design
MATERIAL: Polyethylene (Plastic)
FINISH: Natural
APPLICATIONS & FEATURES:

EIB-50 1/2" 100 1000 0.4

s

EIB-75 3/4" 100 1000 0.42

caused by sharp edges found on the ends of EMT

EIB-100 1" 100 1000 0.06
EIB-125 1-1/4" 100 1000 1

 power, audio/video lines, alarm/security systems, 

EIB-150 1-1/2" 100 1000 1.2

 and computer data lines.

EIB-200 2" - 50 1.22
EIB-250 2-1/2" - 25 4.18
EIB-300 3" - 25 4.2
EIB-350 3-1/2" - 25 6.2

FEATURES:

EIB-400 4" - 25 6.8

staying in place during cable pulling

COMPLIANCE:

Complies with NEW Article 300-15c.

1/2" 0.558 0.835 0.537
3/4" 0.743 1.045 0.525
1" 0.945 1.300 0.635

1-1/4" 1.240 1.655 0.625
1-1/2" 1.440 1.918 0.610

2" 1.870 2.38 0.625
2-1/2" 2.240 3.054 1.230

3" 2.725 3.600 1.210
3-1/2" 3.340 4.210 1.240

4" 3.765 4.79 1.205

Part  
No A B C

EMT Insulating Bushings 
Non-Metallic

Part  
No

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

EMT Conduit Fittings 
Polyethylene 
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MATERIAL: PVC
FINISH: Natural
APPLICATIONS:

FEATURES:

NOMINAL DIMENSIONS (Inches）

COMPLIANCE:

3/8" 2.84 2.03 0.50
1/2" 2.84 2.03 0.50
3/4" 3.25 2.33 0.50
1 " 3.54 2.95 0.60

1-1/4" 4.75 5.20 0.76
1-1/2" 4.75 5.20 0.80

2" 5.42 5.80 0.86

to a box or enclosure

Trade  
Size A  B        C

Liquid Tight Connectors
TYPE:

LIQUID TIGHT Fittings 
Non-Metallic, PVC 
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3/8" 25 100 8
1/2" 25 100 8
3/4" 25 100 12
1 " 10 21

NLTC90-125 1-1/4" 10 40
NLTC90-150 1-1/2" 5 51

2" 5 77

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

NLTC90-38
NLTC90-50
NLTC90-75
NLTC90-100

NLTC90-200

MATERIAL: PVC
FINISH: Natural

Liquid Tight Connectors
TYPE:  Straight

APPLICATIONS:

FEATURES:

COMPLIANCE:

to a box or enclosure

NLTC-38 3/8"* 25 100 6
1/2" 25 100 6
3/4" 25 100 9
1 " - 10 14

NLTC-125 1-1/4" - 10 27
NLTC-150 1-1/2" - 5 32

2" - 5 44
*1/2" K.O.

NOMINAL DIMENSIONS (Inches):

3/8" 1.14 1.63 0.57
1/2" 1.30 2.14 0.58
3/4" 1.53 2.22 0.72
1 " 1.80 2.32 0.72

1-1/4" 2.20 2.15 0.74
1-1/2" 2.49 2.35 0.76

2" 3.05 2.51 0.79

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Trade  
Size A  B        C

Pcs/  
Unit Ctn

Part  
No 

Trade  
Size

NLTC-50
NLTC-75
NLTC-100

NLTC-200
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 Standard UL  Center Stop Coupling

Standard Center 
Stop Couplings are used to 
join lengths of conduit pipe 
together with two solvent weld 
socket ends.

• For use with Schedule 40 and Schedule 80 conduit
• Center stop to help determine proper depth of connection
• For use aboveground and underground and non-conductive and 

sunlight resistant
• Meets NEMA TC-3 Standards
• UL and CSA standard
• Made in China

Part
 Number

Trade 
Size

Carton 
Qty. “W’ “L” “ID” “D”

1/2 200

3/4 125

1 70

1-1/4 40

1-1/2 30

2 40

2-1/2 20

3 40

3-1/2 30

4 20

5 10

6 8

8 1

CSC-050

CSC-075

CSC-100

CSC-125

CSC-150

CSC-200

CSC-250

CSC-300

CSC-350

CSC-400

CSC-500

CSC-600

CSC-800

 Female Adapter

Part
 Number

Trade 
Size

Carton 
Qty. “W’ “L” “D”

1/2

3/4

1

1-1/4

1-1/2

2

2-1/2

3

3-1/2

4

5

6

8

Schedule 40 Female Adapters are 
used to transition threaded metal or 
PVC conduit with one end threaded 
and the other end socket solvent weld. 
They can also be used to join  PVC  to 
PVC.

• For use with Schedule 40 & 80 
and EB & DB applications

• Two female ends with the same 
diameter

• Material is ridged PVC for easy 
installation

• Meets NEMA TC-3 Standards
• UL and CSA standard
• Made in China

FA-050

FA-075

FA-100

FA-125

FA-150

FA-200

FA-250

FA-300

FA-350

FA-400

FA-500

FA-600

FA-800

.625

.625

1.000

1.000

1.063

1.192

1.750

1.188

1.938

2.000

2.500

3.000

5.000

1.063

1.313

1.625

2.000

2.250

2.688

3.250

4.000

4.125

5.000

6.125

7.250

9.313

1.500

1.563

2.000

2.125

2.375

2.600

3.500

3.875

4.000

4.188

5.375

6.375

13.000

.875

1.063

1.313

1.688

1.938

2.375

2.875

3.500

4.000

4.500

5.625

6.625

8.625

200

125

70

40

30

40

20

40

30

20

10

8

2

.688

.688

.875

.938

.938

.938

1.313

1.250

1.188

1.375

1.313

1.625

2.250

1.438

1.625

1.875

1.938

2.125

2.125

3.000

3.063

3.000

3.250

3.688

4.375

7.000

1.000

1.250

1.563

2.000

2.250

2.688

3.313

4.000

4.500

5.000

6.125

7.250

9.313
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Male Terminal Adapters are connectors used to transition 
from a spigot end PVC conduit to a threaded metal or PVC 
plastic female bell end. Male Terminal Adapters can also be 
used to connect PVC conduit to a box or other threaded body 
with use of a lock nut.  The fttings consist of one solvent weld 
female end and one threaded male end.  Both ends will at the 
same diameter conduit.

• Durable non-conductive PVC will 
not rust or corrode

• For use with Schedule 40 & 80 
and EB & DB applications

• Meets NEMA TC-3 Standards
• UL and CSA standard
• Made in China

Male Terminal Adapter
1/2” through 3/4” Terminal (Male) Adapter

Part 
 Number

Trade 
Size

Carton 
Qty. “W’ “L” “D”

1/2 200 1.063 1.688 1.125

3/4 125 1.250 1.750 1.188

MTA-100 1 70 1.625 2.188 1.500

1-1/4 40 2.000 2.125 1.313

1-1/2 30 2.000 2.063 1.313

1” through 1 1/2” Terminal (Male) Adapter
MTA-050

MTA-075

MTA-150

MTA-125

Part
 Number

Trade 
Size

Carton 
Qty. “W’ “L” “D”

2 40 2.688 2.188 1.375

2-1/2 20 3.313 2.875 2.000

3 40 3.938 3.000 2.188

3-1/2 30 4.500 3.188 2.563

4 20 5.000 3.438 2.563

5 10 6.250 4.750 3.000

6 8 7.313 4.938 2.688

8 2 -- -- --

2” through 8” Terminal (Male) Adapter

MTA-300

MTA-200

MTA-250

MTA-400

MTA-350

MTA-500

MTA-800

MTA-600
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 Conduit Clamps (Pipe Straps)

Part 
 Number

Trade 
Size

Carton 
Qty. “W’ “L” “H”

1/2 300 1.688 2.188 1.000

3/4 200 2.000 2.500 1.250

TCC-100 1 200 2.250 2.813 1.500

1-1/4 200 2.500 3.125 1.813

1-1/2 200 2.688 3.375 2.125

2 200 3.313 4.000 2.563

2-1/2 100 4.563 5.500 3.000

3 100 5.125 6.000 3.563

4 100 6.000 7.000 4.625

A u-shaped conduit support device 
used to anchor conduit to interior or 
exterior surfaces. Two holes in the 
feet of the clamp allow mounting with 
screws or nails.

• Durable non-conductive PVC will 
not rust or corrode

• For use with Schedule 40 & 80 
conduit

• UL and CSA Standard
• Made in China

*Requires two #10 screws for installation (not included).
**Requires two #14 screws for installation (not included).

TCC-050

TCC-075

TCC-200

TCC-125

TCC-150

TCC-400

TCC-250

TCC-300

Expansion Coupling - Two Piece

Two Piece Expansion Couplings are designed to 
compensate for length changes due to temperature 
variations in exposed conduit runs. They have solvent 
weld bells in each end. The spigot part of the joint 
slides through an internal o-ring to compensate 
for temperature related length changes.

Part 
 Number

Trade 
Size

Carton 
Qty. “A” “B” “C” “D”

1/2 25 .875 7.000 .688 8.125

3/4 10 1.063 7.000 .875 8.125

ECT-100 1 10 1.313 7.063 1.000 8.375

1-1/4 5 1.688 7.625 1.000 9.000

1-1/2 5 1.938 7.563 1.125 9.000

2 25 2.375 7.688 1.188 9.250

2-1/2 1 2.875 12.000 1.875 14.938

3 12 3.500 12.000 1.875 14.938

3-1/2 6 4.000 12.375 2.000 14.875

4 6 4.500 12.313 2.125 14.875

5 1 5.563 19.250 2.938 24.000

6 1 6.625 20.813 3.000 26.375

1/2” through 2”
Maximum Expansion - 4”

2-1/2” through 6”
Maximum Expansion - 8”

• Two-piece construction
• Internal O-ring prevents leakage
• Durable non-conductive PVC will 

not rust or corrode
• For use with Schedule 40 & 80 

conduit
• UL Standard
• Made in China

ECT- 075

ECT- 050

ECT- 200

ECT- 150

ECT- 125

ECT-350

ECT- 300

ECT- 250

ECT- 600

ECT- 500

ECT- 400
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Rigid Nonmetallic PVC Conduit Bodies

Conduit Bodies - Type LB

Conduit Bodies - Type LL

Part 
 Number

Trade 
Size

Carton 
Quantity “A” “B” “C” “D’ “E” Volume 

Cu. In. 3-Wire Fill

1/2 25 .875 1.313 4.188 4.000 1.438 4.3 #6 or smaller
3/4 15 1.063 1.500 4.938 4.625 1.625 6.5 #6 or smaller

PLB-100 1 10 1.313 1.750 5.875 5.375 2.000 11.8 #6 or smaller
1-1/4 10 1.688 2.500 7.563 7.188 2.375 25.0 XHHW #1
1-1/2 10 1.875 2.625 8.563 8.000 2.750 36.5 XHHW #2/0

2 5 2.375 3.125 9.813 9.563 3.375 63.5 XHHW #4/0
2-1/2 5 2.875 4.625 15.000 12.875 4.563 198.0 XHHW 500 MCM

3 5 3.643 4.625 15.125 12.875 4.563 198.0 XHHW 500 MCM
3-1/2 4 4.000 5.625 16.188 12.875 5.500 305.0 XHHW 500 MCM

4 4 4.000 5.625 16.188 12.875 5.500 305.0 XHHW 500 MCM

1/2” THROUGH 2”

Conduit Body Type LB provides pull, splice, and 
tap access for conductors in a conduit system 
along with a change in direction. Type LB Conduit 
Bodies are used to make a 90-degree turn in 
a conduit run with one opening on top and one 
opening exiting from the back opposite the cover.

• Durable non-conductive PVC will not 
rust or corrode

• For use with Schedule 40 & 80 conduit
• Includes lid, gasket, and screws
• UL standard
• Made in China

1/2” THROUGH 2”

2-1/2” THROUGH 4”

Part 
 Number

Trade 
Size

Carton 
Quantity “A” “B” “C” “D’ “E” Volume 

Cu. In. 3-Wire Fill

1/2 25 1.313 1.438 4.250 4.000 .875 4.3 #6 or smaller
3/4 15 1.500 1.625 4.938 4.625 1.063 6.5 #6 or smaller
1 10 1.750 2.000 6.000 5.375 1.313 11.8 #6 or smaller

1-1/4 10 2.438 2.438 7.625 7.188 1.625 25.0 XHHW #1
1-1/2 10 2.625 2.813 8.563 8.000 1.938 36.5 XHHW #2/0

2 5 3.063 3.438 9.875 9.500 2.375 63.5 XHHW #4/0
2-1/2 5 4.625 4.625 14.938 12.750 2.875 198.0 XHHW 500 MCM

3 5 4.625 4.625 15.000 12.813 3.500 198.0 XHHW 500 MCM
3-1/2 4 5.625 5.500 16.188 12.813 4.000 305.0 XHHW 500 MCM

4 4 5.625 5.500 15.938 12.813 4.500 305.0 XHHW 500 MCM

Conduit Body Type LL provides pull, splice, and tap access for conductors in a conduit system along 
with a change in direction. Type LL Conduit Bodies are used to make a 90-degree turn in a conduit 
run with one opening on top and one opening exiting the left side of the cover.

• Durable non-conductive PVC 
will not rust or corrode

• For use with Schedule 40 & 80 
conduit

• Includes lid, gasket, and 
screws

• UL standard
• Made in China

2-1/2” THROUGH 4”

PLB-075

PLB-150
PLB-125

PLB-250
PLB-200

PLB-350
PLB-300

PLB-050

PLB-400

PLL-100
PLL-075

PLL-150
PLL-125

PLL-250
PLL-200

PLL-350
PLL-300

PLL-050

PLL-400
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Rigid Nonmetallic PVC Conduit Bodies

1/2” THROUGH 2”

Conduit Bodies - Type LR

Part 
 Number

Trade 
Size

Carton 
Quantity “A” “B” “C” “D’ “E” Volume 

Cu. In. 3-Wire Fill

1/2 25 1.313 1.438 4.250 4.000 .875 4.3 #6 or smaller
3/4 15 1.500 1.625 4.938 4.625 1.063 6.5 #6 or smaller
1 10 1.750 2.000 6.000 5.375 1.313 11.8 #6 or smaller

1-1/4 10 2.438 2.438 7.625 7.188 1.625 25.0 XHHW #1
1-1/2 10 2.625 2.813 8.563 8.000 1.938 36.5 XHHW #2/0

2 5 3.063 3.438 9.875 9.500 2.375 63.5 XHHW #4/0
2-1/2 5 4.625 4.625 14.938 12.750 2.875 198.0 XHHW 500 MCM

3 5 4.625 4.625 15.000 12.813 3.500 198.0 XHHW 500 MCM

3-1/2 4 5.625 5.500 16.188 12.813 4.000 305.0 XHHW 500 MCM
4 4 5.625 5.500 15.938 12.813 4.500 305.0 XHHW 500 MCM

Conduit Body Type LR provides pull, splice, and tap access for conductors in a conduit system 
along with a change in direction. Type LR Conduit Bodies are used to make a 90-degree turn in a 
conduit run with one opening on top and one opening exiting the right side of the cover.
• Durable non-conductive PVC will 

not rust or corrode
• For use with Schedule 40 & 80 

conduit
• Includes lid, gasket, and screws
• UL Standard
• Made in China

Part 
 Number

Trade 
Size

Carton 
Quantity “A” “B” “C” “D’ “E” Volume 

Cu. In. 3-Wire Fill

1/2 25 1.938 1.500 4.625 4.000 .875 4.3 #6 or smaller
3/4 15 1.500 1.688 5.375 4.625 1.063 6.5 #6 or smaller

1 10 1.750 2.000 6.563 5.375 1.313 11.8 #6 or smaller
1-1/4 10 2.500 2.500 8.188 7.188 1.688 25.0 XHHW #1
1-1/2 10 2.625 2.813 9.250 8.000 1.938 36.5 XHHW #2/0

2 5 3.125 3.375 10.375 9.500 2.375 63.5 XHHW #4/0

2-1/2 2 4.625 4.625 19.000 12.875 3.500 198.0 XHHW 500 MCM

3 2 4.625 4.625 19.000 12.875 3.500 198.0 XHHW 500 MCM
1 5.563 5.563 20.375 13.750 4.000 305.0 XHHW 500 MCM

4 1 5.563 5.563 20.375 13.875 4.500 305.0 XHHW 500 MCM

1/2” THROUGH 2”

Conduit Bodies - Type T
Conduit Body Type T provides pull, splice, and tap access for conductors in a conduit system 
along with a change in direction. Type T Conduit Bodies have three openings and are used to 
connect or add sections of a conduit run.

• Durable non-conductive 
PVC will not rust or 
corrode

• For use with Schedule 
40 & 80 conduit

• Includes lid, gasket, and 

• Made in China
Screw.

2-1/2” THROUGH 4”

2-1/2” THROUGH 4”

3-1/2

PLR-050
PLR-075
PLR-100
PLR-125

PLR-150
PLR-200
PLR-250
PLR-300
PLR-350
PLR-400

PT-050
PT-075
PT-100
PT-125

PT-150
PT-200
PT-250
PT-300
PT-350
PT-400
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Rigid Nonmetallic PVC Conduit Bodies

Conduit Bodies - Type C

Part 
 Number

Trade 
Size

Carton 
Quantity “A” “B” “C” “D’ “E” Volume 

Cu. In. 3-Wire Fill

1/2 25 1.938 1.500 4.625 4.000 .875 4.3 #6 or smaller
3/4 15 1.500 1.688 5.375 4.625 1.063 6.5 #6 or smaller
1 10 1.750 2.000 6.563 5.375 1.313 11.8 #6 or smaller

1-1/4 10 2.500 2.500 8.188 7.188 1.688 25.0 XHHW #1

1-1/2 10 2.625 2.813 9.250 8.000 1.938 36.5 XHHW #2/0
2 5 3.125 3.375 10.375 9.500 2.375 63.5 XHHW #4/0

2-1/2 5 4.625 4.625 19.000 12.875 2.875 198.0 XHHW 500 MCM
3 5 4.625 4.625 19.000 12.875 3.500 198.0 XHHW 500 MCM

3-1/2 4 5.563 5.563 20.375 13.750 4.000 305.0 XHHW 500 MCM
4 4 4.000 5.563 20.188 13.875 4.500 305.0 XHHW 500 MCM2-1/2” THROUGH 4”

1/2” THROUGH 2”

Conduit Bodies - Type E

Conduit Body Type C provides pull, splice, and tap access for conductors in a conduit system. 
Type C Conduit Bodies have openings on each end and are for straight conduit run.

• Durable non-conductive 
PVC will not rust or corrode

• For use with Schedule 40 & 
80 conduit

• Includes lid, gasket, and 

• UL standard
• Made in China

Part 
 Number

Trade 
Size

Carton 
Quantity “A” “B” “C” “D’ “E” Volume 

Cu. In. 3-Wire Fill

1/2 25 1.313 1.438 4.250 4.000 .875 4.3 #6 or smaller
3/4 15 1.500 1.625 4.938 4.625 1.063 6.5 #6 or smaller
1 10 1.750 2.000 6.000 5.375 1.313 11.8 #6 or smaller

1-1/4 10 2.438 2.438 7.625 7.188 1.625 25.0 XHHW #1
1-1/2 10 2.625 2.813 8.563 8.000 1.938 36.5 XHHW #2/0

2 5 3.063 3.438 9.875 9.500 2.375 63.5 XHHW #4/0

2-1/2 5 4.625 4.625 14.938 12.750 2.875 198.0 XHHW 500 MCM
3 5 4.625 4.625 15.000 12.813 3.500 198.0 XHHW 500 MCM

4 5.625 5.500 16.188 12.813 4.000 305.0 XHHW 500 MCM
4 4 5.625 5.500 15.938 12.813 4.500 305.0 XHHW 500 MCM

2-1/2” THROUGH 4”

1/2” THROUGH 2”

Conduit Body Type E provides pull, splice, and tap access for conductors in a conduit 
system. Type E Conduit Bodies have one opening on the end and are use to terminate a 
conduit runs

• Durable non-conduc-
tive PVC will not rust or 
corrode

• For use with Schedule 
40 & 80 conduit

• Includes lid, gasket, 
and screws
UL standard
Made in China

screw.

PC-050
PC-075
PC-100
PC-125

PC-150
PC-200
PC-250
PC-300
PC-350
PC-400

3-1/2

PE-050
PE-075
PE-100
PE-125

PE-150
PE-200
PE-250
PE-300
PE-350
PE-400

•
•
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Round Junction Box

Nonmetallic PVC Junction Boxes

Part 
 Number Trade Size Carton 

Quantity “A” “B” “C” “D’

RJB-50/75 1/2 & 3/4 15 4.750 4.063 1.875 1.063

Round Junction Boxes are designed to support electrical 
devices and fixtures. They also provide necessary pro
tection for wires and terminals. They are 4” round enclo
sure with four entrance hubs. Round Junction Boxes are 
surface mounted to walls or ceilings to terminate conduit 
runs or join two to four conduits at a common point.

• Material is Rigid PVC
• 1/2 in. and 3/4 in. socket outlets
• Includes cover, gasket, and 

screws
• UL standard
• Made in China

Round  Floor Box

Part 
 Number Trade Size Carton 

Quantity “A” “B” “C” “D’

RFB-75
Floor Box Base  

4-3/4” Hubs, 4-3/4” to 1/2” Reducers, Leveling 
Ring and Pour Cover

9 6.438 3.563 4.563 6.000

RFB-100
Floor Box Base  

2-3/4” Hubs & 2-1” Hubs  
2-3/4” to 1/2” Reducers , 2-1” to 3/4” Reducers

 Leveling Ring and Pour Cover

9 6.438 3.563 4.563 6.000

Round Floor Box are designed to be embedded in concrete floor 
giving access to power, data, and communication lines with some 
excess length remaining above the plane of the floor.  They are 
sold as a kit with one leveling ring, 4 blank hubs (Stoppers), 4 
reducing bushings and one polyethylene temporary pour lid.

• 15.0 cubic inch per inch of depth
• 90.0 cubic inch maximum volume
• Minimum concrete depth - 3”
• PVC molded ports and reducer 

plugs included
• Concrete tight
• UL standard
• Made in China

Duplex Cover - Bronze
Part 

 Number Trade Size Carton 
Quantity “A”

DCB-2 Duplex Cover - Bronze 10 5.500

• Material is polycarbonate
• Decorative bronze color
• UL standard
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Nonmetallic PVC Junction Boxes

Part 
 Number

Trade 
Size Description

Carton

Qty.

Junction Box Base Cover
Screws

“A” “B” “C” “D” “E” “F” “G” “H” “J” “K” “A” “B” “C” “D”

MJB-442 4x4x2 Molded 10 2.000 2.150 5.375 4.400 4.400 4.000 4.000 .250 .125 .160 .240 .370 4.375 4.375 #8 x 1/2”

MJB-444 4x4x4 Molded 10 4.000 4.150 5.375 4.400 4.400 4.000 4.000 .250 .188 .160 .240 .700 4.375 4.375 #8 x 1/2”

MJB-446 4x4x6 Molded 10 6.000 6.150 5.375 4.400 4.400 4.000 4.000 .250 .188 .160 .240 .370 4.375 4.375 #8 x 1/2”

MJB-552 5x5x2 Molded 10 2.000 2.170 6.375 5.375 5.375 5.000 5.000 .250 .188 .170 .180 .267 5.375 5.375 #8 x 1/2”

MJB-664 6x6x4 Molded 10 4.000 4.200 7.375 6.438 6.438 6.000 6.000 .250 .188 .220 .180 .350 6.750 6.750 #8 x 1/2”

MJB-666 6x6x6 Molded 5 6.000 6.250 7.375 6.438 6.438 6.000 6.000 .250 .188 .220 .180 .350 6.750 6.750 #8 x 1/2”

MJB-884 8x8x4 Molded 5 4.000 4.250 9.375 8.625 8.625 8.000 8.000 .250 .188 .220 .180 .350 9.000 9.000 #10 x 3/4”

MJB-886 8x8x6 Molded 4 6.000 6.250 9.375 8.625 8.625 8.000 8.000 .250 .188 .220 .180 .350 9.000 9.000 #10 x 3/4”

MJB-887 8x8x7 Molded 4 7.000 7.250 9.375 8.625 8.625 8.000 8.000 .250 .188 .220 .180 .350 9.000 9.000 #10 x 3/4”

MJB-12124 12x12x4 Molded 2 4.000 4.250 13.625 12.625 12.625 11.875 11.875 .250 .188 .220 .220 .437 13.000 13.000 #10 x 3/4”

MJB-12126 12x12x6 Molded 2 6.000 6.250 13.750 12.625 12.625 11.875 11.875 .250 .188 .220 .220 .437 13.000 13.000 #10 x 3/4”

FJB-16146 16x14x6 Molded 1 6.000 6.950 16.000 14.875 16.875 16.000 14.000 .250 .188 .250 .250 .437    14.000 16.000 #10 x 3/4”

FJB-24188 24x18x8 Fab 1 -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

FJB-241812 24x18x12 Fab 1 -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

FJB-24248 24x24x8 Fab 1 -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

FJB-36248 36x24x8 Fab 1 -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

  

Molded Junction Box

Fabricated Junction Box
 

 
 

Junction Boxes are designed to support electrical 
devices and fixtures. They also provide necessary 
protection for wires and terminals.

• Material is Rigid PVC
• Neoprene gasket with zinc 

plated steel screws
• UL Standard 
• Made in China

• Material is Rigid PVC
• Neoprene gasket with zinc 

plated steel screws
• Fully gasketed cover
• Made in China
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Liquidtight Nonmetallic Flexible Conduit

 Complete environmental protection for exposed cable installations and is ideal for use with control and motor appliications
machinery tools, moving machinery, console wire, transformer connections, outdoor lighting, air conditioning systems, heating 
systems and computer power distribution.

 Following advantages compared to metal conduit:
  ·  INSTALLATION

 1.   It costs less to install.  
2. It is easy to cut with no jagged edges.
3. It is less than half the weight of metal and can utilize all existing liquid tight fittings.

  ·  FLEXIBILITY
1. It is more flexible.
2. Its smooth inner bore makes pulling wires easier than ever.

  ·  SERVICE ENVIRONMENT
1. It is waterproof, acid, oil, alkaline and corrosion resistant.  
2. It is non-conductive, self-extinguishing and extremely resistant to crush, abrasion and strain.  
3. UL listed for constant use at maximum 60°C (140°F) and for sunlight resistance.

 Liquidtight Conduit - Coils

 Liquidtight Conduit - Reels

Part 
No. Size Feet per 

Coil
O.D. (Nom) I.D.  (Nom) Approx. 

Wt/FtMin. Max. Min. Max.
3/8 100 .690 710 .484 .504 .128
1/2 100 .820 .840 .622 .642 .136
3/4 100 1.030 1.050 .820 .840 .165
1 100 1.290 1.315 1.041 1.066 .259
1-1/4 50 1.630 1.660 1.380 1.410 .339
1-1/2 50 1.865 1.900 1.575 1.60 .446
2 50 2.340 2.375 2.020 2.045 .617

• Ideal for use with control and motor applications,   
 machinery tools, console wire, transformer connections,  
 and air conditioning and heating systems
• Conforms to NEC Article 356 and UL 1660
• Waterproof, non-conductive, self-extinguishing, and  
 crush resistant
• Acid, oil, and corrosion resistant
• UL and CSA listed
• Made in China

NFC-038 
NFC-050
NFC-075 
NFC-100
NFC-125
NFC-150
NFC-200 

Part 
No. Size Feet per 

Reel
O.D. (Nom) I.D.  (Nom) Approx. 

Wt/FtMin. Max. Min. Max.
1/2 1000 .820 .840 .622 .642 .136
3/4 700 1.030 1.050 .820 .840 .165
1 400 1.290 1.315 1.041 1.066 .259

NFC-050R
NFC-075R 
NFC-100R
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CONDUIT WHIPS

Specification

●  Air condition unit hook up
●  Heat pumps
●  Pools, spas
●  Outdoor lighting
●  Motors and controls
●  Solar panels

Applications

●  1 straight and 1 90 degree metallic or non-metallic connector. 90-degree connector is removable for straight 
    connectors (Second straight connector not included). 

●  UL Listed Cable consists of insulated conductors inserted into a non-metallic conduit with zinc alloy connectors Be 
designed for reliable use as a connection between air conditioning unit and electrical power source.

●  UL Listed Cable consists of insulated conductors inserted into a non-metallic conduit with PVC connectors 
    Be designed for reliable use as a connection between air conditioning unit and electrical power source.

●   Whip is a labor-saving and convenient tool kit for A / C unit connection.

●  Resists Corrosion, oil and water; Outdoor, sunlight resistant.

●  Easy to use. Lower installation cost and a time saving convenience.

●  UL and cUL Listed.  Designed for easy installation.
●

  

 Three distinct wire colors for ease of hook-up.

Part No. Length O.D. Connector Wire Size

NCW-504

NCW-506

NCW-754

NCW-756

ZCW-504
ZCW-506
ZCW-754

ZCW-756

4”

6”

4”

6”

4”
6”
4”

6”

1/2”

1/2”

3/4”

3/4”

1/2”
1/2”
3/4”

3/4”

Non-Metallic

Non-Metallic

Non-Metallic

Non-Metallic

Metallic

Metallic

Metallic

Metallic

3 x AWG#10

3 x AWG#10
2 x #8 AWG& 
1 x #10 AWG
2 x #8 AWG& 
1 x #10 AWG

3 x AWG#10

3 x AWG#10
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2 x #8 AWG& 
1 x #10 AWG
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1 x #10 AWG



100 FT. LENGTH with 10 CAGES

APPLICATIONS:

where lighting is required

FEATURES:

every 10 feet

14 AWG 2 wire

construction applications

and replacements

ELECTRIC RATING:

EACH LAMP HOLDER MAXIMUM WATTAGE: 
USA:  120V  150W  15A
Canada:  120V  150W  12A

INTERCONNECT NO MORE THAN: 
Canada:  1500W
USA:  1875W

COMPLIANCE:

  Replacement Cages for PN SL-300, 12

SLC - - 24 1

SL-300 300
14/2

SJTW 1 43

SL-600 600
12/2
STW 1 63

Temporary String Lights
INDUSTRIAL

Part  
No. Volt Wire Type Pcs/ 

Ship Ctn
Wt(lbs)/ 
100pcs

MISCELLANEOUS 
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TYPES: "S", Fixture, & Screw-In
MATERIAL: Steel
FINISH: Electro Plated Zinc

APPLICATIONS & FEATURES:

suspend overhead fixtures and other general utility
purposes

s
of the hook

S10 #10 - 0.134 100 1000 1.5
S12 #12 - 0.134 100 1000 1.0 ks

and Jack Chain (Single Loop) for fixture installation

FH-1 Top Mount 90 0.134 100 500 1
FH-2 Side Mount 90 0.134 100 500 1

s
s

SH10 #10 90 - 100 1000 1.9
SH12 #12 115 - 100 1000 1.6 WORKING LOAD LIMIT

WORKING LOAD LIMIT designates the maximum stress in pounds
which should ever be applied to chain. This refers also to chain in
the best condition, when new, and when the load is applied
uniformity to a straight, untwisted length of chain. 
WARNING: WORK LOAD LIMIT MUST NOT BE EXCEEDED.

BREAK TEST LOAD

BREAK TEST LOAD is the minimum load in pounds at which new 
chain has been found by experience to break, under tests in which
the load is applied in direct tension to a straight lenth of chain with 
a uniform rate of speed on a standard chain testing machine. 

NOTE: Length per 100 links is subject to plus or minus tolerance of
4%. 

  Screw-In Hooks

 Fixture Hooks

 Screw-In Hooks

  S Hooks

  Fixture Hooks

Hooks

Part  
No 

Trade 
Size 

Working 
Load     
Limit   
(lbs)

Wire 
Diameter 
(inches)

Unit  
Qty. 

Ship  
Qty.  

Wt.  
(lbs) / 

100pcs

 S Hooks

FH-1

FH-2

S10,S12

SH10,SH12 

INSTALLATION, SUPPORT, 
& GROUNDING 
Steel 
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TYPES: Jack-Single Loop & Lion-Double Loop
MATERIAL: Steel
FINISH: Electro Plated Zinc

APPLICATIONS & FEATURES:

s
often to suspend fixtures such as lights or signs

where failure could lead to property damage or
injury JC01 #10T 0.125 43 Pail - 200' 26

JC02 #10T 0.125 43 Reel - 250' 33
JC04 #10T 0.125 43 Box 50' 500' 65
JC10 #12 0.105 29 Pail - 300' 24
JC14 #12 0.105 29 Box 50' 500' 40

s JC15 #12 0.105 29 Box 100' 1000' 80
often as animal restraints, swings, gates, JC16 #12 0.105 29 Reel 100' 1000' 80
playground, padlocks, boating, fixtures JC17 #12 0.105 29 Reel 100' 400' 32

JC18 #12 0.105 29 Reel 250' 1000' 80

WORKING LOAD LIMIT LC23 #2 0.091 115 Box 100' 800 8
LC33 #3 0.080 90 Box 100' 800 6

WORKING LOAD LIMIT designates the maximum stress in pounds LC40 #4 0.072 70 Pail - 300 5
which should ever be applied to chain. This refers also to chain in LC42 #4 0.072 70 Reel - 250 5
the best condition, when new, and when the load is applied LC43 #4 0.072 70 Box 100' 800 5
uniformity to a straight, untwisted length of chain. 
WARNING: WORK LOAD LIMIT MUST NOT BE EXCEEDED.

BREAK TEST LOAD

BREAK TEST LOAD is the minimum load in pounds at which new 
chain has been found by experience to break, under tests in which
the load is applied in direct tension to a straight lenth of chain with 
a uniform rate of speed on a standard chain testing machine. 

NOTE: Length per 100 links is subject to plus or minus tolerance of
4%. 

Chain

Working 
Load     
Limit  
(lbs)

Package 
Type

Unit  
Qty.  

(Feet)

Ship  
Qty.  

(Feet)

Jack Chain - Single Loop

  Jack Chain - Single Loop

  Lion Chain - Double Loop

Lion Chain - Double Loop

Part  
No 

Trade   
Size 

Wire Dia. 
(Inches)

Wt.  
(lbs) / 

100pcs

Jack Chain, Single Loop

Lion Chain,  Double Loop, Steel

INSTALLATION, SUPPORT, 
& GROUNDING 
Steel 
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INSTALLATION, SUPPORT, 
& GROUNDING 
Steel 
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MATERIAL: Steel
FINISH: Electro Plated Zinc

APPLICATIONS:

from slipping out of an opening.
FEATURES:

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

500 pairs 6

5.13 2.25

Part  
No. A  B        

Sold in 
Pairs 50 pairs

Wt(lbs)/ 
100pcs

Switch Box Supports

plaster, lathe, etc.,  installed in pairs, preventing the box

Part  
No.

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

MATERIAL: Steel
FINISH: Electro Plated Zinc

APPLICATIONS:

PP-250 100 14
PP-500 100 28

FEATURES:

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

2.50 1.50
5.00 1.50

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

2-1/2" x 1-1/2"
5" x 1-1/2"

Part  
No 

Trade  
Size

Part  
No A  B        

Protector Plates

TYPE:  With Prongs, for Wood Studs

penetration of nails, screws, and drills

PP-250
PP-500
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INSTALLATION, SUPPORT, 
& GROUNDING 
Steel 
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TYPE: 3 Piece
MATERIAL: Steel
FINISH: Electro Plated Zinc

APPLICATIONS:

3KS-50 1/2" 100 1000 3

s

3KS-75 3/4" 100 1000 4
3KS-100 1" 50 500 5
3KS-125 1-1/4" 20 200 6

FEATURES:

3KS-150 1-1/2" 10 100 10
3KS-200 2" 10 100 15
3KS-250 2-1/2" - 25 22
3KS-300 3" - 25 31

COMPLIANCE:

3KS-350 3-1/2" - 10 40
3KS-400 4" - 10 58
3KS-500 5" - 10 133
3KS-600 6" - 10 141

NOMINAL DIMENSIONS (Inches):

1.19
1.38
1.63
1.98
2.25
2.93
3.75
4.50
4.95
5.45
6.50
7.40

Part   
No 

Diameter 
(in.)  

Knock Out Seals

Part  
No 

Trade  
Size

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

steel outlet boxes and other metal enclosures

3KS-50
3KS-75
3KS-100
3KS-125
3KS-150
3KS-200
3KS-250
3KS-300
3KS-350
3KS-400
3KS-500
3KS-600

MATERIAL: Steel
FINISH: Electro Plated Zinc

APPLICATIONS:

steel outlet boxes and other metal enclosures

KOS-50 1/2" 100 1000 1

s

KOS-75 3/4" 100 1000 2
KOS-100 1" 50 500 2
KOS-125 1-1/4" 50 500 2

FEATURES:

KOS-150 1-1/2" 50 250 4
KOS-200 2" 25 250 5

COMPLIANCE:

NOMINAL DIMENSIONS (Inches):

1.08 0.315
1.25 0.313
1.50 0.344
1.90 0.346
2.22 0.359
2.69 0.375

Part  
No A  B        

Wt(lbs)/ 
100pcs

Part  
No 

Trade  
Size

Knock Out Seals

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

KOS-50
KOS-75
KOS-100
KOS-125
KOS-150
KOS-200
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INSTALLATION, SUPPORT, 
& GROUNDING 
Steel 

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

MATERIAL: Steel 

APPLICATIONS:

y

applications

pouring concrete

FEATURES:

wire dispensing reels

figure eight tie

Tie Wire

TYPE:  16.5 Gauge, Black Annealed

used for tying down PVC Conduit and Drop Ceiling

Wt(lbs)/ 
100pcs

400FT 16.5 Roll 20 313

Part  
No 

Trade   
Size

Wire 
Diameter 
(Gauge) 

Package Pcs/  
Ship Ctn

MATERIAL: Malleable Iron
FINISH: Zinc Electro Plated

APPLICATIONS:

JBC-50 1/2" 1/4"-20 1.94 30
JBC-75 3/4" 3/8"-16 1.94 50

  on a beam

JBC-100 1" 3/8"-16 1.94 75

FEATURES:

- 50 41
- 25 56
- 25 119

COMPLIANCE:

NOMINAL DIMENSIONS (Inches):

1/2" 2.94 1.3 1.81 1.56
3/4" 3.25 1.44 1.94 1.85
1" 4.13 1.81 1.69 2.70

Load 
Capacity

D

Pcs/          
Ship Ctn

Wt(lbs)/ 
100pcs

Beam Clamps
TYPE: J

Part        
No 

Pcs/              
Unit Ctn

Part        
No 

Trade                       
Size

Trade                       
Size A        B        C       

Tap           
Size

Jaw 
Opening

JBC-50
JBC-75
JBC-100

Installation & Support 
Malleable Iron 
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Threaded Rod

Screw

Threaded  Rod

W

L
B

H

LBS kN

RSBC-14 0.16 1/4"-20 5/16"-18 335 1.49

RSBC-38 0.09

RSBC-50 1.5 1/2"-13 1/2"-13 750 3.34

B L H

IN MM IN MM IN MM

0.16 1-3/16 30.2 34.9 34.9

0.09 2-1/16 52.4 47.6 1-¾ 44.4

1.5 2-½ 63.5 60.3 2-3/16 55.6

3/8”-16 1/2”-13 525 2.34

RSBC-14

RSBC-38

RSBC-50

Part  
No 

Wt(lbs) Trade
Size

Screw
Size

Max Load

Part  
No 

Wt(lbs) 



INSTALLATION, SUPPORT, 
& GROUNDING 
Steel 
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MATERIAL: Steel
FINISH: Electro Plated Zinc

APPLICATIONS:

m

SBC-14 1" 1/4"-20 3/4" 50

rs

SBC-38 2" 3/8"-16 7/8" 100

  directly on the beam, threaded rod, or grinder

FEATURES:

50 100 13
25 100 40

NOMINAL DIMENSIONS (Inches):

COMPLIANCE:

1" 1.60 1.40 0.90
2" 2.30 2.10 1.20

Part  
No 

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Trade  
Size A  B        C       

Part  
No 

Trade  
Size

Tap  
Size

Jaw 
Opening

Load 
Capacity

Beam Clamps

SBC-14
SBC-38

MATERIAL: Malleable Iron
FINISH: Zinc Electro Plated

APPLICATIONS:

m
rs

MIBC-100 1 " 1/4"-20 3/4" 125

  directly on the beam, threaded rod, or grinder

MIBC-150 1-1/2" 3/8"-16 7/8" 300
MIBC-200 2 " 3/8"-16 3/4" 300

FEATURES:

MIBC-250 2-1/2" 1/2"-13 1-1/8" 600

- 100 25
- 50 37

COMPLIANCE:

- 25 70
- 25 123

NOMINAL DIMENSIONS (Inches):

1 " 1.40 1.40 1.10
1-1/2" 1.90 1.80 2.00

2 " 1.40 1.40 1.10
2-1/2" 2.50 2.10 2.50

Part  
No 

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Trade  
Size A  B        C       

Part  
No 

Trade  
Size

Tap  
Size

Jaw 
Opening

Load 
Capacity

Beam Clamps

MIBC-100
MIBC-150
MIBC-200
MIBC-250
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INSTALLATION, SUPPORT, 
& GROUNDING 
Malleable 
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TYPE/MATERIAL: 
Bare Wire, Zinc
Bare Wire, for Direct Burial-Bronze
Bare or Armored Ground Wire, Brass

APPLICATION & FEATURES:

pipe or rod tubing
y

s
s

y

* Accepts rebar range of 5/8" - 3/4"

water pipe or copper rod

s
y

Ground Clamps

  Zinc, Bare Wire

  Bare Wire, for Direct Burial - Bronze

  Bare or Armored Wire - Brass

  For Bare Armored Ground Wire - Brass

GCB-50 1/2" - 1" #8 - #4 1/2" - 1" 15 150 19

  For Direct Burial - Bronze

BGC-50 1/2" - 1" #10 - #2 1/2" - 1" 25 250 18

Part  
No.

Trade  
Size

AWG  
Min (sol) 
Max (str)

Pipe/Rod  
Range

Pcs/  
Unit Ctn

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

  Zinc

EGC-50 1/2" - 1" #10 - #2 1/2" - 1" 25 250 17

EGC-50 BGC-50 GCB 

NOMINAL DIMENSIONS (Inches):

EGC-50 2.2
BGC-50 2.30
GCB-50 2.25

Part  
No. A  

EGC&BGC GCB 

INSTALLATION, SUPPORT 
& GROUNDING 
Zinc, Bronze, Brass 
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TYPE: For Direct Burial
MATERIAL: Bronze

APPLICATIONS:

ground rod.

GRC-50 1/2" #10-#2 50 13
GRC-58 5/8" #10-#2 50 18
GRC-75 3/4" #10-#2 50 25

FEATURES:

COMPLIANCE:

Part  
No.

Trade  
Size

AWG  
Min (sol) 
Max (str)

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

Ground Rod Clamps



Handy Boxes and extension rings

Size: 4"x2"x 1-1/2"
Description:
4"x2" Steel Handy/Utility Box 1-1/2" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side:(8)l/2",
Bottom: (3)1/2"

Material: Galvanized Steel

Size: 4"x2"x 1-1/2"
Description:
4"x2" Steel Handy/Utility Box 1-1/2" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side:(2)l/2", (4)3/4"
Bottom: (2)3/4"

Material: Galvanized Steel

Size: 4"x2"x 1-1/2"
Description:
4"x2" Steel Handy/Utility Box 1-1/2" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side:(6)l/2", (2)3/4"
Bottom: (2)1/2", (1)3/4"

Material: Galvanized Steel

Size: 4"x2"x 1-7/8"

Description:
4"x2" Steel Handy/Utility Box 1-7/8" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (8)1/2",

Bottom: (3)1/2"

Material: Galvanized Steel

Size: 4"x2"x 1-7/8"

Description:
4"x2" Steel Handy/Utility Box 1-7/8" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side:(6)3/4",

Bottom: (2)3/4"

Material: Galvanized Steel

Size: 4"x2"x 1-7/8"

Description:
4"x2" Steel Handy/Utility Box 1-7/8" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side:(4)l/2", (4)3/4",

Bottom: (2)1/2", (1)3/4"

Material: Galvanized Steel

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

Part No.: 58351-1/2 Part No.: 58351-3/4 Part No.: 58351-1/2 & 3/4

Part No.: 58361-1/2 Part No.: 58361-3/4 Part No.: 58361-1/2 &3/4
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Handy Boxes and extension rings

Part No. : 58361-K
Size: 4 x2 x 1-7/8"

Description:
4”X2” Steel Handy Box l-7/8'*DeepWith 2 

Concentric Knockouts

Thickness: 0.7mm - 1.6mm

Material: Galvanized Steel

Part No. : 58361-L
Size: 4 x2 x 1-7/8"

Description:
4"X2” Steel Handy Box l-7/8"DeepWith 4 

Concentric Knockouts

Thickness: 0.7mm - 1.6mm

Material: Galvanized Steel

Size: 4"x2"x 1-7/8"

Description:
4"x2"xl-7/8"Steel Handy/Utility Box
Extension Ring

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (8)1/2"

Material: Galvanized Steel

Part No. : 59361-1/2

Part No.: 59361-3/4
Size: 4 x2 x 1-7/8"

Description:

4"x2 x 1-7/8" Steel Handy/Utility Box
Extension Ring

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (6)3/4”

Material: Galvanized Steel

Part No.: 59361-1/2 &3/4
Size: 4"x2"x 1-7/8"

Description:
4"x2"x 1-7/8" Steel Handy/Utility Box 

Extension Ring

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (4)1/2", (4)3/4"

Material: Galvanized Steel

Size: 4"x2"xl-7/8"

Description:
4"x2" Steel Drawn Blank Box 1-7/8" Deep

Thickness: 0.7mm - 1.6mm

Material: Galvanized Steel

Part No. : 58361-Blank

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 

" " " "

" "

"
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Handy Boxes and extension rings

Part  No.: 58361-COM 1
Size: 4"x2"x 1-7/8"

Description:
4"x2"xl-7/8" Handy Steel Box
With Combination Knockouts

Thickness: 0.7mm - 1.6mm

Knockouts: Side:(6)CombinationKOS,
Bottom: (1) Combination KOS

Material: Galvanized Steel

Part  No.: 58361-COM 2
Size: 4"x2"x 1-7/8"

Description:
4”x2”xl.7/8” Handy Steel Box
With Combination Knockouts

Thickness: 0.7mm - 1.6mm

Knockouts: Side:(6)CombinationKOS,
Bottom:⑵ Combination KOS

Material: Galvanized Steel

Part  No.: 58361 P-1/2
Size: 4"x2"xl-7/8"

Description:
4"x2" Handy Steel Box
1-7/8" Deep With Raised Grounding Screw

Thickness: 1.0mm - 1.6mm

Knockouts: Side:(8)l/2",
Bottom: (2)1/2"

Material: Galvanized Steel

Part No.: 58361 P-3/4
Size: 4"x2"x 1-7/8"

Description:

4"X2” Handy Steel Box
1-7/8" Deep With Raised Grounding Screw

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (6)3/4”,
Bottom: (2)1/2"

Material: Galvanized Steel

Part No.: 58361 P-1/2 &3/4
Size: 4"x2"x 1-7/8"

Description:
4"x2" Handy Steel Box

1-7/8° Deep With Raised Grounding Screw

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (4)3/4", (4)1/2"
Bottom: (2)1/2"

Material: Galvanized Steel

Part  No.: 58371-1/2
Size: 4"x2"x2-l/8"

Description:

4"x2" Steel Handy/Utility Box
2-l/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8)1/2", Bottom: (3) 1/2"

Material: Galvanized Steel

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 
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Handy Boxes and extension rings

Part No.: 58371-3/4
Size: 4"x2"x2-l/8"

Description:
4"x2" Steel Handy/Utility Box
2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (6)3/4", Bottom: (2)3/4"

Material: Galvanized Steel

Part No.: 58371-1/2 &3/4
Size: 4"x2"x2-l/8"

Description:
4"x2" Steel Handy/Utility Box
2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (4)1/2", (4)3/4",
Bottom: (2)1/2", (1)3/4"

Material: Galvanized Steel

Size: 4"x2"x2-l/8"

Description:
4"x2"x2-l/8" Handy Steel Box
With Combination Knockouts

Thickness: 1,0mm - 1.6mm

Knockouts: Side: (6)Combination KOS,
Bottom: (2)3/4“

Material: Galvanized Steel

Part No.: 58371-3/4

Part No.: 58371 P-1/2
Size: 4"x2"x2-l/8"

Description:

4”X2” Handy Steel Box
2-1/8" Deep With Raised Grounding Screw

Thickness: 1.0mm ・ 1.6mm

Knockouts: Side: (8) 1/2", Bottom: (2)1/2"

Material: Galvanized Steel

Part No.: 58371 P-3/4
Size: 4"x2"x2-l/8"

Description:

4”X2" Handy Steel Box
2-1/8" Deep With Raised Grounding Screw

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (6)3/4", Bottom:⑵ 1/2"

Material: Galvanized Steel

Size: 4"x2"x2-l/8"

Description:
4”X2” Handy Steel Box
2-1/8" Deep With Raised Grounding Screw

Thickness: 1.0mm • 1.6mm

Knockouts: Side: (4)3/4", (4)1/2",
Bottom: (2)1/2“

Material: Galvanized Steel

Part No.: 58371 P-1/2&3/4

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 
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Octagon Junction Boxes and extension rings

Part No.: 54151-1/2”

Size: 4"x4"x 1-1/2"

Description:
4" Octagonal Outlet Box 1-1/2" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (4) 1/2",
Bottom: (3)1/2" (2)3/4"

Material: Galvanized Steel

Part No.: 54151-3/4”
Size: 4"x4"x 1-1/2"

Description:

4" Octagonal Outlet Box 1-1/2" Deep 

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (4)3/4",

Bottom:(3)l/2", (2)3/4"

Material: Galvanized Steel

Size: 4”x4" -1/2”

Description:
4"Octagonal Outlet Box 1-1/2" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (2)l/2\ (2)3/4”，
Bottom: (3)1/2", (2)3/4”

Material: Galvanized Steel

Part No.: 54151-1/2&3/4”

Size: 4"x4" xl-l/2"

Description:
4" Octagonal Steel Box 

Extension Ring 1-1/2" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (4) 1/2"

Material: Galvanized Steel

Part No.: 55151-3/4”
Size: 4"x4"x 1-1/2"

Description:
4" Octagonal Steel Box 

Extension Ring 1-1/2" Deep

Thickness: 0.7mm -  1.6mm

Knockouts: Side: (4)3/4"

Material: Galvanized Steel

Description:
4" Octagonal Steel Box Extension Ring 1-

1/2” Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (2)1/2"  (2)3/4”

Material: Galvanized Steel

Part No.: 55151-1/2”
Size: 4"x4" xl-l/2"

Part No.: 55151-1/2&3/4

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 
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Octagon Junction Boxes and extension rings

Part No.: 54151P
Size: 4"x4"x 1-1/2"

Description:
4" Octagonal Steel Box

1-1/2" Deep With Raised Grounding screw

Thickness: 1.0mm - 1.6mm

Knockouts: Side:⑷ 1/2”, Bottom: (4)1/2"

Material: Galvanized Steel

Notes: Side knockouts also can be 4-3/4" or 
2-1/2", 2-3/4"

Bottom knockouts aslo can be 2-1/2", 2-3/4"

Part No.: 54151-COM 1
Size: 4"x4"x 1-1/2"

Description:
4" Octagonal Steel Box
With Combination Knockouts

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (4)Combination KOS,
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part No.: 54151-COM 2
Size: 4”x4”x1-1/2”

Description:

4" Octagonal Steel Box
With Combination Knockouts

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (4)Combination KOS,
Bottom: (4)Combination KOS, (1)1/2"

Material: Galvanized Steel

Part No. : 54151 -Blank
Size: 4"x4"x 1-1/2"

Description:
4" Octagonal Blank Metal Box

Thickness: 0.7mm - 1.6mm

Material: Galvanized Steel

Part No.: 54151-PC
Size: 4"x4"x 1-1/2"

Description:
4" Octagonal Conduit Box
1-1/2" Deep With Raised Grounding screw

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (4)Combination KOS,
Bottom: (2)Combination KOS, (2)1/2"
Material: Galvanized Steel

Part No. : 54151S
Size: 3"x3"x 1-1/2"

Description:

3" Octagonal Ceiling Fan Box
With 1/2" Knockouts

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (4)1/2” , Bottom: (1)1/2"

Material: Galvanized Steel

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 
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Octagon Junction Boxes and extension rings

Part No.: 54161-1/2
Size: 4"x4"x 1-7/8"

Description:
4" Octagonal Switch Box
1-7/8" Deep With 1/2" Knockouts

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (4)1/2",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part No.: 54161-3/4
Size: 4"x4"x 1-7/8"

Description:
4" Octagonal Switch Box
1-7/8" Deep With 3/4" Knockouts

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (4)3/4",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part No.: 54161-1/2 &3/4
Size: 4"x4"x 1-7/8"

Description:
4" Octagonal Switch Box
1-7/8" Deep With 1/2"&3/4" Knockouts

Thickness: 0.7mm 
- 

1.6mm 

Knockouts: Side:⑵
 

1/2", (2)3/4",

Bottom: (3)1/2", (2)3/4"
Material: Galvanized Steel

Part No.: 54171-1/2
Size: 4"x4"x2-l/8"

Description:
4" Octagonal Steel Box
with 1/2" Knockouts fbr Conduit

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (4)1/2",

Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part No.: 54171-3/4
Size: 4"x4"x2-l/8"

Description:
4" Octagonal Steel Box
with 3/4" Knockouts fbr Conduit

Thickness: 1.0mm • 1.6mm

Knockouts: Side: (4)3/4"

Bottom: (3)l/2", (2)3/4”

Material: Galvanized Steel

Part No.: 54171-1/2 &3/4
Size: 4,,x4,,x2-l/8n

Description:
4" Octagonal Steel Box
with 1/2" & 3/4” Knockouts fbr Conduit

Thickness: 1.0mm - 1.6mm

Knockouts: Side:(2)l/2n, (2)3/4%
Bottom: (3)1/2% (2)3/4”

Material: Galvanized Steel

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 
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Octagon Junction Boxes and extension rings

Part No.: 54171P
Size: 4"x4"x2-l/8"

Description:
4" Octagonal Steel Box
2-1/8" Deep With Raised Grounding screw

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (2)1/2”，(2)3/4”，
Bottom: (2)l/2", (2)3/4"

Material: Galvanized Steel

Notes: Side knockouts also can be 4-1/2" or 
4-3/4"

Bottom knockouts aslo can be 4-1/2"

Part No.: 54171-COM 1
Size: 4”x4”x2-l/8”

Description:
4” Octagonal Steel Box
With Combination Knockouts

Thickness: 1.0mm - 1.6mm

Knockouts: Side:(4)Combination KOS,
Bottom: (3)1/2" (2)3/4”

Material: Galvanized Steel

Size: 4”X4” X2-1/8"

Description:
4" Octagonal Steel Box
With Combination Knockouts

Thickness: 1,0mm - 1.6mm

Knockouts: Side: (4)Combination KOS,
Bottom: (4)Combination KOS, (1)1/2”

Material: Galvanized Steel

Part No.: 54171-COM2

Ningbo Wonderful Industries
0086 574  5811 9216
www.wdfindustries.com
sales@wdfindustries.com 
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Square Junction Boxes and extension rings

Part No.: 52151-1/2
Size: 4"x4"x 1-1/2"

Description:
4" Square Steel Electrical Box 1-1/2" Deep

Thickness: 0.7mm - 1.6mm
Knockouts: Side: (12)1/2",

Bottom: (3)1/2", (2)3/4"
Material: Galvanized Steel

Part No.: 52151-3/4
Size: 4"x4"x 1-1/2"

Description:
4"Square Steel Electrical Box 1-1/2" Deep

Thickness: 0.7mm - 1.6mm
Knockouts: Side: (8)3/4",

Bottom: (3)l/2" , (2)3/4"
Material: Galvanized Steel

Part No.: 52151-1/2 &3/4
Size: 4"x 4" x 1-1/2"

Description:
4" Square Steel Electrical Box 1-1/2" Deep

Thickness: 0.7mm - 1.6mm
Knockouts: Side: (8)1/2", (4)3/4",

Bottom: (3)1/2", (2)3/4"
Material: Galvanized Steel

Size: 4"x4"x 1-1/2"

Description:
4" Square Steel Electrical Box 1-1/2" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (8)1/2", (4)3/4",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part No.: 53151-1/2
Size: 4"x4"x 1-1/2"

Description:
4" Square Extension Ring 1-1/2" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (12)1/2"

Material: Galvanized Steel

Part No.: 53151-3/4
Size: 4"x4"x 1-1/2"

Description:
4" Square Extension Ring 1-1/2" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (8)3/4"

Material: Galvanized Steel

Part No.: 53151-1/2 & 3/4
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Square Junction Boxes and extension rings

Part No.: 53151-1/2 &3/4
Size: 4"x4"x 1-1/2"

Description:
4" Square Extension Ring 1-1/2" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (8)1/2", (4)3/4"

Material: Galvanized Steel

Part No.: 52151P- 1/2
Size: 4"x4"x 1-1/2"

Description:

4" Square Steel Electrical Box l-l/2"Deep 

With Raised Grounding Screw

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (12)1/2"

Bottom: (2)l/2", (2)3/4"
Material: Galvanized Steel

Part No.: 52151P-3/4
Size: 4 x4 x 1-1/2"

Description:
4" Square Steel Electrical Box l-l/2"Deep 

With Raised Grounding Screw

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (8)3/4”，
Bottom: (2)1/2" (2)3/4”

Material: Galvanized Steel

Size: 4”x4”xl.l/2”

Description:

4” Square Steel Electrical Box l-l/2"Deep 

With Raised Grounding Screw

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (8)1/2" (4)3/4”，
Bottom: (2)1/2" (2)3/4"

Material: Galvanized Steel

Part No.: 52161-1/2
Size: 4"x4" x 1-7/8"

Description:
4" Square Steel Electrical Box 1-7/8" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (12)1/2",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part No.: 52161-3/4
Size: 4” x4" x1-7/8"

Description:
4" Square Steel Electrical Box 1-7/8" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (8)3/4",
Bottom: (3)1/2" (2)3/4"

Material: Galvanized Steel

Part No.: 52151P-1/2 & 3/4
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Square Junction Boxes and extension rings

Part No.: 52161-1/2 &3/4
Size: 4"x4"x 1-7/8"

Description:
4" Square Steel Electrical Box 1-7/8" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (8)1/2", (4)3/4",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part No.: 52161-1
Size: 4"x4"x 1-7/8"

Description:
4" Square Steel Electrical Box 1-7/8" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (8)1",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part No.: 52161-3/4&1
Size: 4"x4"x 1-7/8"

Description:

4" Square Steel Electrical Box 1-7/8" Deep 

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (4)3/4", (4)1",

Bottom: (3)1/2", (2)3/4"
Material: Galvanized Steel

Part No.: 52161S-1/2 &3/4
Size: 4"x 4"x 1-7/8"

Description:
4" Square Steel Electrical Box 1-7/8" Deep

Thickness: 0.7mm - 1.6mm

Knockouts: Side: (8)1/2", (4)3/4",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part No.: 52171-1/2
Size: 4"x4"x2-l/8"

Description:
4” Square Steel Electrical Box 2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (12)1 /2",
Bottom: (3)l/2", (2)3/4"

Material: Galvanized Steel

Part No.: 52171-3/4
Size: 4"x 4" x2-l/8"

Description:
4" Square Steel Electrical Box 2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8)3/4",
Bottom: (3)1/2" (2)3/4" 

Material: Galvanized Steel
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Square Junction Boxes and extension rings

Part No.: 52171-1/2 &3/4
Size: 4"x 4"x2-l/8c

Description:
4" Square Steel Electrical Box 2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8)1/2", (4)3/4",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part No.: 52171-1
Size: 4 " x4 "x2-l/8"

Description:
4" Square Steel Electrical Box 2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8)1",
Bottom: (3)1/2" (2)3/4"

Material: Galvanized Steel

Part No.: 52171-3/4&1
Size: 4"x4"x2-l/8"

Description:
4” Square Steel Electrical Box 2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (4)3/4”，(4)1",
Bottom: (3)l/2", (2)3/4"

Material: Galvanized Steel

Part No.: 52171-P
Size: 4" x 4"x2-l/8"

Description:
4” Square Steel Electrical Box

2-1/8" Deep With Raised Grounding Screw

Thickness: 1.0mm - 1.6mm

Material: Galvanized Steel

Notes: Side knockouts can be 1/2”,3/4”, 

l/2&3/4" ,3/4" &l", 1 "

Bottom Knockouts can be 1/2&3/4"

Part No.: 52171-COM 1
Size: 4"x4"x2-l/8"

Description:
4” Square Steel Box
With Combination Knockouts

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8)Combination KOS,
Bottom: (3)1/2" (2)3/4"

Material: Galvanized Steel

Part No.: 52171-COM 2
Size: 

Description:
4" Square Steel Box
With Combination Knockouts

Thickness: 1,0mm - 1.6mm

Knockouts: Side: (8)Combination KOS,
Bottom: (4)Combination KOS, (1)1/2"

Material: Galvanized Steel

4" x 4"x2-l/8"
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Square Junction Boxes and extension rings

Part No.: 52171-PC
Size: 4"x4"x2-l/8"

Description:
4" Square Steel Box 2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side:(8) Combination KOS,
Bottom: (2)l/2", (2)3/4"

Part No.: 53171-3/4
Size: 4"x4"x2-l/8"

Description:
4” Square Extension Ring 2-l/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8)3/4"

Material: Galvanized Steel

Part No.: 53171-1/2 &3/4
Size: 4"x4"x2-l/8"

Description:
4" Square Extension Ring 2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8) 1/2", (4)3/4"

Material: Galvanized Steel
Material: Galvanized Steel

"

Part No.: 53171-COM
Size: 4”x4”x2.l/8”

Description:
4" Square Extension Ring 2-1/8" Deep 

With Combination Knockouts

Thickness: 1.0mm - 1.6mm

Knockouts: Side:(8) Combination KOS

Material: Galvanized Steel

Part No.: 52171 -3/4
Size: 4"x4"x2-l/8"

Description:
4” Square Welded Conduit Box 2-1/8" Deep

Thickness: 1.0mm- 1.6mm

Knockouts: Side: (8) 3/4",
Bottom:(3)l/2”,(2)3/4”

Material: Galvanized Steel

Size: 4"x4"x2-l/8"

Description:
4" Square Welded Conduit Box
2-1/8” Deep

Thickness: 1.0mm- 1.6mm

Knockouts: Side: (8) 1/2”, (4)3/4”，
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part No.: 52171 -1/2&3/4
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Square Junction Boxes and extension rings

Part No.: 52171 -1
Size: 4"x4"x2-l/8"

Description:
4" Square Welded Conduit Box 2-l/8n Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8) 1”,
Bottom: (3)l/2", (2)3/4”

Material: Galvanized Steel

Part No.: 52171P
Size: 4"x 4"x2 -l/8”

Description:
4" Square Welded Conduit Box

2-1/8" Deep With Raised Grounding Screw

Thickness: 1.0mm - 1.6mm

Material: Galvanized Steel

Notes: Side knockouts can be 1/2", 3/4", 
l/2&3/4”，3/4”&l”，1"
Bottom knockouts can l/2n&3/4'*

Size: 4-ll/16"x4-ll/16"x 1-1/2"

Description:
4-11/16" Square Steel Junction Box l-l/2n 

Deep

Thickness: 1.0mm- 1.6mm

Knockouts: Side: (8) 1/2", (4)3/4",
Bottom: (3)1/2", (2)3/4

Material: Galvanized Steel

Part No.: 52171-1/2&3/4

Part  No.: 72171-1/2
Size: 4-ll/16"x4-ll/16"x2-l/8"

Description:
4-11/16" Square Steel Junction Box
2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (12) 1/2",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part  No.: 72171-3/4
Size: 4-11/16" x 4-ll/16"x2-l/8"

Description:
4-11/16" Square Steel Junction Box
2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8) 3/4",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Size: 4-ll/16"x4-ll/16"x2-l/8"

Description:
4-11/16" Square Steel Junction Box
2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8) 1/2", (4)3/4",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Part  No.: 72171-1/2&3/4
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Square Junction Boxes and extension rings

Part No.: 72171-3/4&1
Size: 4-11/I6"x4-1 l/16"x2-l/8"

Description:
4-11/16" Square Steel Junction Box
2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (4) 3/4”，(4) 1 ”,

Bottom: (3)l/2", (2)3/4"

Material: Galvanized Steel

Part No.: 72171-1
Size: 4-11/I6"x4-1 l/16"x2-l/8"

Description:

4-11/16" Square Steel Junction Box 2-1/8" 

Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8) 1",

Bottom: (3)1/2", (2)3/4"
Material: Galvanized Steel

Part No.: 72171-1&1-1/4
Size: 4-11/I6”x4-l l/16”x2-l/8”

Description:
4-11/16" Square Steel Junction Box 2-l/8" 

Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (4) 1" (2)l-l/4"

Bottom: (3)1/2", (2)3/4"
Material: Galvanized Steel

Part No.: 73171-1/2 &3/4
Size: 4-11/16" x4-11 /16" x2-1 /8"

Description:
4-11/16" Square Extension Ring 2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Side: (8)1/2", (4)3/4"

Material: Galvanized Steel

Part No.: 72171P
Size: 4-ll/16"x4-ll/16"x2-l/8"

Description:
4-11/16" Square Steel Junction Box

2-1/8" Deep With Raised Grounding Screw

Thickness: 1.0mm - 1.6mm
Material: Galvanized Steel

Notes:Side knockouts can be 1/2", 3/4", 
1/2"&3/4",3/4"&l", 1"
Bottom knockouts can be 1/2"&3/4"

Part No.: 72171-COM
Size: 4・1 1/16”X4・1 l/16”x2・l/8”

Description:
4-11/16” Square Steel Junction Box
2-1/8" Deep With Combination Knockouts

Thickness: 1.0mm - 1.6mm
Knockouts: Side: (8)Combination KOS,

Bottom: (3)1/2： (2)3/4”
Material: Galvanized Steel
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Square Junction Boxes and extension rings

 

Part No.: 72171-PC
Size: 4-1 1/16”X4-1 l/16”x2-l/8”

Description:
4-11/16" Square Steel Junction Box
2-1/8" Deep With Raised Grounding 
Screw

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8)Combination KOS,
Bottom: (2)1/2”，(2)3/4"

Material: Galvanized Steel

Part No.: 72171-1/2 
Size: 4-ll/16"x4-ll/16"x2-l/8"

Description:
4-11/16" Square Welded Box
2-1/8" Deep

Thickness: 1.0mm - 1.6mm
Knockouts: Side: (12)1/2",

Bottom: (3)l/2n, (2)3/4"

Material: Galvanized Steel

Part No.: 72171 -3/4
Size: 4-11/16"X4-11/16"X2-1/8"

Description:
4-11/16" Square Welded Box

2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8) 3/4”，

Bottom: (3) 1/2”，(2)3/4”

Material: Galvanized Steel

Part No.: 72171-1/2 &3/4
Size: 4-ll/16"x4-ll/16"x2-l/8"

Description:
4-11/16" Square Welded Box
2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8)1/2",(4)3/4",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Item No.: 72171-1  
Size: 4-ll/16"x4-l l/16"x2-l/8"

Description:
4-11/16" Square Welded Box
2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8)1",
Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel

Item No.: 72171-3/4&1
Size: 4-ll/16"x4-l l/16"x2-l/8"

Description:
4-11/16" Square Welded Box

2-1/8" Deep

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (4) 3/4", (4)1",

Bottom: (3)1/2", (2)3/4"

Material: Galvanized Steel
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Square Junction Boxes and extension rings

Part No.: 72171P-3/4&1
Size: 4-11/16"x4-1 l/16"x2-l/8"

Description:
4. 11/16” Square Welded Box
2-1/8" Deep With Raised Grounding 
Screw

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (4) 3/4”，(4)1”，
Bottom: (2)1/2" , (2)3/4"

Material: Galvanized Steel

Part No.: 72171P-3/4
Size: 4-11/16"x4-1 l/16"x2-l/8"

Description:
4 - 11/16" Square Welded Box 2-1/8" 

Deep With Raised Grounding Screw

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8) 3/4", Bottom: 

(2)1/2", (2)Concentric KOS

Material: Galvanized Steel

Part No.: 72171P-1/2 &3/4
Size: 4-11/16"x4-1 l/16"x2-l/8"

Description:
4. 11/16” Square Welded Box
2-1/8" Deep With Raised Grounding 
Screw

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (8) 1/2”,(4)3/4”，
Bottom: (2)l/2", (2)3/4"

Material: Galvanized Steel

Part No.: 72171 - WPC
Size: 4-11/16"x4-1 l/16" x2-l/8"

Description:
4-ll/16" Square Welded Box
2-1/8" Deep With Raised Grounding 
Screw

Thickness: 1.0mm - 1.6mm

Knockouts: Side: (12)Concentric KOS,
Bottom: (2)Concentric KOS,⑵ 1/2”

Material: Galvanized Steel

Part No.: 72171-FH
Size:5"x5"x3"

Description:
Communication outlet box 5" Square 

Welded Box 3" Deep with FH 

bracket

Thickness: 1.0mm - 1.6mm

Knockouts: Can be 1/2” 3/4” 1”

Material: Galvanized Steel

Part No.: 72171 -GP
Size:5”x5”x3”

Description:
Communication outlet box 5" 

Square Welded Box 3" Deep With 

four plastic pilars.

Thickness: 1.0mm - 1.6mm

Knockouts: Can be 1/2" 3/4" 1'

Material: Galvanized Steel
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Steel Boxes Covers
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DESCRIPTION STD.
.GKPREBMUN

BC-CG04      Blank 200

BC-CG08      1/2" KO centered 200

BC-CG05 Toggle switch 200

BC-CG09 Duplex receptacle 200

BC-CG07      Single receptacle 1.406" dia. 200

BC-CG06 20A Receptacle 1.594" dia. 200

Applications
• Handy Box covers are used to close a

Handy Box
• Covers also may be used as single-

gang wall plates
• Extension rings provide a means for

adding additional cubic capacity or as
an outlet box for surface conduit

Product Features
• Handy Box covers are designed

to match the contours of the box
• Cover corners are rounded
• All covers have captive screws
Compliances

BC-CG04

BC-CG07

BC-CG05 BC-CG08 BC-CG09

4" x 2" HANDY BOX COVERS – 2-5/16" WIDE x 4-3/16" LENGTH

Part      

BC-CG06
BC-CG01

BC-CG01 Single receptacle 2.3cu in. 200

BC-EG5001 BC-EG5002 BC-EG5003 BC-EG5004

5”*5” Square Box Covers5”*5” Square Box Covers

4”*4” Round Box Covers

BC-B017 BC-B018

4”*4” Square and Octagon  Box Covers

BC-A002  BC-A003
knockout:1/2”   

BC-B002 BC-B003 
knockout:1/2”   
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Steel Boxes Covers
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BC-809BC-809C BC-AG451KBC-804CBC-915

Part DESCRIPTION CU. STD. CRUSHED
SRENROC.GKP.NIREBMUN

BC-AG450K      1 Toggle switch 6.6 200 Yes
BC-AG446K       1 Receptacle 1.406" dia
BC-803C        2 Toggle  switches
BC-804C      Blank , no  holes
BC-AG449K     1 Toggle  switch  & 1 1.406 ” dia .
BC-AG448K  1 Duplex  & 1 1.406 ” dia .
BC-AG451K 2 Receptacles , 1.406 ” dia.  holes
BC-808C       1 GFCI
BC-808 1 GFCI 7.3 200 No
BC-809C        2 GFCI
BC-809 2 GFCI  
BC-810C        30-50A  Receptacle  2.141"  dia .
BC-AG445K       30A  locking  1.719"  dia .
BC-AG452K       20A  Receptacle  1.594"  dia .
BC-813C        30-60A  Receptacle  2.625"  dia .
BC-814C       1 GFCI  & 1 toggle  switch
BC-814 1 GFCI  & 1 toggle  switch
BC-815C      1 Receptacle , 2.165 ” dia.  hole , offset
BC-816C    1 Receptacle , 2.480 ” dia.  hole
BC-817C    1 Receptacle , 2.275 ” dia.  hole
BC-AG447K    1 Receptacle , 2.55 ” dia.   hole
BC-831C      1 Duplex  , 1  20A  Twist  Lock 1.620”dia .
BC-AG453K       1 Duplex  receptacle
BC-AG443K       1 Dup . & 1 toggle  switch
BC-AG444K       2 Duplex  receptacles
BC-915C      1 GFCI  & 1 duplex  receptacle
BC-915 GFCI  & 1 duplex  receptacle

BC-AG450K BC-AG446K BC-AG445K BC-AG444KBC-AG453K
BC-AG452K

BC-AG443K

4" SQUARE SURFACE COVERS – RAISED 5/8"

BC-AG449K BC-AG448K BC-831C

BC-810C BC-813C

BC-915C

BC-814CBC-808C

BC-816C

BC-817CBC-AG447K

BC-814BC-808

BC-815C

7.3 200 No

7.3 200 No

7.3 200 No

6.6 200 Yes
6.5 200 Yes
6.5 200 Yes
6.6 200 Yes
6.6 200 Yes
6.6 200 Yes
6.5 200 Yes

6.5 200 Yes

6.5 200 Yes
6.6 200 Yes
6.6 200 Yes
6.5 200 Yes
6.5 200 Yes

6.5 200 Yes
6.5 200 Yes
6.5 200 Yes
6.6 200 Yes
6.5 200 Yes
6.6 200 Yes
6.6 200 Yes
6.6 200 Yes
6.5 200 Yes

4" SQUARE BOX COVERS

BC-AG454K BC-AG455K BC-AG456K
RAISED 5/8” RAISED 5/8” RAISED 5/8”

BC-AG4408 BC-AG4410 BC-AG4412
RAISED 1/4” RAISED 1/4” RAISED 1/2”

BC-AG4416 BC-AG4419 BC-AG4425
RAISED 5/8” RAISED 3/4” RAISED 1”

BC-AG4432 BC-AG4710 BC-AG4712
RAISED 1-1/4” RAISED 1/4” RAISED 1/2”

BC-AG4719 BC-AG4508 BC-AG4512
RAISED 3/4” RAISED 1/4” RAISED 1/2”

BC-AG4516 BC-AG4519 BC-AG4525
RAISED 5/8” RAISED 3/4” RAISED 1”
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Applications
• For use in branch circuit wiring in wet,

damp, or dry locations
• May be used as a weatherproof junction

box, or as a housing for receptacles,
switches, and GFCI’s

Product Features
• Reinforced connector outlets
• State-of-the-art powder coat finish
• Eight box mounting options with 

detachable lugs provided
• Two closure plugs included
• Ground screw installed
• Multi-lingual instructions in each

package
• Internal threads on hubs comply with

NEMA requirements. Hubs accept all
threaded fittings and threaded conduit.

Compliances

• – Standard 514A

SINGLE-GANG BOXES: GENERAL DIMENSIONS

END VIEW
ONE OUTLET

END VIEW
TWO OUTLET

NUMBER IN. COLOR OUTLETS TYPE PKG.

OB50-3     
OB75-3     
OB50-4     
OB75-4  
OB50-5     
OB75-5     
OB50-5X      
OB75-5X     

ODB50-3
ODB75-3      
ODB100-3     

    
     
     

OB50-3  OB75-3 
 

OB50-4  OB75-4 
 

OB50-5, OB75-5 OB50-5X, OB75-5X

2" DEEP, WITH LUGS –  THREADED  OUTLETS  –  4-1/2"  x2-3/4"

          2-5/8" DEEP, WITH LUGS – THREADED OUTLETS – 4-1/2" x 2-3/4"

PART     

PART     

Gray

Gray

Gray
Gray
Gray
Gray

Gray

Gray

Shrink

Shrink
Shrink
Shrink
Shrink
Shrink
Shrink

Shrink

4-1/2“
4-3/4“

3-3/4“

5-1/2“
5-3/4“
5-1/2“
5-3/4“

50
50
50
50
50
50
50

50

Gray

Gray

Gray
Gray
Gray
Gray

Shrink
Shrink
Shrink
Shrink
Shrink

Shrink

3-1/2“

3-3/4“

3-1/2“

5-3/4“

5-1/2“

22.5
22.5

22.5
22.5

22.5
22.5

3-1“

5-1“

ODB50-5X
ODB75-5X
ODB100-5X

40
40
40
40
40
40
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DIE CAST ALUMINUM

Applications
• For use in branch circuit wiring in

wet, damp, or dry locations
• Can be used as a weatherproof junction

box, or as a housing for receptacles,
switches, and GFCI’s

Product Features
• Seamless die cast aluminum con-

struction
• Reinforced connector outlets
• State-of-the-art powder coat finish
• Eight box mounting options with de-

tachable lugs provided
• Two closure plugs included
• Ground screws installed
• Multi-lingual instructions in each

package
• Internal threads on hubs comply with

NEMA requirements. Hubs accept all
threaded fittings and threaded conduit.

Compliances

• ÓStandard 514A
• – C22.2 No. 18

• NEMA 3R Rated

TWO-GANG BOXES
GENERAL DIMENSIONS

END VIEW FOR STYLES WITH TWO 
OUTLETS ON ONE END

CATALOG CUBIC DESCRIPTION PKG. STD.
NUMBER IN. COLOR OUTLETS TYPE PKG.

TB50-3     32.0 Gray 3-1/2 " Shrink 40
TB75-3  32.0 Gray 3-3/4 " Shrink 40

TB50-4     31.0 Gray 4-1/2 " Shrink 40
TB75-4   31.0 Gray 4-3/4 " Shrink 40
TB50-5     31.0 Gray 5-1/2 " Shrink 40
TB75-5     31.0 Gray 5-1/2" Shrink 40
TB50-7    31.0 Gray 7-1/2" Shrink 40
TB75-7    31.0 Gray 7-1/2 " Shrink 40
TB50-9    31.0 Gray 9-3/4 " Shrink 30
TB75-9     32.0 Gray 9-1/2 " Shrink 30
TB50-5X     32.0 Gray 5-3/4 " Shrink 40

 

2" DEEP, WITH LUGS – THREE THREADED OUTLETS – 4-1/2” x 4-1/2”

TB75-5X    
TB50-6X    
TB75-6X    
TB50-7X    
TB75-7X     

32.0 Gray 5-3/4" Shrink 40

32.0 Gray 6-3/4" Shrink 30

32.0 Gray 7-3/4" Shrink 30

32.0 Gray 6-1/2" Shrink 30

32.0 Gray 7-1/2" Shrink 30
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4” Round Weatherproof Outlet Boxes ,Extension & Cover
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4" Round Splice Boxes
Applications
• For use in branch circuit wiring in

wet, damp, or dry locations
• Designed for use as a weatherproof

junction box, and may be used with
round cluster covers and round
lampholder combinations

4" Round Splice Boxes
Product Features
• Rugged die cast construction
• Reinforced connector outlets
• State-of-the-art powder coat finish
• Cast-in mounting lugs provide fast,

secure installation
• Includes four closure plugs, installed

ground screw, and multi-lingual
instructions

4" Round Splice Boxes 
Compliances
• – Standard 514A

• – C22.2 No. 18

4" Round Extension Adapters
Applications
• For use with 4" round splice boxes
• Extension adapters are used to in-

crease box capacity and allow the
installer to add “take-offs” to new
boxes/devices

4" Round Extension Adapters
Product Features
• Rugged die cast construction
• Reinforced connector outlets
• State-of-the-art powder coat finish
• Includes installation hardware, closure

plugs, gasket, and multi-lingual
instructions

4" Round Extension Adapters 
Compliances
• Standard 514A

• – C22.2 No. 18

4" ROUND SPLICE BOXES 4" ROUND EXTENSION ADAPTERS

CUBIC DESCRIPTION PKG. STD.
NUMBER IN. COLOR OUTLETS TYPE PKG.
RB50-5     16.0 Gray 5-1/2" Shrink 40
RB75-5     16.0 Gray 5-3/4" Shrink 40

CUBIC DESCRIPTION PKG. STD.
NUMBER IN. COLOR OUTLETS TYPE PKG.
RE50-4    16.3 Gray 4-1/2" Shrink 40

4" ROUND SPLICE BOX – FIVE THREADED OUTLETS – 1-1/2" DEEP

4" ROUND EXTENSION ADAPTER – FOUR THREADED OUTLETS – 1-1/2" DEEP

PART    

PART    

RE75-4    16.3 Gray 4-3/4" Shrink 40

Application
• For use with 4" round splice boxes
Product Features 
• Rugged metallic construction
• State-of-the-art powder coat finish
• Includes installation hardware, gas-

ket, and multi-lingual instructions

CATALOG DESCRIPTION PKG. STD.
NUMBER COLOR OUTLETS TYPE PKG.

RBC-4      Gray Blank Shrink 200

4" ROUND COVER 

4” ROUND COVER
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Single Gang Blank Cover and Device Cover
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Blank Covers Application
• For use whenever weatherproof protec-

tion is required for a single-gang box
Blank Covers Product Features
• Rugged metallic construction
• State-of-the-art powder coat finish

provides maximum weatherability
and scratch resistance

BLANK COVERS

OBC-2 OBC-4

GFV-1 GFH-1 SDV-1 SSV-1

SDH-2 SPO-50 SPO-60 SPO-70

Two Gang  Device Covers And Blank Cover

DDV-2 DSV-2 DSD-2 DGF-2

SGF-2 GFV-2 TBC-4
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LAMPHOLDER COVER
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Applications
• For use with single-gang rectan-

gular or round weather-proof boxes
• Cluster covers provide an easy means

of mounting lampholders and
other accessories

Product Features
• Rugged die cast construction
• State-of-the-art powder coat finish

provides maximum weatherability
and scratch-resistance

• Includes installation hardware, gasket,
and multi-lingual instructions

• Three-hole covers are supplied with
two closure plugs

Compliances
• – Standard 514A

• – Certified - C22.2 #18

RECTANGULAR CLUSTER COVERS
5186 SERIES, 5189 SERIES

CATALOG COLOR DESCRIPTION PKG. STD.
 .GKPEPYT REBMUN

LC-1     Gray 1-1/2" Outlet Shrink 100
LC-2     2-1/2" Outlet Shrink 100
LC-3      3-1/2" Outlet Shrink 100
RC-1      Gray 1-1/2" Outlet 100
RC-2     2-1/2" Outlet 100
RC-3      3-1/2" Outlet 100

     

Gray

Shrink

 

Shrink

 

Shrink

 

Gray

 

RECTANGULAR AND 4” ROUND CLUSTER – COVERS

LC-1 LC-2 LC-3

RC-1 RC-2 RC-3

Gray

Gray

Single Gang Extension Adapter

CATALOG CUBIC DESCRIPTION PKG. STD.
NUMBER IN. COLOR OUTLETS TYPE PKG.
EXT50-4      13.8 Gray 4-1/2" Shrink 40

EXT75-4      13.8 Gray 4-3/4" Shrink 40

CATALOG CUBIC DESCRIPTION PKG. STD
NUMBER IN. COLOR OUTLETS TYPE PKG
EXT50-6     12.8 Gray 6-1/2" Shrink 40

EXT75-6    12.8 Gray 6-3/4" Shrink 40

EXTENSION ADAPTERS – 5-1/4” x 3-1/2” x 1-1/2” DEEP –
SIX THREADED OUTLETS

EXTENSION ADAPTERS – 5-1/4” x 3-1/2” x 1-1/2” DEEP –
FOUR THREADED OUTLETS

Applications
• Used to provide additional capacity

needed for NEC box fill requirements
• Allows installer to add “take-offs” to

new boxes/devices
Product Features
• Unique swing-arm design speeds

installation by allowing the installer
better visibility when lining up and
threading fasteners

• Rugged die cast construction
• Reinforced connector outlets
• State-of-the-art powder coat finish
• Installation hardware, ground screw

and gasket provided
• Multi-lingual instructions in each

package
•  Internal threads and hubs comply with

NEMA requirements. Hubs accept all
threaded fittings and threaded conduit
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MATERIAL: Steel

APPLICATIONS:

suspension of fixtures, strut and/or conduit.

Threaded Rod

TR-14 50 118
TR-38 25 282
TR-50 10 506

STR-38 25 296
STR-14 50 123
STR-50 10 5391/2"-13x10'

  Stainless Steel

1/2"-13 x10'

  Zinc Plated Steel

3/8-16x10'
1/4-20x10'

Part  
No 

Trade  
Size

Pcs/  
Ship Ctn

Wt(lbs)/ 
100pcs

1/4"-20x10'
3/8"-16x10'

THREADED ROD & COUPLINGS

Steel 

Ningbo Wonderful Industries
0086 574  5811 9216
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Rod Couplings • Stainless Steel 

Rod Couplings • Zinc Plated 
• Rod Couplings
• Reducing Rod Couplings
• Zinc Plated Steel

CAT N SIZE LENGT STD MSTR WT/STD

RC1 1/4" 7/8" 100 1000 1.90#
RC2 3/8" 1-1/8" 50 500 1.80#
RC3 1/2" 1-1/4" 50 500 2.90#
RC4 5/16" 7/8" 50 500 2.43#
RC5 5/8" 2-1/8" 25 250 4.41#
RC6 3/4" 2-1/4" 25 250 9.10#

RRC21 3/8-1/4" 1" 50 500 2.06#

RRC32 1/2-3/8" 1-1/4" 50 500 6.90#

Rod couplings are used to couple thread-
ed rod for extended lengths. Reducing rod
couplings are used when working with two
different thread diameters.

Rod Couplings
Stainless Steel

CAT NO SIZE LENGTH STD MSTR WT/STD

Rod couplings are used to couple thread-
ed rod for extended lengths. 

RCS1 1/4" 7/8" 100 1000 1.90# 
RCS2 3/8" 1-1/8" 50 500 1.80# 
RCS3 1/2"  1-1/4" 50 500 2.90# 
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FMC-38 9.52~9.96 14.22~15.49  50 100/30.5 320*320*150

FMC-50 15.88~16.38 21.84~23.37  75 100/30.5 380*380*150

— — — — — —

FMC-75 20.62~21.21 26.54~28.07  100 100/30.5 450*450*180

FMC-100 25.40~26.42 33.02~35.05 125 100/30.5 550*550*220

PSWG-1-1/4 31.75~33.02 39.37~41.40 160 50/15.3 500*500*180

Square-lock, Standard Wall, Galvanized Steel

Flexible Metal Conduit

Features

Product
Photo

35 1-1/4

41 1-1/2

53 2

63 2-1/2

78 3

103 4

FMC-125 31.75~33.02 39.37~41.40 160 50/15.3 500*500*180

FMC-150 38.10~40.01 46.99~49.53  190 50/15.3 580*580*200

FMC-200 50.80~52.83 59.69~62.23 255 25/7.6 550*550*200

FMC-250 > 63.5 72.64~77.72  320 25/7.6 700*700*200

FMC-300 > 76.2 85.34~90.42 380 25/7.6 750*750*250

FMC-400 > 101.6 110.74~115.82 510 25/7.6 900*900*300

Temperature
Range

IP Rating

Flexibility

RoHS
Compliance

Certificate

Profile

-50℃~+350℃

Yes

IP 40

High
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* 7.92~8.60 11.94~12.95  50 100/30.5 320*320*150

* 9.52~9.96 14.22~15.49 50 100/30.5 320*320*150

* 15.88~16.38 21.84~23.37 75 100/30.5 380*380*150

13.89~14.60 17.90~18.67 75 100/30.5 —

20.62~21.21 26.54~28.07 100 100/30.5 450*450*180

25.40~26.42 33.02~35.05 125 100/30.5 550*550*220

PRWG-1-1/4 31.75~33.02 39.37~41.40 160 50/15.3 500*500*180

Square-lock, (Extra)Reduced Wall, Galvanized SteelFeatures

Product
Photo

35 1-1/4

41 1-1/2

53 2

63 2-1/2

78 3

103 4

Temperature
Range

IP Rating

Flexibility

RoHS
Compliance

Certificate

-50℃~+350℃

31.75~33.02 39.37~41.40 160 50/15.3 500*500*180

38.10~40.01 46.99~49.53 190 50/15.3 580*580*200

50.80~52.83 59.69~62.23 255 25/7.6 550*550*200

> 63.5 72.64~77.72 320 25/7.6 700*700*200

> 76.2 85.34~90.42 380 25/7.6 750*750*250

> 101.6 110.74~115.82 510 25/7.6 900*900*300

Profile

seY

IP 40

High

UL：3/8”~4”

FMCUL-516

FMCUL-38

FMCUL-50

FMCUL-916

FMCUL-75

FMCUL-100

FMCUL-125

FMCUL-150

FMCUL-200

FMCUL-250

FMCUL-300

FMCUL-400
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12.29~12.80 17.53~18.03 51 100/30.5 500*500*140

LFMC-50 15.80~16.31 20.83~21.34 82.5 100/30.5 505*505*145

LFMC-75 20.83~21.34 25.16~26.67 108 100/30.5 565*565*165

LFMC-100 26.44~27.08 32.77~33.40 165 100/30.5 620*620*200

LFMC-125 35.05~35.81 41.40~42.16 203 100/30.5 670*670*230

Features

Product
Photo

Pa
rt 

N
um

be
r

ID
 (m

m
)

O
D

(m
m

)

Be
nd

in
g

R
ad

iu
s 

(m
m

)

Pa
ck

ag
e/

R
ol

l
(ft

/m
)

M
ea

su
re

m
en

t
(L

xW
xH

m
m

)

PFMC-38 12.29~12.80 17.53~18.03 51 100/30.5 500*500*140

PFMC-50 15.80~16.31 20.83~21.34 82.5 100/30.5 505*505*145

PFMC-75 20.83~21.34 25.16~26.67 108 100/30.5 565*565*165

PFMC-100 26.44~27.08 32.77~33.40 165 100/30.5 620*620*200

PFMC-125 35.05~35.81 41.40~42.16 203 100/30.5 670*670*230

41 1-1/2

53 2

UL：-18℃~+80℃ Dry, 60℃ Wet, 70℃ Oil
cUL：-18℃~+80℃ Dry, 60℃ Wet, 75℃ Oil

LFMC-150 40.01~40.64 47.37~48.26 228.5 100/30.5 800*800*260

LFMC-200 51.31~51.94 59.44~60.33 282 50/15.3 730*730*180

Temperature
Range

IP Rating

Jacket Color

Flexibility

Fire Retardant

UV Resistance 

RoHS
Compliance

Certificate

Note 

Profile

-18℃~+80℃ Dry, 60℃ Wet, 70℃ Oil

seYseY

Grey (Standard), other colors are available by consult.

Medium

Self-extinguishing

Yes

IP 68 (Fit with connector series: P50, P53, S50 & S53)

Black

High

Self-extinguishing

Yes

—

IP 66 (Fit with connector series: P50, P53, S50 & S53)

PFMC-150 40.01~40.64 47.37~48.26 228.5 100/30.5 800*800*260

PFMC-200 51.31~51.94 59.44~60.33 282 50/15.3 730*730*180

Liquid Tight Flexible Metal Conduit PVC Coated Flexible Metal Conduit

LFMC-38
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The purpose of A/C disconnect is o er a visiable sulution to prevent un-authorized person from hurting by A/C
(air conditioning) system circuit when house owner left their house for a certain period, they will lock the A/C
disconnect when leaving. and they are installed out-door. NEMA 3R rain-proof.

Air Conditoner Disconnect

Rated
Voltage(V) Phase No. of 

Fuses 
No. of 
Wires 

Case 
Qty. (Pcs)Model  

Rated
Current(A) Approval

SDB-60NF  60 240 1 P None 2 Wires 12 cULus

SDB-60F  60 240 1 P 2 2 Wires 12 cULus

SDB-30F  30 240 1 P 2 2 Wires 12 cULus

TDB-60NF  60 240 1 P None 2 Wires 12 cULus

Air Conditioner disconnect application
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Electrical Metallic Tubing (EMT)

PRODUCT INTRODUCTION
Galvanized Steel Electrical Metallic Tubing (EMT) is excellent electrical conduit to be used currently and 
availably in the marketplace. 
EMT is manufactured from high-strength steel, and produced with the electric resistance welding process.
The interior and exterior surfaces of Electroline EMT are free from defect with a smooth welded seam,and 
are  thoroughly and evenly coated with zinc with hot dip galvanizing process, so that metal-to-metal contact 
and galvanic  protection against corrosion are provided.
The surface of  EMT adopt the clear post-galvanizing coating to provide further protection against corrosion. 
The interior surface provides a smooth continuous raceway for easy wire pulling. Our EMT conduit has 
excellent ductility providing for uniform bending, cutting in the field.
 EMT is produced in normal trade sizes from 1/2” to 4”. EMT is produced in standard lengths of 10 feet 
(3.05 m). The quantity in bundle and master bundle is as per table below. 

 EMT is manufactured in accordance with the latest edition of the following:

SPECIFICATIONS

DIMENSION AND WEIGHT CHART (EMT ) 

American National Standard for Rigid Steel EMT (ANSI C80.3)
Underwriters Laboratories Standard for EMT-Steel (UL797)
National Electric Code 2002 Article 358 (1999 NEC Article 348)
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Rigid Steel Conduits(RSC)

for your wiring works. 
Rigid Pipe is manufactured with high-strength steel, and produced by the electric resistance welding process.
Rigid Pipe is zinc coated both inside and outside with hot dip galvanizing process, so that metal-to-metal 
contact and galvanic protection against corrosion are provided. 
The surface of Rigid Pipe adopts the clear post-galvanizing coating to provide further protection against 
corrosion. The interior surface provides a smooth continuous raceway for easy wire pulling. Rigid Pipe is produced in normal
trade sizes from 1/2” to 6” in standard lengths of 10 feet (3.05m) , including the coupling and thread pretector cap, the rigid conduit
is threaded on both ends.

PRODUCT INTRODUCTION
Hot Dip Galvanized Electrical Rigid Conduit (UL6) has excellent protection, Strength, Safety and ductility 

 RSC is manufactured in accordance with the latest edition of the following:

SPECIFICATIONS

American National Standard for Rigid Steel Tubing (ANSI C80.1)
Underwriters Laboratories Standard for Rigid Steel Tubing (UL6)
National Electric Code 2002 Article 344 (1999 NEC Article 346)

DIMENSION AND WEIGHT CHART (RIGID)




